
 

Instructions for Upgrading Form A (v. 9/26/13) to Accurately Classify Status of Outer Casing 

Annuli and Correct “Combo (Freshwater Casing Only)” Set-up Parameters (i.e., Surface Casing 

Set Depth Needed for this Well Design) 

1. Navigate to the Mechanical Integrity Assessment webpage and download the Excel file 

named “Form_A_Fix” and the Visual Basic filed named “Module1.” 

 

2. Open “Form_A_Fix” and the Form A workbook you intend to upgrade. 

 

 

http://www.portal.state.pa.us/portal/server.pt/community/industry_resources/20301/Mechanical_Integrity_Assessment/1608460


 
 

 

 

 

 

 

 

 

 

 

 

 

 

 



3. On the Form A workbook you intend to upgrade, right-click the worksheet tab labeled 

“Data_Summary.” 

 
 

 

 

 

4. Hit “OK.” 

 

 



 

5. Right-click the worksheet titled “Tabulated_Data” and select “Delete.” 

 

 

6. Make “Form_A_Fix” the active workbook and right-click the worksheet tab labeled 

“Tabulated_Data” and select “Move or Copy.”  

 

 



7. Check the box labeled “Create a copy” and highlight the name of the Form B workbook 

you are upgrading. 

 

 

 

 

 

 

 

 

 

 

 

 

 



8. Highlight the worksheet named “Data_Summary” and select “OK.” 

 

 

 

 

 

 

 

 

 

 

 

 

 



9. In the Form A you are upgrading, right-click the worksheet tab labeled 

“Tabulated_Data” and select “Hide.” 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 



10. Select the “Developer” tab in the Form A you are upgrading and then select the “Visual 

Basic” icon in the upper left-hand corner. 

 

11. Highlight the menu item labeled “VBAProject (MIA_Form_a.xlsm)” (note that the file 

name in parentheses may be different if you have renamed Form A) and select the “+” 

symbol next to the highlighted menu item. 

 



12. When prompted, enter the password “MIA” and select “OK.” 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



13. Expand the folder labeled “Modules” by clicking the “+” sign next to it. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



14. Right-click “Module1” and select “Remove Module1.”  When asked if you want to 

export “Module1”, choose “No.” 

 

 

 

 



15. Right-click the folder labeled “Modules” and select “Import File.” 

 

 

 

 

 

 

 

 

 



16. Navigate to where you have the Visual Basic file named “Module1” stored (downloaded 

in step 1), highlight it, and select “Open.” 

 

 

 

 

 

 

 

 

 

 

 



17. Close the Visual Basic environment and select “Ctrl-a” to execute the fix macro.  You 

will now need to enter surface casing set depths for any wells you have classified as 

“Combo (Freshwater Casing Only.” 

 

 

 


