
SLOPE LENGTH
SOCK Dia. SLOPE ABOVE BARRIER
NO. In. LOCATION PERCENT (FT)

1 18 BELOW SEDIMENT BASIN 1 33 40

2 12 NEAR CULVERT A DISCHARGE 4 350

3 32 BELOW ACCESS ROAD SW OF THE PAD 33 97

4 24 SOUTH EAST OF PAD 8 200

5 24 SOUTH EAST/EAST OF PAD 5 340

6 32 BELOW NORTHERN CORNER OF PAD 3 500

7 12 NORTH OF NORTH EASTERN STOCKPILE 2:1 MAX 35' MAX

8 18 EAST OF PAD AND STOCKPILES 10 154

10 12 WEST OF MIDDLE STOCKPILE 2:1 MAX 35' MAX

12 12 NEAR CULVERT A DISCHARGE 22 32

13 12 TOPSOIL STOCKPILE 2:1 MAX 35' MAX

14 12 Bottom of Sediment Basin #1 33 20

15 24 NE OF RAIN GARDEN #1, ALONG PROPERTY 11 180' MAX

16 32 BELOW SOIL AMENDMENT AREA 12 320' MAX

17 12 EAST OF SOIL AMENDMENT AREA 10 140' MAX

SOURCE: Pennsylvania Erosion and Sediment Pollution Control Manual, Page 372

 E&S WORKSHEET #1
Compost Filter Sock

PROJECT NAME: ATLANTIC SUNRISE PROJECT

LOCATION: CLINTON TOWNSHIP, WYOMING COUNTY

PREPARED BY: __AJD________________________________________________________                                                                                            DATE:  ___08/2017_________________________________

CHECKED BY:__AJB_______________________________________________     DATE:  ___08/2017_________________________________


