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1 Executive Summary 

PennEast proposes to construct, install and operate the Project facilities to provide approximately 1.1 

million dekatherms per day (MMDth/d) of year-round transportation service from northern Pennsylvania 

to markets in New Jersey, eastern and south-eastern Pennsylvania and surrounding states. The Project 

is designed to provide a long-term solution to bring the lowest cost natural gas available in the country, 

produced in the Marcellus Shale region in northern Pennsylvania, to homes and businesses in New 

Jersey, Pennsylvania and surrounding states.   

The Project facilities include a 36-inch diameter, 115-mile mainline pipeline, extending from Luzerne 

County, Pennsylvania, to Mercer County, New Jersey.  The Project will extend from various receipt point 

interconnections in the eastern Marcellus region, including interconnections with Transcontinental Gas 

Pipe Line Company, LLC (Transco) and gathering systems operated by Williams Partners L.P., Energy 

Transfer Partners, L.P. (formerly Regency Energy Partners, LP), and UGI Energy Services, LLC in 

Luzerne County, Pennsylvania, to various delivery point interconnections in the heart of major north-

eastern natural gas-consuming markets, including interconnections with UGI Central Penn Gas, Inc., 

(Blue Mountain) in Carbon County, Pennsylvania, UGI Utilities, Inc. and Columbia Gas Transmission, 

LLC in Northampton County, Pennsylvania, and Elizabethtown Gas, NRG REMA, LLC, Texas Eastern 

Transmission, LP (Texas Eastern) and Algonquin Gas Transmission, LLC (Algonquin), in Hunterdon 

County, New Jersey.  The terminus of the proposed PennEast system will be located at a delivery point 

with Transco in Mercer County, New Jersey.  

This report provides an engineering analysis of the stormwater management practices for the Church 

Road Interconnects site, which is a part of the PennEast Pipeline Project.  The methods of analysis 

included use of the stormwater modelling software Hydraflow Hydrographs Extension for AutoCAD® Civil 

3D® 2019 by Autodesk, Inc., Rational Method Calculations, and the associated PADEP BMP 

worksheets.  The methods of analysis were used to demonstrate the meeting of the proposed 

requirements for the following facilities: 

• Infiltration basin 

• Infiltration trench 

• Vegetated swales 

 

The resulting data for the stormwater facilities can be found in Section 4 and in the appendices.  The 

completed model and worksheets show that the post-construction stormwater runoff does not exceed the 

pre-construction stormwater flows and that the volume requirements are met.  The report shows that the 

proposed stormwater BMPs for the Church Road Interconnects site for the PennEast pipeline will allow 

the proposed project to comply with the applicable regulatory requirements under Pennsylvania Code 

Section 102.8, and the applicable Act 167 requirements.   
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2 Introduction/Overview 

The PennEast Pipeline Project was developed in response to market demands in New Jersey and 

Pennsylvania, and interest from shippers that require transportation capacity to accommodate increased 

demand and greater reliability of natural gas in the region.  The Project will include a new pipeline and 

above ground facilities that will provide a new source of natural gas supply from the Marcellus Shale 

producing region to New Jersey and Pennsylvania.  

The Church Road Interconnects site is located in Bethlehem Township in Northampton County, PA. (See 

Figure 1 for a Location Map and Appendix I for Proposed Site Plan). The Church Road Interconnects site 

is being developed to create an interconnect station to support the proposed PennEast pipeline. The 

proposed site will include the pipeline meter and supporting equipment on a gravel pad.  Stormwater 

management facilities are proposed to meet the regulatory requirements for this type of development. 
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3 Regulatory Compliance 

Regulatory jurisdiction over stormwater runoff from the Church Road Interconnects site falls to the 

Pennsylvania Department of Environmental Protection (PADEP) code under Title 25 – Environmental 

Protection, Chapter 102 Erosion and Sediment Control, Section 102.8 – Post-Construction Stormwater 

Requirements. This Post-Construction Stormwater Management Plan fulfills part of the requirements of 

the Erosion and Sediment Control General Permit (ESCGP-3).  

The following text presents each of the requirements of PADEP Code Section 102.8, incorporating the 

requirements of Act 167 where applicable, and indicates how they will be addressed. Regulatory 

requirements are shown in bold, and compliance is shown in italics.  

3.1 Post-Construction Stormwater Management Plan General Requirements 

(b) General PCSM planning and design. The management of post construction stormwater 

shall be planned and conducted to the extent practicable in accordance with the following: 

This site is subject to the requirements of the Northampton County Act 167 Watershed Management 

Plan, which imposes stricter requirements than item (g)(2) of PADEP Code Section 102.8. Volume 

must be provided as the larger of the difference between the post-development and pre-development 

2-year runoff volume, or 1.25 inches of precipitation over the site area based on the Rational Method. 

The post-development peak runoff rate must not exceed pre-development peak runoff rate under any 

storm condition. Volume and peak flow requirements of the Act 167 Plan have been met, and the 

calculations provided in Section 4. To be consistent with other sites, infiltration of 2” runoff from 

impervious areas will be considered as well. 

(1) Preserve the integrity of stream channels and maintain and protect the physical, 

biological and chemical qualities of the receiving stream. 

One of the objectives in minimizing changes in runoff volume and rate of runoff flow is to preserve 

the integrity of stream channels and any receiving streams. There are no stream channels within 150 

feet of the site. Under existing conditions, site stormwater runoff flows overland southwest across the 

site to a roadside ditch running along Church Road. Under proposed conditions, the northeastern 

section of the site will be conveyed by an infiltration trench and by vegetated swales that discharge 

overland towards Church Road. The southwestern section of the site will be conveyed by vegetated 

swales to an infiltration basin that will discharge via an emergency spillway offsite toward Church 

Road. These proposed stormwater conveyance systems were designed to preserve existing 

drainage patterns and the integrity of the receiving watercourse. 

The project will eliminate the net change in stormwater volume, rate and quality for stormwater 

events up to and including the 2-year/24-hour storm.  The project will use various structural and non-

structural BMPs to meet the water quantity and quality requirements.  The peak runoffs will be 

attenuated with an infiltration basin and an infiltration trench.  The stormwater will be routed through 

structural and non-structural BMPs and discharged overland towards the stream which is greater 

than 150' away from the site.  Therefore, the project falls into the definition of a non-discharge 

alternative.  See Section 4 for compliance calculations and descriptions. 

(2) Prevent an increase in the rate of stormwater runoff. 

Increases in the rate of stormwater runoff are not anticipated. Stormwater management will be 

provided by an infiltration basin to attenuate peaks in post-development runoff. See Table 1. 
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(3) Minimize any increase in stormwater runoff volume. 

Increases in stormwater runoff volume up to and including the 2-year storm are not anticipated. 

Stormwater management will be provided by a subsurface infiltration basin and an infiltration trench 

to provide storage and infiltration of post-development runoff. See Table 2. 

(4) Minimize impervious areas. 

The site has been designed to minimize the area of disturbance, which minimizes impervious areas. 

Gravel is proposed in lieu of asphalt, and areas that are not graveled will be vegetated. Given the 

limited site traffic (several vehicles a week), and the fact that equipment will block vehicular access to 

parts of the site, it is anticipated that the gravel will have some infiltrative capacity, however, it has 

been considered impervious in this analysis for regulatory purposes. The extents of the pad have 

been restricted to be minimum necessary for safe, effective operation of the station. 

(5) Maximize the protection of existing drainage features and existing vegetation. 

Existing drainage features and vegetation have been preserved and protected to the greatest extent 

practicable, through minimizing the extents of the project area to the minimum to accomplish the 

project objectives. 

(6) Minimize land clearing and grading. 

The site layout has been designed to minimize the area of disturbance, which minimizes land 

clearing and grading. 

(7) Minimize soil compaction. 

The site has been designed to minimize the area of disturbance, which minimizes soil compaction. 

Heavy construction equipment will be restricted to access roads, designated laydown areas and 

localized work areas. Areas to be used for PCSM BMPs will be clearly identified during construction, 

and the contractor will be required to prevent compaction of soils in areas that are occupied or to be 

occupied by PCSM BMPs. 

(8) Utilize other structural or nonstructural BMPs that prevent or minimize changes in 

stormwater runoff. 

Gravel is proposed instead of asphalt in order to minimize any increase in the rate or volume of 

stormwater runoff from the site, and a subsurface stormwater infiltration trench and an infiltration 

basin (BMP) are utilized to minimize any remaining changes in stormwater runoff from pre-

development to post-development. 

3.1.1 Fifteen Factors of the Post-Construction Stormwater Management Plan 

(f) PCSM Plan contents. The PCSM Plan must contain drawings and a narrative consistent 

with the requirements of this chapter. The PCSM Plan shall be designed to minimize the threat to 

human health, safety and the environment to the greatest extent practicable. PCSM Plans must 

contain at a minimum the following: 

(1) The existing topographic features of the project site and the immediate surrounding area. 

The proposed Church Road Interconnects site is located in Bethlehem Township in Northampton 

County, Pennsylvania. The area of the project site is 3.484 acres. With existing slopes ranging from 

0% to 8%, the site generally drains from northeast to southwest and discharges to Nancy Run. See 

Existing Conditions figure in Appendix E for site topographic information. 
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(2)  The types, depth, slope, locations and limitations of the soils and geologic formations. 

The Church Road Interconnects site lies within the Cambrian Allentown Formation, according to the 

Pennsylvania Department of Conservation and Natural Resources (PADCNR). The Cambrian 

Allentown Formation consists of “Medium- to medium-dark-gray, thick-bedded dolomite and impure 

limestone; dark-gray chert stringers and nodules; laminated; oolitic and stromatolitic; some orange-

brown-weathering calcareous siltstone at base.” Based on the United States Geological Survey 

(USGS) mapping, there are no known faults within the vicinity of the proposed meter station site. 

Although the proposed interconnection site falls within the approximate outlines of the Allentown 

Formation, it is possible that other formations or rock types could occur in the vicinity of the proposed 

interconnects station site, due to the approximate nature of USGS maps. 

Based on the Natural Resources Conservation Service (NRCS) Web Soil Survey, the surficial 

geology within the area of interest consists heavily of the Washington silt loam. The excerpt in 

Appendix C from Table E.1 in the PADEP Erosion and Sediment Pollution Control Program Manual 

lists the limitations of Washington soil. 

The Washington silt loam is mapped as generally 22.4 percent sand, 55.1 percent silt, and 22.5 

percent clay. The Washington silt loam has 0 to 8 percent slopes and is part of the group B 

Hydrologic Soil Group. 

These limitations will be addressed through site specific testing for infiltration rates which will serve 

as the basis of design for stormwater BMPs. 

(3)  The characteristics of the project site, including the past, present and proposed land 

uses and the proposed alteration to the project site. 

Aerial images from 2019 depict the Church Road Interconnects site primarily as an open field 

possibly for agricultural activities with an existing home on the southwestern corner of the site.  There 

are no known wetlands located near the property. The proposed site location has remained a field, 

surrounded by Church Road to the west and Route 33 to the East. The runoff rate under the existing 

conditions was calculated based on this site land use.  

The project proposes to construct a metering station on approximately 1.01 acres of gravel including 

a gravel access road on the southwest side of the site, and a launcher station on approximately 

0.231 acres of gravel including a gravel access road on the northeast side of the site. The site will 

drain from northeast to southwest. A subsurface infiltration trench, an infiltration basin, and vegetated 

swales will be installed to comply with regulatory stormwater requirements.   

(4)  An identification of the net change in volume and rate of stormwater from 

preconstruction hydrology to post construction hydrology for the entire project site and each 

drainage area. 

See Section 4 of this report for details on net change in volume and rate of stormwater runoff from 

pre-construction to post-construction.  

The summary of these net changes is provided in the Tables 1 and 2. Infiltration volume is provided 

up to the 2-year storm, and peak runoff rate does not exceed preconstruction rates under the 2, 10, 

50, and 100 year/24-hour storm events. 
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Table 1: Peak Flow Summary 

Recurrence 
Interval 

(yrs) 

Existing Conditions Q 
(cfs) 

Maximum 
Allowable 
Proposed 

Peak 
Flow (cfs) 

Proposed Q       
(cfs) 

Proposed 
Less than 
Allowable? 

(Y/N) 

1 0.341 0.341 0.247 Yes 

2 0.808 0.808 0.632 Yes 

5 2.084 2.084 1.629 Yes 

10 3.512 3.512 2.703 Yes 

25 6.045 6.045 4.582 Yes 

50 8.514 8.514 6.386 Yes 

100 11.51 11.51 10.05 Yes 

 

Table 2: Volume Summary 

Recurrence 
Interval 

(yrs) 

Existing 
Volume 

 (cf) 

Proposed 
Unmitigated 
Volume from 

Model 

(cf) 

Difference 
between 

Proposed and 
Existing  

(cf) 

Proposed Basin 
& Trench 
Infiltration 
Capacity  

(cf) 

Adequate 
Infiltration 
Volume? 

 (Y/N) 

1 2,381 11,439 9,058 
9,853 + 2,027 = 

11,880 
Yes 

2 3,975 14,517 10,543 
12,413 + 2,497 = 

14,910 
Yes 

Act 167 2” Capture - - 8,930 
10,637 + 1,525 = 

12,162 
Yes 

 

(5) An identification of the location of surface waters of this Commonwealth, which may 

receive runoff within or from the project site and their classification under Chapter 93 

(relating to water quality standards). 

The site drains to Nancy Run, which in turn drains to the Lehigh River, as shown in Figure 2-1 below. 

The site is part of the Nancy Run watershed. Chapter 93.9d from the PADEP Code indicates that the 

length of Nancy Run between the source and SR 3007 Bridge is classified as “CWF, MF” and there 

are no exceptions to specific criteria. CWF (cold-water fishes) indicates the maintenance or 

propagation, or both, of fish species and additional flora and fauna which are indigenous to a cold-

water habitat. MF (migratory fishes) indicates the passage, maintenance and propagation of 

anadromous and catadromous fishes and other fishes which move to or from flowing waters to 

complete their life cycle in other waters. 
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Figure 1: USGS Map showing project site and flow path to receiving waters 
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(6) A written description of the location and type of PCSM BMPs including construction 

details for permanent stormwater BMPs including permanent stabilization specifications and 

locations. 

BMPs have been designed according to the recommendations set out in the Pennsylvania 

Stormwater BMP Manual, as follows: 

Vegetated Swales: Stormwater runoff from the southwestern side of the site will be conveyed to the 

infiltration basin via two vegetated swales running along the perimeter of the gravel pad. These 

swales drain to the infiltration basin. Two additional swales on the northeastern side of the site run 

along the perimeter of the infiltration trench and will collect stormwater runoff and discharge it offsite.  

The vegetated swales will be planted with native grasses, and the swales will attenuate runoff 

volume from gravel surfaces on the site, with some associated settling of pollutants. 

Infiltration Basin:  An infiltration basin will be constructed at the southwestern side of the site, in order 

to temporarily store and infiltrate stormwater runoff. Runoff from the gravel pad will drain to the 

vegetated swales which divert flow to the basin from the east and northeast directions. The basin 

temporarily stores and infiltrates the runoff and discharges it toward Church Road. The basin bottom 

will be level and will have a base area of 8,432 square feet and will have side slopes of 3:1. It will 

have a depth of 2 feet with an emergency spillway one quarter of a foot below the top contour. The 

basin has been designed to retain and infiltrate the volume difference between pre-construction and 

post-construction conditions for the 2-year storm. At least one foot of freeboard above the 100-year 

storm water elevation will be maintained. The outlet discharge to the roadside ditch will have a 

concrete stilling basin to dissipate energy.  

Infiltration Trench:  An infiltration trench will be constructed within the 38’ x 170’ gravel pad on the 

north-eastern side of the site, in order to temporarily store and infiltrate stormwater runoff generated 

from the gravel pad. The trench temporarily stores the runoff to attenuate peak flows. The trench 

bottom will have an approximate base area of 6,536 square feet. The trench will entirely of stone. 

The infiltration trench will be constructed on uncompacted subgrade.  

As per discussions with PA DEP areas receiving pre-treatment by passing through other BMPs such 

as vegetated swales may be factored out of the loading ratios.  In this case, a portion of the influent 

to the infiltration basin area will pass through vegetated swales which will provide pre-treatment. The 

recommended guideline in the PA BMP Manual is Impervious Loading Ratio of 5:1 and Total Loading 

Ratio of 8:1, which are achieved, see Table 3. It is also noted that the hydrologic calculations on 

Section 4 demonstrate that the basin performance requirements are met.  Very little sediment load is 

anticipated as the site sees minimal vehicular traffic and some of the flow reaching the basin 

receives pre-treatment from a vegetated swale. Properly implemented inspection and maintenance 

practices will verify the basin and trench’s performance.  
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Table 3: Loading Ratios 

Basin Name Floor 
Area  

(Acres) 

Total 
Drainage 

Area  

(Acres) 

Influent 
Impervious 

Area  

(Acres) 

Effective 

Loading 
Ratio 
Based 

on 
Influent 

Total 
Area 

Effective 
Loading 

Ratio 
Based on 
Influent 

Impervious 
Area 

BASIN 0.194 0.282 0.000 1.46 0.00 

TRENCH 0.150 0.210 0.149 1.40 1.40 

 

In addition to structural BMPs, the follow non-structural PCSM BMPs are employed on the site: 

– The site has been designed to minimize the required area for MLV Site.  The pad area and 

driveway have been minimized while still allowing for the safe and effective use of the site.  The 

use of the permanent easement has been minimized allowing for BMP 6.7.2 Landscape 

Restoration and BMP 6.7.3 Soils Amendment/Restoration in areas outside of the gravel pad area.   

See the Post-Construction Stormwater Management Plan drawing in Appendix I for location of 

infiltration basin and infiltration trench on site and construction details of infiltration basin, infiltration 

trench, and vegetated swale. 

(7) A sequence of PCSM BMP implementation or installation in relation to earth disturbance 

activities of the project site and a schedule of inspections for critical stages of PCSM BMP 

installation. 

BMP construction and inspections will be performed based on recommendations from the 

Pennsylvania Stormwater BMP Manual.  The overall sequence of BMP construction is as follows: 

1. At least seven (7) days before starting any earth disturbance activities, the owner and/or 
operator shall notify the PADEP and Northampton County Conservation District by either 
telephone or certified mail of the intent to commence earth disturbance activities. 
Attendance at a pre-construction conference is required upon request of the PADEP. 

2. At least three (3) days before starting any earth disturbance activities, all contractors 
involved in these activities shall notify the Pennsylvania One Call system at 1-800-242-1776 
to determine the location of existing underground utilities. 

3. Install rock construction entrances. 

4. Install compost filter sock downslope of any proposed disturbed/excavated area and stockpiles 
as shown on the ESC Plan.  

5. Perform clearing and grubbing to those areas described in each stage of work.  Dispose of 
excess topsoil off-site.  The Contractor is responsible for ensuring that off-site waste areas 
have an E&S plan approved by the local conservation district or PADEP prior to being 
activated. 

6. Construct diversion channels on the easterly side of the site (Swale 3 and Swale 4). 
Immediately provide temporary seeding and mulch to newly graded slopes. Install weighted 
sediment filter tubes in swales at locations shown on the E&SC plans. Construct proposed 
infiltration trench. Engineer shall inspect the infiltration trench upon installation. 

7. Perform grading activities detailed by proposed grading, notes, and details shown on the 
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plan drawings.  As per project specifications, additional temporary placement of compost 
filter sock may be necessary at the contractor's discretion should accelerated erosion be 
observed during grading activities. 

8. Construct pad and facilities according to specifications within these plan sheets including all 
stabilization measures. 

9. Construct proposed infiltration basin and both swales (Swale 1 and Swale 2) leading to the 
basin. Install weighted sediment filter tubes in swales at locations shown on the E&SC 
plans. Engineer shall inspect the basin and swale installation.  

10. Areas with minor soil compaction shall be ripped to a depth of 8”, and areas of major 
compaction shall be ripped to a depth of 20”.  No ripping shall take place in the vicinity of the 
mainline piping or other underground utilities. 

11. Place topsoil in all areas to be vegetated. If work is completed outside of the germinating 
season, then immediately provide temporary seeding and mulch to newly graded slopes. 

12. Apply permanent seed mix and mulch to disturbed areas as specified and in accordance with 
this plan. 

13. Any temporary measures (such as compost filter sock and weighted sediment filter tubes) 
installed by contractor during grading shall remain in place until final stabilization has a 
minimum uniform 70% perennial vegetative cover or other permanent non-vegetative cover 
with a density sufficient to resist accelerated surface erosion and subsurface characteristics 
sufficient to resist sliding and other movements. The Engineer shall inspect final stabilization 
prior to removal of temporary measures. 

14. Clean work area of any debris created during the construction sequence. 

Vegetated Swales: Vegetated swales will be installed will be installed as described in the overall 
sequence above.  The contractor will be required to prevent the compaction of soils in areas that are 
occupied or to be occupied by PCSM BMPs. The swales will be rough graded, then fine graded, 
seeded and vegetated added, and protective lining will be installed. The swales will be inspected 
after each rainfall between rough grading and fine grading for sediment accumulation, erosion or 
obstructions. Vegetation will be established as soon as possible to prevent erosion and scour. Once 
the tributary areas are sufficiently stabilized, temporary erosion and sediment controls will be 
removed. Immediately following site construction, the swales will be inspected to confirm that runoff 
conveyance capacity meets the design capacity. If not, they will be regraded and reseeded and any 
damaged areas will be fully restored to provide functionality. 

Infiltration Basin: The infiltration basin will be installed as described in the overall sequence above.  
Prior to construction, the area of the basin will be protected from compaction by installing orange 
safety fencing that will be used to protect the area throughout the project.  The basin will be used as 
a sedimentation trap during construction.  Clogging of the sub-surface soils will be prevented by 
grading the basin to a depth of one foot above the proposed invert. Topsoil will be seeded and 
stabilized, and the basin will be vegetated with native plantings as required. Temporary Erosion and 
Sediment Control measures will reduce the construction sediment load on the basin.  Upon final 
stabilization of the upstream areas, accumulated sediment will be removed, and the basin will be 
excavated to its final grade. If necessary, the basin bottom will be excavated to an uncompacted 
subgrade free from rocks and debris and will be backfilled with a layer of sand or gravel on the 
bottom of the basin.  The contract documents require the contractor to test and amend the soil as 
necessary to achieve the required infiltration rate.  The post-construction performance requirements 
have been listed on SWM Details.  The basin will be inspected after any major rainfall events to 
confirm that it is functioning properly. 

The infiltration basin will not be put into services until stabilization of disturbed area is complete to 
prevent sedimentation and/or damage from construction activity. Erosion and Sediment Control 
Measures will be installed as required during construction (refer to ESC Plan). 
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After completion of construction on site, the basin will be inspected after rainfall events to verify that 
runoff drains within 72 hours. The basin will also be inspected for accumulation of construction 
sediment, damage to outlet control structures, erosion control measures, signs of water 
contamination/spills, and slope stability in the berms. At this time, accumulated sediment will be 
removed from the basin if required, to restore the original cross section and infiltration capacity of the 
basin, and sediment will be properly disposed of. 

Infiltration Trench: The infiltration trench will be installed per the overall construction sequence 
above.  Prior to construction, the area of the infiltration trench will be protected from compaction by 
installing orange safety fencing that will be used to protect the area throughout the project.  The 
infiltration trench will be installed early in the project as the trench invert is approximately at existing 
grade.  As the equipment pad is brought to final grade, the infiltration facility will be buried providing 
protection from compaction.  In the event that compaction of the subgrade is unavoidable, see 
sequence 8. As the equipment pad is brought to final grade, additional stone will be added on top of 
the infiltration basin to provide protection from compaction. 

The infiltration trench will not be put into service until stabilization of disturbed areas is complete to 
prevent sedimentation and/or damage from construction activity. Erosion and Sediment Control 
Measures will be installed as required during construction (refer to ESC Plan).  

After completion of construction on site, the trench will be inspected after rainfall events (> 1-inch 
rainfall depth) to verify that runoff drains within 72 hours. The trench will also be inspected for 
accumulation of construction sediment, erosion control measures and signs of water 
contamination/spills. At this time, accumulated sediment will be removed from the trench if required. 

(8) Supporting calculations. 

See Appendix B for supporting calculations for hydraulic analysis and BMP design. 

(9) Plan drawings. 

See Post-Construction Stormwater Management Plan drawing in Appendix I. 

(10)  A long-term operation and maintenance schedule, which provides for inspection of PCSM 

BMPs, including the repair, replacement, or other routine maintenance of the PCSM BMPs to 

ensure proper function and operation. The program must provide for completion of a written 

report documenting each inspection and all BMP repair and maintenance activities and how 

access to the PCSM BMPs will be provided. 

A maintenance program that provides for routine inspection, as well as repair and replacement as 

necessary, is essential to effective and efficient operation of the proposed stormwater BMPs. 

Implementation of the following maintenance plan is a key component in achieving the intent of this 

PCSM Plan and minimizing negative impacts of stormwater runoff from the proposed facilities. The 

permittee and any co-permittees shall be responsible for long-term operation and maintenance of the 

stormwater BMPs unless a different person is identified in the Notice of Termination and has agreed 

to long-term operation and maintenance of the stormwater BMPs. A formal long-term operation and 

maintenance plan will be provided in subsequent stages of the undertaking, outlining additional 

details of maintenance schedules, procedures and reporting requirements. 

PennEast will be responsible for the proper construction, stabilization, and maintenance of erosion 

and sediment controls and post-construction stormwater management facilities which include the 

vegetated areas. Vegetated areas will be inspected for erosion, distressed vegetation and bare 

ground. General maintenance will include the regular removal of debris and litter to help prevent 

possible damage to vegetated areas. Growth of woody vegetation will be controlled by mowing 

(approximately two times per year) and clearing as appropriate. 
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Swales: 

Maintenance activities to be performed annually and within 48 hours after every major storm event  

(> 1-inch rainfall depth). 

– Inspect and correct erosion problems, damage to vegetation, and sediment and debris 

accumulation (address when > 3 inches at any spot or covering vegetation). 

– Inspect vegetation on side slopes for erosion and formation of rills or gullies, correct as needed. 

– Inspect for pools of standing water; dewater and discharge to an approved location and restore 

to design grade.  

– Mow and trim vegetation to provide safety, aesthetics, proper swale operation, or to suppress 

weeds and invasive vegetation; dispose of cuttings in a local composting facility; mow only 

when swale is dry to avoid rutting.  

– Inspect for litter; remove prior to mowing.  

– Inspect for uniformity in cross-section and longitudinal slope, correct as needed. 

– Inspect swale inlet (curb cuts, pipes, etc.) and outlet for signs of erosion or blockage, correct as 

needed.  

Maintenance activities to be performed as needed:  

– Plant alternative grass species: Standard Upland ROW, Residential, Clover/Food Plot with 

ROW as listed in the E&S site restoration plans in the event of unsuccessful establishment 

– Reseed bare areas; install appropriate erosion control measures when native soil is exposed, or 

erosion channels are forming. 

– Rototill and replant swale if draw down time is more than 48 hours. 

– Inspect and correct check dams when signs of altered water flow (channelization, obstructions, 

erosion, etc.) are identified. 

– Water during dry periods, fertilize, and apply pesticide only when absolutely necessary.  

Maintenance under winter conditions: 

– Inspect swale immediately after the spring melt, remove residuals (e.g. sand) and replace 

damaged vegetation without disturbing remaining vegetation. 

– If roadside or parking lot runoff is directed to the swale, mulching and/or soil 

aeration/manipulation may be required in the spring to restore soil structure and moisture 

capacity and to reduce the impacts of de-icing agents. 

– Use nontoxic, organic de-icing agents, applied either as blended, magnesium chloride-based 

liquid products or as pre-treated salt.  

– Use salt-tolerant vegetation in swales. 

Infiltration basin: 

– Inlets will be inspected and cleaned at least two times per year and after runoff events (>1-inch 

rainfall depth. 

– Vehicles will not be parked or driven on the basin, and excessive compaction by mowers will be 

avoided. 

– The basin will be inspected after runoff events to make sure that runoff drains down within 72 

hours. The basin will also be inspected for accumulation of sediment, damage to outlet control 

structures, erosion control measures, and signs of water contamination/spills.  

– Inspect for litter. 
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Infiltration trench: 

– The trench will be inspected after runoff events event (> 1-inch rainfall depth) to make sure that 

runoff drains down within 72 hours. The trench will also be inspected for accumulation of 

sediment, damage to outlet control structures, erosion control measures, and signs of water 

contamination/spills. Accumulated sediment will be removed from the trench as required, and 

sediment will be properly disposed of.  Sediment to be removed by flooding infiltration to allow 

for particles to float to the top of the system. 

The trench will be inspected and cleaned at least two times per year and after runoff events (> 

1-inch rainfall depth). 

(11) Procedures which ensure that the proper measures for recycling or disposal of materials 

associated with or from the PCSM BMPs are in accordance with Department laws, regulations 

and requirements. 

The responsible party (construction contractor) for earth disturbance activities must confirm that 

proper mechanisms are in place to control waste materials. Construction wastes include, but are not 

limited to, excess soil materials, damaged netting or matting, sanitary wastes, and general trash that 

could adversely affect or impact water quality. Measures for housekeeping of the site, materials 

management, and litter control should be planned and implemented throughout the life of the 

project.  Wherever possible, recycling of excess materials is preferred, rather than disposal. 

The contractor/operator will remove, recycle or dispose from the site excess construction materials 

and wastes in accordance with PADEP’s Solid Waste Management Regulations at 25 PA. Code 

260.1 et seq., 271.1 et seq. The contractor/operator will not illegally bury, dump, or discharge any 

building material or wastes at the site. 

Sediment removed from erosion control measures or facilities and other soils deemed unsuitable for 

use as fill shall be stabilized and disposed of offsite at a licensed disposal facility. Offsite disposal 

must comply with local, county, state and federal rules, regulations, and laws. 

(12)  An identification of naturally occurring geologic formations or soil conditions that may 

have the potential to cause pollution after earth disturbance activities are completed and 

PCSM BMPs are operational and development of a management plan to avoid or minimize 

potential pollution and its impacts. 

Based on NRCS Web Soil Survey, the soil reaction of acidity or alkalinity (pH levels) for the site soil 

is approximately 6.5. Upon review of PADCNR’s “Geologic Units Containing Potentially Significant 

Acid-Producing Sulfide Minerals” map, this project site does not lie in a known region containing 

acid-producing soils. 

(13)  An identification of potential thermal impacts from post construction stormwater to 

surface waters of this Commonwealth including BMPs to avoid, minimize or mitigate potential 

pollution from thermal impacts. 

Infiltration of runoff collected in the basin and trench will mitigate thermal impacts from post-

construction stormwater. Since the infiltration trench is subsurface it will further mitigate thermal 

impacts. It is not expected that runoff collected in the basin and discharged overland to the receiving 

water will be retained in the basin for more than 24 hours, thus providing additional mitigation of 

potential thermal impacts of discharge from the basin. Existing shade trees are being preserved to 

the greatest extent possible, and excessive riprapping and concrete channels are being avoided, to 

minimize the transfer of heat to the runoff.    
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(14) A riparian forest buffer management plan when required under § 102.14 (relating to 

riparian buffer requirements). 

The project is not located within 150 feet of a perennial or intermittent river, stream, or creak, or lake, 

pond, or reservoir. The project is not located within a watershed of an Exceptional Value or High 

Quality. The project will eliminate the net change in stormwater volume, rate and quality for 

stormwater events up to and including the 2-year/24-hour storm. The project will use various 

structural and non-structural BMPs to meet the water quantity and quality requirements. The peak 

runoffs will be attenuated with an infiltration basin and an infiltration trench. The stormwater will be 

routed through structural and non-structural BMPs and discharged overland towards the stream 

which is greater than 150' away from the site. The project falls into the definition of a non-discharge 

alternative. See Section 4 for compliance calculations and descriptions. Therefore, a riparian forest 

buffer management plan is not required. 

(15) Additional information requested by the Department. 

Additional information requested by the Department will be provided. 

3.1.2 Post Construction Stormwater Management Plan Stormwater Analysis  

This section addresses the portion of the regulations pertaining to the site-specific stormwater analysis. 

(g) PCSM Plan stormwater analysis. Except for regulated activities that require site restoration or 

reclamation, and small earth disturbance activities identified in subsection (n), PCSM Plans 

for proposed activities requiring a permit under this chapter require the following additional 

information:  

(1) Predevelopment site characterization and assessment of soil and geology including 

appropriate infiltration and geotechnical studies that identify location and depths of test sites 

and methods used. 

A subsurface investigation consisting of two excavated test pits, TP-1 and TP-2, were conducted on 

January 31, 2020. Infiltration testing using double-ring infiltrometers was performed within each test 

pit. 

The test pit elevations are summarized in Table 4: 

Table 4: Test Pit Summary 

 

 

 

 

 

 

 

Test Pit TP-1 was excavated 4 feet below existing grade on January 31, 2020. Infiltration testing was 

performed at this location. No restrictive zones or bedrock were encountered within 2.0 feet of testing 

depth. Two tests were performed at this location. 

Test Pit 
No. 

Existing 
Grade 

Elevation 
(feet) 

Proposed 
BMP Invert 

(feet) 

Infiltration 
Test 

Elevation 
(feet) 

Excavation 
Depth 

Elevation 
(feet) 

Depth to High Groundwater 

(feet) 

TP-1 403.10 NA 399.10 399.10 
No evidence of high 

groundwater observed 

TP-2 401.70 NA 397.70 397.70 
No evidence of high 

groundwater observed 
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Test Pit TP-2 was excavated 4 feet below existing grade on January 31, 2020. Infiltration testing was 

performed at this location. No restrictive zones or bedrock were encountered within 2.0 feet of testing 

depth. Two tests were performed at this location. 

The boring location plan and proposed test pit location plan can be found on the site plan in Appendix I, 

drawing number 024B-03-06-001. 

The results of the infiltration tests are summarized as follows: 

Table 5: Infiltration Testing Summary 

Test Pit Test #1 Test #2 Final Rate 
Used 

TP-1 0.24 0.24 0.24 

TP-2 6 2.5 4.25 

Observed Overall Rate Trench (TP-1) 0.24 inch/hr2 

Design Rate (Factor of Safety of 2) 0.12 inch/hr2 

Observed Overall Rate Basin (TP-2) 4.25 inch/hr2 

Design Rate (Factor of Safety of 2) 2.13 inch/hr2 

 

(2) Analysis demonstrating that the PCSM BMPs will meet the volume reduction and water 

quality requirements specified in an applicable Department approved and current Act 167 

stormwater management watershed plan; or manage the net change for storms up to and 

including the 2-year/24-hour storm event when compared to preconstruction runoff volume 

and water quality. The analysis for the 2-year/24-hour storm event shall be conducted using 

the following minimum criteria: 

The project site is located in Northampton County, in the Nancy Run watershed. The Lehigh Valley 

Planning Commission produced an Act 167 Stormwater Management Plan which includes the Nancy 

Run watershed, which states that:  

“The Water Quality Volume (WQv) to be captured and treated will be the larger of the  

following:  

WQv = c x P x A / 12 

Where WQv = water quality volume in acre-feet  

c = Rational Method post-development runoff coefficient for the 2-year storm  

P = 1.25 inches  

A = Area in acres of proposed Regulated Activity  

OR 

WQv = Post-development 2-yr. runoff volume minus Pre-development 2-yr. runoff volume  

 EXCEPT that in no case shall the WQv exceed  

WQv = 1.25 inches x site area in acres / 12” 

See Section 4 of this report for details on the pre-development and post-development runoff volume 

calculations, detailed calculations are provided in Appendix B.  
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i. Existing predevelopment nonforested pervious areas must be considered meadow in 

good condition or its equivalent except for repair, reconstruction or restoration of 

roadways or rail lines, or construction, repair, reconstruction or restoration of utility 

infrastructure when the site will be returned to existing condition. 

The existing pre-development site is grass. For the purposes of hydraulic calculations, grass was 

assumed to be meadow.  

ii. When the existing project site contains impervious area, 20% of the existing 

impervious area to be disturbed must be considered meadow in good condition or 

better, except for repair, reconstruction or restoration of roadways or rail lines, or 

construction, repair, reconstruction, or restoration of utility infrastructure when the 

site will be returned to existing condition. 

Not applicable. The existing pre-development site is grass. 

iii. When the existing site contains impervious area and the existing site conditions have 

public health, safety or environmental limitations, the applicant may demonstrate to 

the Department that it is not practicable to satisfy the requirement in subparagraph 

(ii), but the stormwater volume reduction and water quality treatment will be 

maximized to the extent practicable to maintain and protect existing water quality and 

existing and designated uses. 

Not applicable. The stormwater volume reduction and water quality treatment requirements are 

achieved. 

iv. Approaches other than that required under paragraph (2) may be proposed by the 

applicant when the applicant demonstrates to the Department that the alternative will 

either be more protective than required under paragraph (2) or will maintain and 

protect existing water quality and existing and designated uses by maintaining the 

site hydrology, water quality, and erosive impacts of the conditions prior to initiation 

of any earth disturbance activities. 

Not applicable. 

(3) Analysis demonstrating that the PCSM BMPs will meet the rate requirements specified in 

an applicable Department approved and current Act 167 stormwater management watershed 

plan; or manage the net change in peak rate for the 2-, 10-, 50-, and 100-year/24-hour storm 

events in a manner not to exceed preconstruction rates. 

The project site is located in Northampton County, in the Nancy Run watershed. The Lehigh Valley 

Planning Commission produced an Act 167 Stormwater Management Plan which includes the Nancy 

Run watershed, which states that:  

“The basic goal is no increase in the peak rate of runoff at any point in the watershed...If, through 

the use of infiltration or other means, an applicant can demonstrate that neither the peak rate nor 

the volume of runoff are increasing with development, additional controls to meet the release 

rates are not required.”  

Based on this, the post-development peak runoff rate and volume must not exceed pre-development 

peak runoff rate and volume under for any design storm event.  

The majority of Church Road Interconnects site falls to Area 1 on Release Rate Map 3 that has a 

release rate of 30% for the 2-Year and 100% rate for 10-,25-,100-Year events. There will be no peak 

discharge or volume increase for 2-Year event and no peak discharge increase for 10-,25-,100-Year 
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events. In accordance with Chapter 3 Act 167 Lehigh Valley Stormwater Management plan, the 

water quantity controls are met, and the release rates are not required. 

The peak runoff rate requirements are achieved, summarized in the table below. See Section 4 of 

this report for details on the pre-development and post-development peak runoff rate calculations. 

i. Hydrologic computations or a routing analysis are required to demonstrate that this 

requirement has been met. 

See Section 4 of this report for details on hydrologic computations that demonstrate that runoff rate 

requirements have been met. 

ii. Exempt from this requirement are Department- approved direct discharges to tidal 

areas or Department-approved no detention areas. 

Not applicable. Project site does not discharge to tidal areas or no-detention areas. 

iii. Approaches other than that required under paragraph (3) may be proposed by the 

applicant when the applicant demonstrates to the Department that the alternative will 

either be more protective than required under paragraph (3) or will maintain and 

protect existing water quality and existing and designated uses by maintaining the 

preconstruction site hydrologic impact. 

Not applicable. The requirements of paragraph (3) have been met. 

(4) Identification of the methodologies for calculating the total runoff volume and peak rate of 

runoff and provide supporting documentation and calculations. 

See Section 4 of this report for details on the pre-development and post-development peak runoff 

rate and total runoff volume calculation methodology, which was completed using TR-55 

methodology implemented by Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2019. See 

Appendix B for calculation documentation.    

(5) Identification of construction techniques or special considerations to address soil and 

geologic limitations. 

Methods to address potential soil limitations have been provided on the PCSM plans. 
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(h) PCSM implementation for special protection waters. To satisfy the antidegradation 

implementation requirements in § 93.4c(b) (relating to implementation of antidegradation 

requirements), an earth disturbance activity that requires a permit under this chapter and for 

which any receiving water that is classified as High Quality or Exceptional Value under 

Chapter 93, the person proposing the activity shall, in the permit application, do the 

following: 

(1) Evaluate and include nondischarge alternatives in the PCSM Plan unless a person 

demonstrates that nondischarge alternatives do not exist for the project. 

(2) If the person makes the demonstration in paragraph (1) that nondischarge alternatives do 

not exist for the project, the PCSM Plan must include ABACT, except as provided in 

§  93.4c(b)(1)(iii). 

(3) For purposes of this chapter, nondischarge alternatives and ABACT and their design 

standards are listed in the Pennsylvania Stormwater Best Management Practices Manual 

Commonwealth of Pennsylvania, Department of Environmental Protection, No. 363-0300-002 

(December 2006), as amended and updated. 

The project will eliminate the net change in stormwater volume, rate and quality for stormwater events up 

to and including the 2-year/24-hour storm. The project will use various structural and non-structural 

BMPs to meet the water quantity and quality requirements.  Attenuated peak flows from the basin and 

trench are routed towards Church Road. The flow will be discharged via riprap apron for downstream 

drainage feature protection as shown in the Off-site Stormwater Discharge Plan (see Appendix J). The 

point of discharge from the site has been designed to be stable so as not to impact offsite areas. 

Therefore, the project falls into the definition of a nondischarge alternative. See Section 4 for compliance 

calculations and description. 
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4 Hydrologic and Hydraulic Analysis 

This Section outlines the hydrologic calculations that were performed in order to design the stormwater 

BMPs for the Church Road Interconnects site, and to confirm that requirements for stormwater runoff 

volume and peak rate would be met.  

4.1 Existing Conditions 

The total drainage area to the point of analysis including site and offsite areas is 3.484 acres of grassed 

land and impervious areas adjacent to Church Road, of which 2.469 acres are the project site itself.  In 

general, the ground slopes to the southwest.  A large area north of the site drains through the site.  The 

onsite soils were identified using the USDA’s Web Soil Survey.  The project site consists of primarily 

Washington silt loam, which is Hydrologic Soil Group B (see Appendix C for a breakdown of existing 

condition soils type and curve numbers).  Existing condition curve numbers were assigned as per Table 

2-2a from USDA’s TR-55 “Urban Hydrology for Small Watersheds” (see Appendix B).  The time of 

concentration was calculated using TR-55 methodology, and the routing is shown in the Existing 

Conditions figure in the Appendix E. For area with times of concentration less than 5 minutes, a minimum 

time of concentration of 5 minutes was used. 

Under existing conditions, the land use breakdown is given in Table 6 below. The drainage area 

boundaries are shown in the Existing Conditions figure in Appendix D. 

Table 6: Existing Conditions Land Use 

DA Cover Soils HSG Area          
(sq ft) 

Area 
(acres) 

CN CN*Area Weighted 
CN 

SITE 

EX-SITE-SWALE-1 MEAD WaA B 40,765 0.936 58 54.28 58 

EX-SITE-SWALE-1 80% IMPERVIOUS WaA B 4,256 0.098 98 9.58 98 

EX-SITE-SWALE-1 20% MEADOW WaA B 1,064 0.024 58 1.42 58 

EX-SITE-SWALE-2 MEAD WaA B 5,000 0.115 58 6.66 58 

EX-SITE-SWALE-2 80% IMPERVIOUS WaA B 360 0.008 98 0.81 98 

EX-SITE-SWALE-2 20% MEADOW WaA B 90 0.002 58 0.12 99 

EX-SITE-BASIN MEAD WaA B 12,275 0.282 58 16.34 58 

EX-SITE-SWALE-3 MEAD WaA B 3,135 0.072 58 4.17 58 

EX-SITE-SWALE-3 MEAD WaB B 1,585 0.036 58 2.11 58 

EX-SITE-SWALE-4 MEAD WaA B 3,820 0.088 58 5.09 58 

EX-SITE-SWALE-4 MEAD WaB B 5,445 0.125 58 7.25 58 

EX-SITE-TRENCH MEAD WaA B 9,150 0.210 58 12.18 58 

EX-SITE-BYPASS MEAD WaA B 20,385 0.468 58 27.14 58 

EX-SITE-BYPASS 80% IMPERVIOUS WaA B 188 0.004 98 0.42 98 

EX-SITE-BYPASS 20% MEADOW WaA B 47 0.001 58 0.06 58 

         

 Total     107,565   2.469   147.63  59.8  

OFFSITE 

EX-OFFSITE-BYPASS-
SWALE-1 

MEAD WaB B 26,790 0.615 58 35.67 58 

EX-OFFSITE-BYPASS-
SWALE-2 

MEAD WaA B 1,820 0.042 58 2.42 58 
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DA Cover Soils HSG Area          
(sq ft) 

Area 
(acres) 

CN CN*Area Weighted 
CN 

EX-OFFSITE-BYPASS-
SWALE-2 

MEAD WaB B 15,585 0.358 58 20.75 58 

 Total     44,195   1.015   58.85  58.0  

Grand Total     151,760   3.484    206.48   59.3  

As per the requirements of Northampton County Act 167 Plan, grass was assumed to have the 

hydrologic characteristics of meadow, thus the CN number for meadow was used for grassed area that 

would be disturbed.  

Precipitation data was obtained from NOAA Atlas 14 the rainfall data is summarized in Table 9; these 

rainfall depths were applied to the model as a NRCS Type II rainfall. 

Table 7: 24-Hour Design Rainfall Depths 

Recurrence 
Interval 

 (years) 

Rainfall (inches) 

1 2.63 

2 3.16 

5 3.96 

10 4.62 

25 5.59 

50 6.42 

100 7.33 

 

4.2 Proposed Conditions  

To be conservative, gravel (compacted crushed stone) is considered to be impervious thus it has been 

modelled as such in the hydraulic calculations. For design purposes, it was assumed that the entire 

equipment pad was compacted. An infiltration basin and an infiltration trench were designed to meet the 

regulatory stormwater requirements.  Flow from the site will be directed to the infiltration basin via 

vegetated swales and the infiltration trench will collect runoff from the gravel pad above it. The outflow 

from the basin and trench will be discharged toward Church Road.  

Under proposed conditions, the land use breakdown is given in Table 8 below. The drainage area 

boundaries are shown in the Proposed Conditions figure in Appendix F. 

Table 8: Proposed Condition Land Use 

DA Cover Soils HSG Area          
(sq ft) 

Area 
(acres) 

CN CN*Area Weighted 
CN 

SITE 

PR-SITE-SWALE-1 GRAVEL WaA B 41,890 0.962 98 94.24 98 

PR-SITE-SWALE-1 MEAD WaA B 4,195 0.096 58 5.59 58 

PR-SITE-SWALE-2 GRAVEL WaA B 805 0.018 98 1.81 98 

PR-SITE-SWALE-2 MEAD WaA B 4,645 0.107 58 6.18 58 

PR-SITE-SWALE-3 MEAD WaA B 3,135 0.072 58 4.17 58 

PR-SITE-SWALE-3 MEAD WaB B 1,585 0.036 58 2.11 58 

PR-SITE-SWALE-4 MEAD WaA B 3,820 0.088 58 5.09 58 



21 | Mott MacDonald | Post Construction Stormwater Management Report 
 

353754-MM-EN-CO-013 | February, 2020 
 
 

DA Cover Soils HSG Area          
(sq ft) 

Area 
(acres) 

CN CN*Area Weighted 
CN 

PR-SITE-SWALE-4 MEAD WaB B 5,445 0.125 58 7.25 58 

PR-SITE-BASIN MEAD WaA B 12,275 0.282 58 16.34 58 

PR-SITE-TRENCH GRAVEL PAD WaA B 6,560 0.151 98 14.76 98 

PR-SITE-TRENCH GRAVEL ROAD WaA B 2,590 0.059 98 5.83 98 

PR-SITE-BYPASS GRAVEL WaA B 1,610 0.037 98 3.62 98 

PR-SITE-BYPASS MEAD WaA B 19,010 0.436 58 25.31 58 

Total     107,565   2.469   192.31  77.9  

OFFSITE 

PR-OFFSITE-BYPASS 
SWALE-1 

MEAD WaA B  26,790  0.615 58 35.67 58 

PR-OFFSITE-BYPASS 
SWALE-2 

MEAD WaA B  1,910  0.044 58 2.54 58 

PR-OFFSITE-BYPASS 
SWALE-2 

MEAD WaB B  15,495  0.356 58 20.63 58 

Total     44,195   1.015   58.85  58.0  

Grand Total     151,760   3.484    251.15   72.1  

 

4.3 Model Development   

A model was developed in the Hydraflow Hydrographs extension for AutoCAD Civil 3D 2019 to simulate 

existing and proposed flow. This model was used to determine the existing and proposed runoff volumes 

and peak runoff rates.  The basin’s emergency spillway will be constructed an elevation of 399.75 and is 

designed to drain completely in 72 hours at a design infiltration rate of 2.13 inches/hour, based on the 

observed rate of 4.25 in/hr with a factor of safety of 2 applied. The infiltration trench is designed to drain 

completely in 72 hours at a design infiltration rate of 0.12 inches/hour, based on the observed rate of 

0.24 in/hr with a factor of safety of 2 applied. The proposed flows were routed through the basin and the 

trench and the attenuated flow rates calculated.  Model inputs and model summary and output reports 

can be found in Appendix H. 

4.4 Stormwater Management Rules Compliance 

The project meets the requirements under the PADEP code for Post-Construction Stormwater 

Management (PCSM) Section 102.8 as well as requirements for runoff volume and peak rate listed in the 

Act 167 Stormwater Management Plan which includes the Nancy Run watershed which was produced by 

the Lehigh Valley Planning Commission. 

4.4.1 Volume Control 

An infiltration basin and an infiltration trench are utilized to provide storage and infiltration to prevent any 

increases in stormwater runoff volume, up to and including the 2-year/24-hour storm event using the 

prescribed land use characteristics; thus it meets the PADEP requirements.  

The project is subject to two volume controls, the first is the Design Storm Method that requires for 

storms up to the 2-year storm there be no increase in runoff volume as a result of this project.  The 

second is to remove 1.25” of runoff from new impervious areas, including compacted crushed stone. The 

larger of the two was used.  Because there is no other mechanism such as irrigation or rainwater 

harvesting, for releasing the required retention volume, infiltration will be employed to remove the 

required runoff volume.   

This was accomplished by providing more than the required volume below the basin’s emergency 

spillway, as shown in Table 9. 
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The emergency spillway in the infiltration basin was placed 0.25 feet below the top of basin, providing the 

required infiltration volume (See Appendix B). As such, regulatory volume control requirements are met. 

The required volume was achieved as follows: 

Table 9: Volume Summary with Basin and Trench 

Recurrence 
Interval 

(yrs) 

Existing 
Volume 

 (cf) 

Proposed 
Unmitigated 
Volume from 

Model 

(cf) 

Difference 
between 

Proposed 
and Existing  

(cf) 

Proposed Basin 
+ Trench 

Infiltration 
Capacity  

(cf) 

Adequate 
Infiltration 
Volume? 

 (Y/N) 

1 2,381 11,439 9,058 
9,853 + 2,027 = 

11,880 
Yes 

2 3,975 14,517 10,543 
12,413 + 2,497 = 

14,910 
Yes 

Act 167 2” Capture - - 8,930 
10,637 + 1,525 = 

12,162 
Yes 

Table 10: Basin Drain Time 

SMP Infiltration Depth  

(ft) 

Design 
Infiltration Rate  

(in/hr) 

Drain Time  

(hrs) 

Allowable Drain 
Time  

(hrs) 

Drain Time less 
than allowable 

BASIN 2.75 2.13 31.47 72 Yes 

TRENCH 1.50 0.12 66.40 72 Yes 

4.4.2 Peak Flow Control 

A stormwater basin and infiltration trench are utilized to provide storage attenuation to prevent any 

increases in the rate of stormwater runoff, thus it meets the PADEP requirements. The model indicates 

that the basin will result in a peak runoff rate under the 2, 10, 50, and 100 year/24-hour storm events that 

does not exceed preconstruction rates. The attenuated flows are summarized in Table 11. 

Table 11: Peak Flows Summary 

Recurrence 
Interval (yrs) 

Existing 
Conditions Q 

(cfs) 

Maximum 
Allowable 

Proposed Peak 
Flow (cfs) 

Proposed Q       
(cfs) 

Proposed Less 
than 

Allowable? 
(Y/N) 

1 0.341 0.341 0.247 Yes 

2 0.808 0.808 0.632 Yes 

5 2.084 2.084 1.629 Yes 

10 3.512 3.512 2.703 Yes 

25 6.045 6.045 4.582 Yes 

50 8.514 8.514 6.386 Yes 

100 11.51 11.51 10.05 Yes 

4.4.3 Water Quality 

The soil classifications were obtained from the USDA Web Soil Survey to estimate if there would be 

adequate infiltration. The required water quality requirements were met through basin infiltration of a 

minimum of 0.5” of runoff from the net impervious area, equivalent to 1,778 cf (42,695 sq ft x 0.5” = 1,778 

cf). This was accomplished by providing is more than the minimum required volume below the low outlet 
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of the basin’s outlet control structure. Compliance with water quality requirements is demonstrated using 

BMP worksheets 10 in Appendix C. 

BMPs utilized to comply with water quality requirements include the following: 

• 6.4.8 Vegetated Swale. Vegetated swale will be constructed along the southern portion of gravel 

pad to convey the flow to the subsurface infiltration basins 

• 6.7.2 Landscape Restoration. The disturbed area outside the proposed gravel pad and access 

drive will be replanted with native vegetation 

• 6.7.3 Soils Amendment / Restoration. The characteristic soil affected by compaction will be 

restored by ripping and addition of amendments such as compost or other material.  

 

4.4.4 Swale Design 

The swales were designed based on the requirements set out in the PADEP Erosion and Sediment 

Pollution Control Manual. Riprap for the emergency overflow was selected based on maximum velocities 

under the 100-year storm. Sizing calculations are provided in Appendix B. 

Swale capacities were sized based on output flows from the model, as well as Rational Method 

Calculations and the Manning’s equation was used to select the appropriate size for each location. Sizing 

calculations are provided in Appendix B.  
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5 Offsite Discharge Analysis 

Attenuated peak flows from the basin and trench are routed offsite toward Church Road. The flow will be 

discharged via riprap apron for downstream drainage feature protection as shown in the Off-site 

Stormwater Discharge Plan (see Appendix J). The point of discharge from the site has been designed to 

be stable so as not to impact offsite areas, see calculations in Appendix B. Therefore, the project falls 

into definition of nondischarge alternative. The nondischarge alternative is defined in §102.1 as 

environmentally sound and cost-effective BMPs that individually or collectively eliminate the net change 

in stormwater volume, rate and quality for storm events up to and including the 2-year/24-hour storm 

when compared to the stormwater rate, volume and quality prior to the earth disturbance activities to 

maintain and protect the existing quality of the receiving surface waters of this Commonwealth. 

The Church Road Interconnects site discharges indirectly to Nancy Run and does not have any 

additional offsite discharge points. As such, no downstream properties are affected by the proposed work 

and there is no downstream erosion. Proper construction and maintenance requirements are in place to 

support continued performance of BMPs. The overall peak flow and runoff volume has been reduced 

while maintaining the overall existing drainage patterns, thus fulfilling PADEP off-site discharge 

requirements. 
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6 Conclusion 

As demonstrated in the sections above, the design of the proposed stormwater BMPs for the Church 

Road Interconnects site for the PennEast pipeline allow the proposed project to comply with the 

applicable regulatory requirements under PADEP Code Section 102.8 and the applicable Act 167 

requirements.
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Appendices 
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A. Rainfall Data 

 



https://www.commerce.gov/
http://www.noaa.gov/
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B. Calculation Sheet 



PROJECT: Penneast

ID DA Cover Soils HSG Area
Area 

(Acres)
CN CN*A Weighted CN

EX-SITE-SWALE-1

EX-SITE-SWALE-1 MEAD WaA B 40,765           0.936 58 54.28 58.0

EX-SITE-SWALE-1 80% IMPERVIOUS WaA B 4,256             0.098 98 9.58 98.0

EX-SITE-SWALE-1 20% MEADOW WaA B 1,064             0.024 58 1.42 58.0

EX-SITE-SWALE-1 TOTAL 46,085           1.058 65.27 61.7

EX-SITE-SWALE-2

EX-SITE-SWALE-2 MEAD WaA B 5,000             0.115 58 6.66 58.0

EX-SITE-SWALE-2 80% IMPERVIOUS WaA B 360                0.008 98 0.81 98.0

EX-SITE-SWALE-2 20% MEADOW WaA B 90                 0.002 58 0.12 99.0

EX-SITE-SWALE-2 TOTAL 5,450             0.125 7.59 60.6

EX-SITE-SWALE-3

EX-SITE-SWALE-3 MEAD WaA B 3,135             0.072 58 4.17 58.0

EX-SITE-SWALE-3 MEAD WaB B 1,585             0.036 58 2.11 58.0

EX-SITE-SWALE-3 TOTAL 4,720             0.108 6.28 58.0

EX-SITE-SWALE-4

EX-SITE-SWALE-4 MEAD WaA B 3,820             0.088 58 5.09 58.0

EX-SITE-SWALE-4 MEAD WaB B 5,445             0.125 58 7.25 58.0

EX-SITE-SWALE-4 TOTAL 9,265             0.213 12.34 58.0

EX-SITE-BASIN

EX-SITE-BASIN MEAD WaA B 12,275           0.282 58 16.34 58.0

EX-SITE-BASIN TOTAL 12,275           0.282 16.34 58.0

EX-SITE-TRENCH

EX-SITE-TRENCH MEAD WaA B 9,150             0.210 58 12.18 58.0

EX-SITE-TRENCH TOTAL 9,150             0.210 12.18 58.0

EX-SITE-BYPASS

EX-SITE-BYPASS MEAD WaA B 20,385           0.468 58 27.14 58.0

EX-SITE-BYPASS 80% IMPERVIOUS WaA B 188                0.004 98 0.42 98.0

EX-SITE-BYPASS 20% MEADOW WaA B 47                 0.001 58 0.06 58.0

EX-SITE-BYPASS-2 TOTAL 20,620           0.473 27.57 58.2

EX-OFFSITE-BYPASS SWALE-1

EX-OFFSITE-BYPASS-SWALE-1 MEAD WaB B 26,790           0.615 58 35.67 58.0

EX-OFFSITE-BYPASS SWALE-1 TOTAL 26,790           0.615 35.67 58.0

EX-OFFSITE-BYPASS SWALE-2

EX-OFFSITE-BYPASS-SWALE-2 MEAD WaA B 1,820             0.042 58 2.42 58.0

EX-OFFSITE-BYPASS-SWALE-2 MEAD WaB B 15,585           0.358 58 20.75 58.0

EX-OFFSITE-BYPASS SWALE-2 TOTAL 17,405           0.400 23.17 58.0

Grand Total 151,760         3.484 206.417 59.2

PENNEAST-CHURCH ROAD INTERCONNECT

EXISTING CONDITIONS CURVE NUMBER CALCULATIONS



PROJECT: Penneast

ID DA Cover Soils HSG Area
Area 

(Acres)
CN CN*A Weighted CN

PR-SITE-SWALE-1

PR-SITE-SWALE-1 GRAVEL WaA B 41,890           0.962 98 94.24 98.0

PR-SITE-SWALE-1 MEAD WaA B 4,195             0.096 58 5.59 58.0

PR-SITE-SWALE-1 TOTAL 46,085           1.058 99.83 94.4

PR-SITE-SWALE-2

PR-SITE-SWALE-2 GRAVEL WaA B 805                0.018 98 1.81 98.0

PR-SITE-SWALE-2 MEAD WaA B 4,645             0.107 58 6.18 58.0

PR-SITE-SWALE-2 TOTAL 5,450             0.125 8.00 63.9

PR-SITE-SWALE-3

PR-SITE-SWALE-3 MEAD WaA B 3,135             0.072 58 4.17 58.0

PR-SITE-SWALE-3 MEAD WaB B 1,585             0.036 58 2.11 58.0

PR-SITE-SWALE-3 TOTAL 4,720             0.108 6.28 58.0

PR-SITE-SWALE-4

PR-SITE-SWALE-4 MEAD WaA B 3,820             0.088 58 5.09 58.0

PR-SITE-SWALE-4 MEAD WaB B 5,445             0.125 58 7.25 58.0

PR-SITE-SWALE-4 TOTAL 9,265             0.213 12.34 58.0

PR-SITE-BASIN

PR-SITE-BASIN MEAD WaA B 12,275           0.282 58 16.34 58.0

PR-SITE-BASIN TOTAL 12,275           0.282 16.34 58.0

PR-SITE-TRENCH

PR-SITE-TRENCH GRAVEL PAD WaA B 6,560             0.151 98 14.76 98.0

PR-SITE-TRENCH GRAVEL ROAD WaA B 2,590             0.059 98 5.83 98.0

PR-SITE-TRENCH TOTAL 9,150             0.210 14.76 70.3

PR-SITE-BYPASS

PR-SITE-BYPASS GRAVEL WaA B 1,610             0.037 98 3.62 98.0

PR-SITE-BYPASS MEAD WaA B 19,010           0.436 58 25.31 58.0

PR-SITE-BYPASS-2 TOTAL 20,620           0.473 28.93 61.1

PR-OFFSITE-BYPASS SWALE-1

PR-OFFSITE-BYPASS SWALE-1 MEAD WaB B 26,790           0.615 58 35.67 58.0

PR-OFFSITE-BYPASS SWALE-1 TOTAL 26,790           0.615 35.67 58.0

PR-OFFSITE-BYPASS SWALE-2

PR-OFFSITE-BYPASS SWALE-2 MEAD WaA B 1,820             0.042 58 2.42 58.0

PR-OFFSITE-BYPASS SWALE-2 MEAD WaB B 15,585           0.358 58 20.75 58.0

PR-OFFSITE-BYPASS SWALE-2 TOTAL 17,405           0.400 23.17 58.0

Grand Total 151,760         3.484 245.327 70.4

PENNEAST-CHURCH ROAD INTERCONNECT

PROPOSED CONDITIONS CURVE NUMBER CALCULATIONS



0.24 0.24

69 93

3.16 3.16

0.14 1.34

30.5 15.9

15.9

0.011

18

3.16

0.56

0.5 0.24

94

0.24 3.16

63 2.93

3.16 11.7

0.32 11.7

20.7

Flow length, ft 0 176

Watercourse slope, % 0 1.14 0.24

Surface Description 0 unpaved 150

Velocity, ft/s 0 1.72 3.16

Sh. Conc. Flow time, min 0 1.7 2.00

TIME OF CONC., mins 0 53.4 19.9

147

2.21

unpaved

2.40

1.0

20.9TIME OF CONC., mins

SHALLOW CONC. FLOW

Flow length, ft

Watercourse slope, %

Surface Description

Velocity, ft/s

Sh. Conc. Flow time, min

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in

Land slope, %

Sheet flow time, min

0

Land slope, %

Sheet flow time, min

TIME OF CONC., mins

EXISTING CONDITIONS

OFFSITE EXISTING BYPASS -Tc 

SHEET FLOW

EXISTING CONDITIONS

SITE EXISTING BYPASS -Tc CALCULATIONS

SHEET FLOW

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in

Land slope, %

Sheet flow time, min

TIME OF CONC., mins

EXISTING CONDITIONS

SITE EXISTING TRENCH -Tc CALCULATIONS

SHEET FLOW

Land slope, %

Sheet flow time, min

SHALLOW CONC. FLOW

Land slope, %

Sheet flow time, min

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in

Land slope, %

Sheet flow time, min

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in

EXISTING CONDITIONS

SITE EXISTING BASIN -Tc CALCULATIONS

SHEET FLOW

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in



0.011 0.011

150 150

3.16 3.16

1.17 0.17

2.1 4.6

0 0 0

80 30

1.88 0.83

paved paved

2.78 1.86

0.5 0.3

4.8

2.6

0.24 0.24

118 150

3.16 3.16

2.75 2.00

14.4 19.9

Flow length, ft 0 123

Watercourse slope, % 0 0.61 147

Surface Description 0 unpaved 2.21

Velocity, ft/s 0 1.26 unpaved

Sh. Conc. Flow time, min 0 1.6 2.40

16.1 1.0

20.9

Sh. Conc. Flow time, min

TIME OF CONC., mins

0

SHALLOW CONC. FLOW

Flow length, ft

Watercourse slope, %

Surface Description

Velocity, ft/s

SHALLOW CONC. FLOW

TIME OF CONC., mins

PROPOSED CONDITIONS

OFFSITE PROPOSED BYPASS -Tc 

SHEET FLOW

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in

Land slope, %

Sheet flow time, min

SHEET FLOW

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in

Land slope, %

Sheet flow time, min

Surface Description

Velocity, ft/s

Sh. Conc. Flow time, min

TIME OF CONC., mins

PROPOSED CONDITIONS

SITE PROPOSED BYPASS -Tc 

2-Yr 24-Hr rainfall, in

Land slope, %

Sheet flow time, min

SHALLOW CONC. FLOW - GRAVEL

Flow length, ft

Watercourse slope, %

Surface Description

Velocity, ft/s

Sh. Conc. Flow time, min

0

TIME OF CONC., mins

PROPOSED CONDITIONS

SITE PROPOSED TRENCH -Tc 

SHEET FLOW

Manning's n

Flow length, ft

Land slope, %

Sheet flow time, min

0

SHALLOW CONC. FLOW - GRAVEL

Flow length, ft

Watercourse slope, %

PROPOSED CONDITIONS

SITE PROPOSED BASIN -Tc 

SHEET FLOW

Manning's n

Flow length, ft

2-Yr 24-Hr rainfall, in



*Note: Rational C Coefficients adopted from PA Erosion and Sediment Pollution Control Program Manual, Mar 2012, Table 5.2 

DA Land Use Soils HSG Area Area (Acres) C C*A RC

SWALE 1 GRAVEL WaA B 41,890            0.962 0.22 0.212 0.22

SWALE 1 MEAD WaA B 4,195              0.096 0.22 0.021 0.22

SWALE 1 TOTAL 1.058 0.233 0.22

SWALE 2 GRAVEL WaA B 805                 0.018 0.22 0.004 0.22

SWALE 2 MEAD WaA B 4,645              0.107 0.22 0.023 0.22

SWALE 2 TOTAL 0.125 0.028 0.22

SWALE 3 MEAD WaA B 3,135              0.072 0.22 0.016 0.22

SWALE 3 MEAD WaB B 1,585              0.036 0.22 0.008 0.22

SWALE 3 MEAD WaB B 1,820              0.042 0.22 0.009 0.22

SWALE 3 MEAD WaB B 15,585            0.358 0.22 0.079 0.22

SWALE 3 TOTAL 0.508 0.112 0.22

SWALE 4 MEAD WaA B 3,820              0.088 0.22 0.019 0.22

SWALE 4 MEAD WaB B 8,558              0.196 0.22 0.043 0.22

SWALE 4 MEAD WaA B 26,790            0.615 0.22 0.135 0.22

SWALE 3 TOTAL 0.899 0.198 0.22

Grand Total 2.590 0.570 0.22

The "RC" value is an area averaged runoff coefficient value (arithmatic mean) calculated as:

PENNEAST-CHURCH ROAD INTERCONNECTS

PROPOSED CONDITIONS RUNOFF COEFFICIENT CALCULATIONS FOR PROPOSED SWALES

RC= 
∑ �� � ���	�



���

∑ ���	�


���



Return Period (Yrs) 10

Min. Time of Concentration (mins) 5 (Unless otherwise noted below)

DA
Area 

(Acres)
RC Tc (mins)

Rainfall 

Intensity (in/hr)
Q (cfs)

SWALE 1 1.058 0.22 5.0 6.5 1.5

SWALE 2 0.125 0.22 5.0 6.5 0.2

SWALE 3 0.508 0.22 16.1 5.1 0.6

SWALE 4 0.899 0.22 16.1 5.1 1.0

PENNEAST-TCO&UGI-LEH INTERCONNECTS

RATIONAL METHOD PEAK FLOW CALCULATIONS FOR PROPOSED SWALES

Figure - Rainfall Amount for 1- through 100-year Storms for Region 4 (U.S. Customary).

Source: PennDOT Drainage Manual, March 2015 Edition



Return Period (Yrs) 10

Min. Time of Concentration (mins) 5 (Unless otherwise noted below)

DA
Area 

(Acres)
RC Tc (mins)

Rainfall 

Intensity (in/hr)
Q (cfs)

SWALE 1 1.058 0.22 5.0 9.1 2.1

SWALE 2 0.125 0.22 5.0 9.1 0.3

SWALE 3 0.508 0.22 16.1 6.0 0.7

SWALE 4 0.899 0.22 16.1 6.0 1.2

PENNEAST-TCO&UGI-LEH INTERCONNECTS

RATIONAL METHOD PEAK FLOW CALCULATIONS FOR PROPOSED SWALES

Figure - Rainfall Amount for 1- through 100-year Storms for Region 4 (U.S. Customary).

Source: PennDOT Drainage Manual, March 2015 Edition



SWALE No.
BOTTOM 

WIDTH (FT)

LEFT SIDE 

SLOPE (H:V)

RIGHT SIDE 

SLOPE (H:V)

DEPTH 

(FT)
LINING MATERIAL

SWALE1 3.0 3.0 3.0 1.0 Landlok TRM-435 or equal.
SWALE2 5.0 3.0 3.0 1.0 Landlok TRM-435 or equal.
SWALE3 5.0 3.0 3.0 1.0 Landlok TRM-435 or equal.
SWALE4 5.0 3.0 3.0 1.0 Landlok TRM-435 or equal.

PROPOSED VEGETATED SWALE SCHEDULE

*Note: Refer to Site Plans for location of proposed swales

PENNEAST SPRINGVILLE INTERCONNECT



PROJECT NAME:

LOCATION:

PREPARED BY: DATE: 2/19/2020

CHECKED BY: DATE: 2/19/2020

CHANNEL OR CHANNEL SECTION

Temporary or Permanent (T or P) P

Required Capacity, Qr (cfs) 1.50 See attached Rational Peak Flow Calculations

Left side slope, % 33.33

Right side slope, % 33.33

Bottom width, ft 3

Channel Depth provided, ft 1

Channel bed slope, % 1

Mannings N 0.08

Accn. Due to gravity, ft/sec2 32.2

DESIGN METHOD FOR LINING - SHEAR STRESS

H:V, left 3.00

H:V, right 3.00

bed slope, ft/ft 0.01

Calculated channel flow depth, ft 0.41

top width at flow depth, ft 5.48

Bottom Width:Flow Depth Ratio 7.26

wetted area, sq. ft 1.75

wetted peri, ft 5.61

hyd. Radius, ft 0.31

velocity, ft/s 0.86

Discharge, cfs 1.50

Theta, rad 0.010

Froudes Number 0.23

Flow type subcritical

Shear Stress, Lb/Sq.Ft 0.26

Protective Lining Vegetated

Lining required TRM-435

D50, inches

Placement Thickness, inches

Adjusted Mannings N 0.09

Calculated Critical Slope,Sc ft/ft 0.18

0.7 Sc, ft/ft 0.13

1.3 Sc, ft/ft 0.23

Stable Flow? Stable

Calculated Freeboard, ft 0.50

Freeboard Provided, ft 0.59 Freeboard Ok, Calculated<Provided

SWALE-1

CHURCH ROAD INTERCONNECTION

CHECK FOR SHEAR STRESS



PROJECT NAME:

LOCATION:

PREPARED BY: DATE: 2/19/2020

CHECKED BY: DATE: 2/19/2020

CHANNEL OR CHANNEL SECTION

Temporary or Permanent (T or P) P

Required Capacity, Qr (cfs) 0.20 See attached Rational Peak Flow Calculations

Left side slope, % 33.33

Right side slope, % 33.33

Bottom width, ft 5

Channel Depth provided, ft 1

Channel bed slope, % 0.25

Mannings N 0.08

Accn. Due to gravity, ft/sec2 32.2

DESIGN METHOD FOR LINING - SHEAR STRESS

H:V, left 3.00

H:V, right 3.00

bed slope, ft/ft 0.0025

Calculated channel flow depth, ft 0.15

top width at flow depth, ft 5.89

Bottom Width:Flow Depth Ratio 33.56

wetted area, sq. ft 0.81

wetted peri, ft 5.94

hyd. Radius, ft 0.14

velocity, ft/s 0.25

Discharge, cfs 0.20

Theta, rad 0.002

Froudes Number 0.11

Flow type subcritical

Shear Stress, Lb/Sq.Ft 0.02

Protective Lining Vegetated

Lining required TRM-435

D50, inches

Placement Thickness, inches

Adjusted Mannings N 0.22

Calculated Critical Slope,Sc ft/ft 1.37

0.7 Sc, ft/ft 0.96

1.3 Sc, ft/ft 1.78

Stable Flow? Stable

Calculated Freeboard, ft 0.50

Freeboard Provided, ft 0.85 Freeboard Ok, Calculated<Provided

SWALE-2

CHURCH ROAD INTERCONNECTION

CHECK FOR SHEAR STRESS



PROJECT NAME:

LOCATION:

PREPARED BY: DATE: 2/19/2020

CHECKED BY: DATE: 2/19/2020

CHANNEL OR CHANNEL SECTION

Temporary or Permanent (T or P) P

Required Capacity, Qr (cfs) 0.60 See attached Rational Peak Flow Calculations

Left side slope, % 33.33

Right side slope, % 33.33

Bottom width, ft 5

Channel Depth provided, ft 1

Channel bed slope, % 1.33

Mannings N 0.08

Accn. Due to gravity, ft/sec2 32.2

DESIGN METHOD FOR LINING - SHEAR STRESS

H:V, left 3.00

H:V, right 3.00

bed slope, ft/ft 0.0133

Calculated channel flow depth, ft 0.17

top width at flow depth, ft 6.04

Bottom Width:Flow Depth Ratio 28.79

wetted area, sq. ft 0.96

wetted peri, ft 6.10

hyd. Radius, ft 0.16

velocity, ft/s 0.63

Discharge, cfs 0.60

Theta, rad 0.013

Froudes Number 0.26

Flow type subcritical

Shear Stress, Lb/Sq.Ft 0.14

Protective Lining Vegetated

Lining required TRM-435

D50, inches

Placement Thickness, inches

Adjusted Mannings N 0.11

Calculated Critical Slope,Sc ft/ft 0.31

0.7 Sc, ft/ft 0.21

1.3 Sc, ft/ft 0.40

Stable Flow? Stable

Calculated Freeboard, ft 0.50

Freeboard Provided, ft 0.83 Freeboard Ok, Calculated<Provided

SWALE-3

CHURCH ROAD INTERCONNECTION

CHECK FOR SHEAR STRESS



PROJECT NAME:

LOCATION:

PREPARED BY: DATE: 2/19/2020

CHECKED BY: DATE: 2/19/2020

CHANNEL OR CHANNEL SECTION

Temporary or Permanent (T or P) P

Required Capacity, Qr (cfs) 1.00 See attached Rational Peak Flow Calculations

Left side slope, % 33.33

Right side slope, % 33.33

Bottom width, ft 5

Channel Depth provided, ft 1

Channel bed slope, % 1

Mannings N 0.08

Accn. Due to gravity, ft/sec2 32.2

DESIGN METHOD FOR LINING - SHEAR STRESS

H:V, left 3.00

H:V, right 3.00

bed slope, ft/ft 0.01

Calculated channel flow depth, ft 0.25

top width at flow depth, ft 6.53

Bottom Width:Flow Depth Ratio 19.66 Check Design

wetted area, sq. ft 1.47

wetted peri, ft 6.61

hyd. Radius, ft 0.22

velocity, ft/s 0.68

Discharge, cfs 1.00

Theta, rad 0.010

Froudes Number 0.24

Flow type subcritical

Shear Stress, Lb/Sq.Ft 0.16

Protective Lining Vegetated

Lining required TRM-435

D50, inches

Placement Thickness, inches

Adjusted Mannings N 0.10

Calculated Critical Slope,Sc ft/ft 0.26

0.7 Sc, ft/ft 0.18

1.3 Sc, ft/ft 0.34

Stable Flow? Stable

Calculated Freeboard, ft 0.50

Freeboard Provided, ft 0.75 Freeboard Ok, Calculated<Provided

SWALE-4

CHURCH ROAD INTERCONNECTION

CHECK FOR SHEAR STRESS



BASIN NAME BASIN

Design Rate, TP-1, IN/HR 6

Design Rate, TP-2, IN/HR 2.5

AVERAGE, IN/HR 4.25

FOS 2.00

DESIGN RATE, IN/HR 2.13

Bed Bottom Area 8432.00

Storage Volume 24596.00

DRAIN TIME (1) 16.47 DRAIN TIME FOR DEAD STORAGE BELOW EMERGENCY SPILLWAY

DRAIN TIME (2) 15.00 DRAIN TIME FROM 100-YEAR STORM PEAK TO DEAD STORAGE ELEVATION

TOTAL DRAIN TIME (1+2) 31.47 OK

BASIN DEWATERING TIME CALCULATIONS

INFILTRATION OF STORAGE VOLUME BELOW 

EMERGENCY SPILLWAY

INFILTRATION OF STORAGE VOLUME ABOVE 

EMERGENCY SPILLWAY

Storm Peak 

= 12.63 hrs

Fully Drained 

= 27.63  hrs
Basin Bottom

Inv of Emergency Spillway

Top of Basin
Draw Down
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BASIN NAME BASIN

Design Rate, TP-1, IN/HR 0.24

Design Rate, TP-2, IN/HR 0.24

AVERAGE, IN/HR 0.24

FOS 2.00

DESIGN RATE, IN/HR 0.12

Bed Bottom Area 6536.00

Storage Volume 4183.00

DRAIN TIME (1) 64.00 DRAIN TIME FOR DEAD STORAGE BELOW EMERGENCY SPILLWAY

DRAIN TIME (2) 2.40 DRAIN TIME FROM 100-YEAR STORM PEAK TO DEAD STORAGE ELEVATION

TOTAL DRAIN TIME (1+2) 66.40 OK

TRENCH DEWATERING TIME CALCULATIONS

INFILTRATION OF STORAGE VOLUME BELOW 

EMERGENCY SPILLWAY

INFILTRATION OF STORAGE VOLUME ABOVE 

EMERGENCY SPILLWAY

Storm Peak 

= 12.02 hrs

Fully Drained 

= 14.42  hrsTrench Invert

Inv of outlet

Top of Trench
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Trenh Filling Trench Emptying



OUTLET ID BASIN

Discharge Type Surface

10-YR Peak Discharge, cfs 0.00 10-Year Trench Discharge from Model Hydrograph 16

DS Ground Cover Grass

Crest Elev. 399.75

Design Criteria cfs/lf 13.0

Calculated Crest Length, ft 0.0

Design Crest Length, ft 5

Weir Coefficient 3.33 Use sharp crested value to calculate higher velocity

Weir Head (H) 0.00  to be conservative.

Flow Area 0.00

Velocity 0.00

Velocity Non-Erosive YES

PENNEAST CHURCH ROAD INTERCONNECT

BASIN DISCHARGE



OUTLET ID TRENCH

Discharge Type Surface

10-YR Peak Discharge, cfs 0.014 10-Year Trench Discharge from Model Hydrograph 16

DS Ground Cover Grass

Crest Elev. 404

Design Criteria cfs/lf 13.0

Calculated Crest Length, ft 0.2

Design Crest Length, ft 38

Weir Coefficient 3.33 Use sharp crested value to calculate higher velocity

Weir Head (H) 0.00  to be conservative.

Flow Area 0.09

Velocity 0.00

Velocity Non-Erosive YES

PENNEAST CHURCH ROAD INTERCONNECT

TRENCH DISCHARGE



Pond Report 21

Hydraflow Hydrographs Extension for Autodesk® Civil 3D® 2019 by Autodesk, Inc. v2020 Thursday, 02 / 20 / 2020

Pond No. 1 -  BASIN

Pond Data

Contours -User-defined contour areas. Conic method used for volume calculation. Begining Elevation = 397.25 ft

Stage / Storage Table

Stage (ft) Elevation (ft) Contour area (sqft) Incr. Storage (cuft) Total storage (cuft)

0.00 397.25 8,432 0 0
1.00 398.25 9,370 8,896 8,896
2.00 399.25 10,769 10,060 18,956
2.50 399.75 11,800 5,640 24,596
2.75 400.00 12,275 3,009 27,605

Culvert / Orifice Structures Weir Structures

[A] [B] [C] [PrfRsr] [A] [B] [C] [D]

Rise (in) =  0.00 0.00 0.00 0.00

Span (in) =  0.00 0.00 0.00 0.00

No. Barrels =  0 0 0 0

Invert El. (ft) =  0.00 0.00 0.00 0.00

Length (ft) =  0.00 0.00 0.00 0.00

Slope (%) =  0.00 0.00 0.00 n/a

N-Value =  .013 .013 .013 n/a

Orifice Coeff. =  0.60 0.60 0.60 0.60

Multi-Stage =  n/a No No No

Crest Len (ft) =  5.00 0.00 0.00 0.00

Crest El. (ft) =  399.75 0.00 0.00 0.00

Weir Coeff. =  2.60 3.33 3.33 3.33

Weir Type =  Broad --- --- ---

Multi-Stage =  No No No No

Exfil.(in/hr) =  0.000 (by Wet area)

TW Elev. (ft) =  0.00

Note: Culvert/Orifice outflows are analyzed under inlet (ic) and outlet (oc) control.  Weir risers checked for orifice conditions (ic) and submergence (s).

Stage / Storage / Discharge Table

Stage Storage Elevation Clv A Clv B Clv C PrfRsr Wr A Wr B Wr C Wr D Exfil User Total
ft cuft ft cfs cfs cfs cfs cfs cfs cfs cfs cfs cfs cfs

0.00 0 397.25 --- --- --- --- 0.00 --- --- --- --- --- 0.000
1.00 8,896 398.25 --- --- --- --- 0.00 --- --- --- --- --- 0.000
2.00 18,956 399.25 --- --- --- --- 0.00 --- --- --- --- --- 0.000
2.50 24,596 399.75 --- --- --- --- 0.00 --- --- --- --- --- 0.000
2.75 27,605 400.00 --- --- --- --- 1.63 --- --- --- --- --- 1.625



Pond Report 19

Hydraflow Hydrographs Extension for Autodesk® Civil 3D® 2019 by Autodesk, Inc. v2020 Thursday, 02 / 20 / 2020

Pond No. 2 -  TRENCH

Pond Data

Trapezoid -Bottom L x W = 38.0 x 172.0 ft,  Side slope = 0.00:1,  Bottom elev. = 401.00 ft,  Depth = 2.00 ft,  Voids = 40.00%

Stage / Storage Table

Stage (ft) Elevation (ft) Contour area (sqft) Incr. Storage (cuft) Total storage (cuft)

0.00 401.00 6,536 0 0
0.20 401.20 6,536 523 523
0.40 401.40 6,536 523 1,046
0.60 401.60 6,536 523 1,569
0.80 401.80 6,536 523 2,092
1.00 402.00 6,536 523 2,614
1.20 402.20 6,536 523 3,137
1.40 402.40 6,536 523 3,660
1.60 402.60 6,536 523 4,183
1.80 402.80 6,536 523 4,706
2.00 403.00 6,536 523 5,229

Culvert / Orifice Structures Weir Structures

[A] [B] [C] [PrfRsr] [A] [B] [C] [D]

Rise (in) =  0.00 0.00 0.00 0.00

Span (in) =  0.00 0.00 0.00 0.00

No. Barrels =  0 0 0 0

Invert El. (ft) =  0.00 0.00 0.00 0.00

Length (ft) =  0.00 0.00 0.00 0.00

Slope (%) =  0.00 0.00 0.00 n/a

N-Value =  .013 .013 .013 n/a

Orifice Coeff. =  0.60 0.60 0.60 0.60

Multi-Stage =  n/a No No No

Crest Len (ft) =  38.00 0.00 0.00 0.00

Crest El. (ft) =  402.50 0.00 0.00 0.00

Weir Coeff. =  2.60 3.33 3.33 3.33

Weir Type =  Broad --- --- ---

Multi-Stage =  No No No No

Exfil.(in/hr) =  0.000 (by Wet area)

TW Elev. (ft) =  0.00

Note: Culvert/Orifice outflows are analyzed under inlet (ic) and outlet (oc) control.  Weir risers checked for orifice conditions (ic) and submergence (s).

Stage / Storage / Discharge Table

Stage Storage Elevation Clv A Clv B Clv C PrfRsr Wr A Wr B Wr C Wr D Exfil User Total
ft cuft ft cfs cfs cfs cfs cfs cfs cfs cfs cfs cfs cfs

0.00 0 401.00 --- --- --- --- 0.00 --- --- --- --- --- 0.000
0.20 523 401.20 --- --- --- --- 0.00 --- --- --- --- --- 0.000
0.40 1,046 401.40 --- --- --- --- 0.00 --- --- --- --- --- 0.000
0.60 1,569 401.60 --- --- --- --- 0.00 --- --- --- --- --- 0.000
0.80 2,092 401.80 --- --- --- --- 0.00 --- --- --- --- --- 0.000
1.00 2,614 402.00 --- --- --- --- 0.00 --- --- --- --- --- 0.000
1.20 3,137 402.20 --- --- --- --- 0.00 --- --- --- --- --- 0.000
1.40 3,660 402.40 --- --- --- --- 0.00 --- --- --- --- --- 0.000
1.60 4,183 402.60 --- --- --- --- 3.12 --- --- --- --- --- 3.125
1.80 4,706 402.80 --- --- --- --- 16.23 --- --- --- --- --- 16.23
2.00 5,229 403.00 --- --- --- --- 34.93 --- --- --- --- --- 34.93
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C. BMP Worksheets 

 





Worksheet 1. General Site Information

Date:

Project Name: PennEast Pipeline -Chruch Road Interconnect

Municipality: Township of Bethlehem

County: Northampton

Total Area (acres): 3.484

Major River Basin: Lehigh River

http://www.dep.state.pa.us/dep/deputate/watermgt/wc/default.htm - newtopics

Watershed: Nancy Run

Sub-Basin: Lehigh

Nearest Surface Water(s) to Receive Runoff: Nancy Run

Chapter 93 - Designated Water Use: CWF, MF

http://www.pacode.com/secure/data/025/chapter93/chap93toc.html

Impaired according to Chapter 303(d) List ? Yes

http://www.dep.state.pa.us/dep/deputate/watermgt/wqp/wqstandards/303d-Report.htmNo

List Causes of Impairment:

Is project subject to, or part of:

Municipal Separate Storm Sewer System (MS4) Requirements? Yes

No

http://www.dep.state.pa.us/dep/deputate/watermgt/wc/Subjects/StormwaterManagement/GeneralPermits/default.htm

Existing or planned drinking water supply? Yes

No

If yes, distance from proposed discharge (miles):

Approved Act 167 Plan? Yes

No

http://www.dep.state.pa.us/dep/deputate/watermgt/wc/Subjects/StormwaterManagement/Approved_1.html

Existing River Conservation Plan? Yes

http://www.dcnr.state.pa.us/cs/groups/public/documents/document/d_001448.pdf No

Feb-20



Worksheet 2. Sensitive Natural Resources

INSTRUCTIONS:

1. Provide Sensitive Resources Map according to non-structural BMP 5.4.1 in

Chapter 5. This map should identify wetlands, woodlands, natural drainage ways,

steep slopes, and other sensitive natural areas.

2. Summarize the existing extent of each sensitive resource in the Existing

Sensitive Resources Table (below, using Acres). If none present, insert 0.

3. Summarize Total Protected Area as defined under BMPs in Chapter 5.

4. Do not count any area twice. For example, an area that is both a floodplain

and a wetland may only be considered once.

EXISTING NATURAL MAPPED? TOTAL AREA PROTECTED

SENSITIVE RESOURCE yes/no/n/a (Ac.) AREA (Ac.)

Waterbodies no 0.00

Floodplains no 0.00

Riparian Areas no 0.00

Wetlands no 0.00

Woodlands no 0.00

Natural Drainage Ways no 0.00

Steep Slopes, 15%-25% no 0.00

Steep Slopes, over 25% no 0.00

Other: no 0.00

Other: no 0.00

TOTAL EXISTING: 0.00 0.00



Worksheet 3. Nonstructural BMP Credits

PROTECTED AREA

1.1 Area of Protected Sensitive/Special Value Features (see WS 2) 0.00 Ac.

1.2 Area of Riparian Forest Buffer Protection 0.00 Ac.

1.3 Area of Minimum Disturbance/Reduced Grading 0.00 Ac.

TOTAL 0.00 Ac.

Protected

Site Area minus Area = Stormwater Management Area

3.48 - 0.00 = 3.48

VOLUME CREDITS

3.1 Minimum Soil Compaction

Lawn sq. ft x 1/4" x 1/12 = 0 cubic ft

Meadow sq. ft x 1/3" x 1/12 = 0 cubic ft

3.3 Protect Existing Trees

For Trees within 100 feet of impervious area:

Tree Canopy sq. ft x 1/2" x 1/12 = 0 cubic ft

For Trees within 20 feet of impervious area:

Tree Canopy sq. ft x 1" x 1/12 = 0 cubic ft

5.1 Disconnect Roof Leaders to Vegetated Areas

For runoff directed to areas protected under 5.8.1 and 5.8.2

Roof Area sq. ft x 1/3" x 1/12 = 0 cubic ft

For all other disconnected roof areas

Roof Area sq. ft x 1/4" x 1/12 = 0 cubic ft

5.2 Disconnect Non-Roof Impervious to Vegetated Areas

For runoff directed to areas protected under 5.8.1 and 5.8.2

Impervious Area sq. ft x 1/3" x 1/12 = 0 cubic ft

For all other disconnected areas

Impervious Area sq. ft x 1/4" x 1/12 = 0 cubic ft

TOTAL NON-STRUCTURAL VOLUME CREDIT* 0 cubic ft

* For use on Worksheet 5





Worksheet 4. Change in Runoff Volume for 1-Yr Storm Event

PROJECT: PennEast Pipeline -Chruch Road Interconnect

Drainage Area: 3.484 acres

1-Year Rainfall: 2.63 in

Total Site Area: 2.469 acres -equals to Project Site Area plus Adjacent Site Area

Protected Site Area: 0.00 acres

Managed Area: 2.469 acres

Existing Conditions:

Q Runoff

Cover Type/ Soil Area Area CN S Ia Runoff Volume

Condition Type (sf) (ac) (0.2*S) (in) (cubic ft)

Meadow WaA 5,000 0.115 58 7.24 1.45 0.17 69

80% Impervious WaA 360 0.008 98 0.20 0.04 2.40 72

20% Meadow WaA 90 0.002 58 7.24 1.45 0.17 1

Meadow WaA 40,765 0.936 58 7.24 1.45 0.17 563

80% Impervious WaA 4,256 0.098 98 0.20 0.04 2.40 851

20% Meadow WaA 1,064 0.024 58 7.24 1.45 0.17 15

Meadow WaA 12,275 0.282 58 7.24 1.45 0.17 170

Meadow WaA 3,820 0.088 58 7.24 1.45 0.17 53

Meadow WaB 5,445 0.125 58 7.24 1.45 0.17 75

Meadow WaA 3,135 0.072 58 7.24 1.45 0.17 43

Meadow WaB 1,585 0.036 58 7.24 1.45 0.17 22

Meadow WaA 9,150 0.210 58 7.24 1.45 0.17 126

Meadow WaA 20,385 0.468 58 7.24 1.45 0.17 282

80% Impervious WaA 188 0.004 98 0.20 0.04 2.40 38

20% Meadow WaA 47 0.001 58 7.24 1.45 0.17 1

TOTAL: 107,565 2.469 9.19 2,381

Developed Conditions:

Q Runoff

Cover Type/ Soil Area Area CN S Ia Runoff Volume

Condition Type (sf) (ac) (0.2*S) (in) (cubic ft)

Gravel WaA 805 0.02 98 0.20 0.04 2.40 161

Meadow WaA 4,645 0.11 58 7.24 1.45 0.17 64

Gravel WaA 41,890 0.96 98 0.20 0.04 2.40 8,378

Meadow WaA 4,195 0.10 58 7.24 1.45 0.17 58

Meadow WaA 12,275 0.28 58 7.24 1.45 0.17 170

Meadow WaA 3,820 0.09 58 7.24 1.45 0.17 53

Meadow WaB 5,445 0.13 58 7.24 1.45 0.17 75

Meadow WaA 3,135 0.07 58 7.24 1.45 0.17 43

Meadow WaB 1,585 0.04 58 7.24 1.45 0.17 22

Gravel Pad WaA 6,560 0.15 98 0.20 0.04 2.40 1,312

Gravel Road WaA 2,590 0.06 98 0.20 0.04 2.40 518

Gravel WaA 1,610 0.04 98 0.20 0.04 2.40 322

Meadow WaA 19,010 0.44 58 7.24 1.45 0.17 263

TOTAL: 107,565 2.469 13.33 11,439

1-Year Volume Increase (cubic ft): 9,058

1-Year Volume Increase = Developed Conditions Runoff Volume - Existing Conditions Runoff Volume

1. Runoff (in) = Q = (P - 0.2S)^2 / (P + 0.8S) where

P = 1-Year Rainfall (in)

S = (1000/CN) - 10

2. Runoff Volume (CF) = Q x Area x 1/12

Q = Runoff (in)

Area = Land use area (sq. ft)

Note: Runoff Volume must be calculated for EACH land use type/condition and HSG.

The use of a weighted CN value for volume calculations is not acceptable.

Note: The existing runoff volume caclulation differs from the modeled volume because the 

existing infiltration facility is taken into account.



Worksheet 4. Change in Runoff Volume for 2-Yr Storm Event

PROJECT: PennEast Pipeline -Chruch Road Interconnect

Drainage Area: 3.453 acres

2-Year Rainfall: 3.16 in

Total Site Area: 2.469 acres -equals to Project Site Area plus Adjacent Site Area

Protected Site Area: 0.000 acres

Managed Area: 2.469 acres

Existing Conditions:

Q Runoff

Cover Type/ Soil Area Area CN S Ia Runoff Volume

Condition Type (sf) (ac) (0.2*S) (in) (cubic ft)

Meadow WaA 5,000 0.115 58 7.24 1.45 0.33 136

80% Impervious WaA 360 0.008 98 0.20 0.04 2.93 88

20% Meadow WaA 90 0.002 58 7.24 1.45 0.33 2

Meadow WaA 40,765 0.936 58 7.24 1.45 0.33 1,112

80% Impervious WaA 4,256 0.098 98 0.20 0.04 2.93 1,038

20% Meadow WaA 1,064 0.024 58 7.24 1.45 0.33 29

Meadow WaA 12,275 0.282 58 7.24 1.45 0.33 335

Meadow WaA 3,820 0.088 58 7.24 1.45 0.33 104

Meadow WaB 5,445 0.125 58 7.24 1.45 0.33 148

Meadow WaA 3,135 0.072 58 7.24 1.45 0.33 85

Meadow WaB 1,585 0.036 58 7.24 1.45 0.33 43

Meadow WaA 9,150 0.210 58 7.24 1.45 0.33 250

Meadow WaA 20,385 0.468 58 7.24 1.45 0.33 556

80% Impervious WaA 188 0.004 98 0.20 0.04 2.93 46

20% Meadow WaA 47 0.001 58 7.24 1.45 0.33 1

TOTAL: 107,565 2.469 12.71 3,975

Developed Conditions:

Q Runoff

Cover Type/ Soil Area Area CN S Ia Runoff Volume

Condition Type (sf) (ac) (0.2*S) (in) (cubic ft)

Gravel WaA 805 0.02 98 0.20 0.04 2.93 196

Meadow WaA 4,645 0.11 58 7.24 1.45 0.33 127

Gravel WaA 41,890 0.96 98 0.20 0.04 2.93 10,220

Meadow WaA 4,195 0.10 58 7.24 1.45 0.33 114

Meadow WaA 12,275 0.28 58 7.24 1.45 0.33 335

Meadow WaA 3,820 0.09 58 7.24 1.45 0.33 104

Meadow WaB 5,445 0.13 58 7.24 1.45 0.33 148

Meadow WaA 3,135 0.07 58 7.24 1.45 0.33 85

Meadow WaB 1,585 0.04 58 7.24 1.45 0.33 43

Gravel Pad WaA 6,560 0.15 98 0.20 0.04 2.93 1,600

Gravel Road WaA 2,590 0.06 98 0.20 0.04 2.93 632

Gravel WaA 1,610 0.04 98 0.20 0.04 2.93 393

Meadow WaA 19,010 0.44 58 7.24 1.45 0.33 518

TOTAL: 107,565 2.469 17.26 14,517

2-Year Volume Increase (cubic ft): 10,543

2-Year Volume Increase = Developed Conditions Runoff Volume - Existing Conditions Runoff Volume

1. Runoff (in) = Q = (P - 0.2S)^2 / (P + 0.8S) where

P = 2-Year Rainfall (in)

S = (1000/CN) - 10

2. Runoff Volume (CF) = Q x Area x 1/12

Q = Runoff (in)

Area = Land use area (sq. ft)

Note: Runoff Volume must be calculated for EACH land use type/condition and HSG.

The use of a weighted CN value for volume calculations is not acceptable.

Note: The existing runoff volume caclulation differs from the modeled volume because the 

existing infiltration facility is taken into account.



Worksheet 5. Structural BMP Volume Credits

PROJECT: PennEast Pipeline -Chruch Road Interconnect

SUB-BASIN: Lehigh

Required Control Volume (cubic ft) - from Worksheet 4: 10,543

Non-structural Volume Credit (cubic ft) - from Worksheet 3: - 0

Structural Volume Requirement (cubic ft) 10,543

(Required Control Volume minus Non-structural Credit)

6.4.1 Porous Pavement

6.4.2 Infiltration Basin 13,354    12,413

6.4.3 Infiltration Bed

6.4.4 Infiltration Trench 6,536      2,497

6.4.5 Rain Garden / Bioretention

6.4.6 Dry Well / Seepage Pit

6.4.7 Constructed Filter

6.4.8 Vegetated Swale

6.4.9 Vegetated Filter Strip

6.4.10 Berm

6.5.1 Vegetated Roof

6.5.2 Capture and Re-use

6.6.1 Constructed Wetlands

6.6.2 Wet Pond / Retention Basin

6.6.3 Dry Extended Detention Basin

6.6.4 Water Quality Filters

6.7.1 Riparian Buffer Restoration

6.7.2 Landscape Restoration / Reforestation

6.7.3 Soil Amendment

6.8.1 Level Spreader

6.8.2 Special Storage Areas

Other

Total Structural Volume (cubic ft): 14,910

Structural Volume Requirement (cubic ft): 10,543

DIFFERENCE 4,367 cubic ft

Note: The infiltration volume provided is significantly larger than the worksheet voume because it is

 based on the modeled runoff volumes which account for the existing infiltration facility.

Proposed BMP Area

(sq. ft)

Storage

Volume

(cubic ft)



Worksheet 6. Small Site / Small Impervious Area Exception

for Peak Rate Mitigation Calculations

The following conditions must be met for exemption from peak rate analysis for small

sites under CG-1:

The 2-Year Runoff Volume increase must be met in BMPs designed in

Y accordance with Manual Standards.

N Total Site Impervious Area may not exceed 1 acre.

N Maximum Development Area is 5 acres.

Y Maximum site impervious cover is 50%.

N No more than 25% Volume Control can be in Non-structural BMPs.

Y Infiltration BMPs must have an infiltration of at least 0.5 in/hr.

Percent Total

Site Area Impervious Impervious

5 acre 20% 1 acre

2 acre 50% 1 acre

1 acre 50% 0.5 acre

0.5 acre 50% 0.25 acre



Since the Act 167 Plan requires complinace with CG1 and CG2 Flow Chart C and

Worksheets 7 and 8 have been included.



Worksheet 7. Calculation of Runoff Volume (PRV and EDV) for CG-2 Only

PROJECT: PennEast Pipeline -Chruch Road Interconnect

DRAINAGE AREA: 3.484

Total Site Area: 2.469 acres

Protected Site Area: 0.000 acres

Managed Area: 2.469 acres

Total Impervious Area: 1.230 acres

2 Inch Runoff - Multiply Total Impervious Area by 2 inch

Runoff

Capture

Area Volume

(ac) (cubic ft)

Roof 0.000 0

Pavement 1.230 8930

Other Impervious 0.000 0

TOTAL: 1.230 8930

1 Inch Rainfall -

Area (square 

ft)

Area    

(ac)

Runoff   

(in)

Runoff Volumes 

(cubic ft) 

21,115         0.48 0.03 52                      

32,995         0.76 0.03 81                      

42,695         0.98 0.79 2,814                 

1,610           0.04 0.79 106                    

9,150           0.21 0.79 603                    

TOTAL: 107,565       2.469 3,657                 

1. Total Runoff Capture Volume (cu ft) = Total Impervious Area (sq ft x 2 inch x 1/12

2. PRV (cu ft) = Total Impervious Area (sq ft) x 1 inch x 1/12

3. EDV (cu ft) = Total Area (sq ft) x 1 inch x 1/12

Water quality volume requirements for land areas with existing cover consisting of meadow, brush,

wood-grass combination, or woods proposed for conversion to any other non-equivalent type of

pervious cover shall be sized for one-half (1/2) the volume required for impervious surfaces as

mentioned in this worksheet and calculated in items 1 through 3 above

Impervious

Impervious

Cover Type

Cover Type

Meadow

Meadow

Impervious



Worksheet 8. Structural BMP Volume Credits

PROJECT: PennEast Pipeline -Chruch Road Interconnect

SUB-BASIN: Lehigh

Required Control Volume (cubic ft) - from Worksheet 7: 8,930

Non-structural Volume Credit (cubic ft) - from Worksheet 3: - 0

Structural Volume Reqmt (cubic ft) 8,930

(Required Control Volume minus Non-structural Credit)

6.4.1 Porous Pavement

6.4.2 Infiltration Basin

6.4.3 Infiltration Bed

6.4.4 Infiltration Trench

6.4.5 Rain Garden / Bioretention

6.4.6 Dry Well / Seepage Pit

6.4.7 Constructed Filter

6.4.8 Vegetated Swale

6.4.9 Vegetated Filter Strip

6.4.10 Berm

6.5.1 Vegetated Roof

6.5.2 Capture and Re-use

6.6.1 Constructed Wetlands

6.6.2 Wet Pond / Retention Basin

6.6.3 Dry Extended Detention Basin

6.6.4 Water Quality Filters

6.7.1 Riparian Buffer Restoration

6.7.2 Landscape Restoration / Reforestation

6.7.3 Soil Amendment

6.8.1 Level Spreader

6.8.2 Special Storage Areas

Other

Total Structural Volume (cubic ft):

Structural Volume Requirement (cubic ft):

DIFFERENCE

6,536 1,525

13,354 10,637

Proposed BMP* Area (square ft)

Storage

Volume

(cubic ft)

12,162

8,930

3,232



Worksheet 10. Water Quality Compliance for Nitrate

Does the site design incorporate the following BMPs to address nitrate pollution? A summary "yes"

rating is achieved if at least 2 Primary BMPs for nitrate are provided across the site or 4 secondary

BMPs for nitrate are provided across the site (or 1 primary and 2 secondary).

PRIMARY BMPs FOR NITRATE:

YES NO

NS BMP 5.4.2 - Protect / Conserve / Enhance Riparian Buffers X

NS BMP 5.5.4 - Cluster Uses at Each Site X

NS BMP 5.6.1 - Minimize Total Disturbed Area X

NS BMP 5.6.3 - Re-Vegetate / Re-Forest Disturbed Areas X

NS BMP 5.9.1 - Street Sweeping / Vacuuming X

Structural BMP 6.7.1 - Riparian Buffer Restoration X

Structural BMP 6.7.2 - Landscape Restoration X

SECONDARY BMPs FOR NITRATE:

NS BMP 5.4.1 - Protect Sensitive / Special Value Features X

NS BMP 5.4.3 - Protect / Utilize Natural Drainage Features X

NS BMP 5.6.2 - Minimize Soil Compaction X

Structural BMP 6.4.5 - Rain Garden / Bioretention X

Structural BMP 6.4.8 - Vegetated Swale X

Structural BMP 6.4.9 - Vegetated Filter Strip X

Structural BMP 6.6.1 - Constructed Wetland X

Structural BMP 6.7.1 - Riparian Buffer Restoration X

Structural BMP 6.7.2 - Landscape Restoration X

Structural BMP 6.7.3 - Soils Amendment / Restoration X
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Preface
Soil surveys contain information that affects land use planning in survey areas. 
They highlight soil limitations that affect various land uses and provide information 
about the properties of the soils in the survey areas. Soil surveys are designed for 
many different users, including farmers, ranchers, foresters, agronomists, urban 
planners, community officials, engineers, developers, builders, and home buyers. 
Also, conservationists, teachers, students, and specialists in recreation, waste 
disposal, and pollution control can use the surveys to help them understand, 
protect, or enhance the environment.

Various land use regulations of Federal, State, and local governments may impose 
special restrictions on land use or land treatment. Soil surveys identify soil 
properties that are used in making various land use or land treatment decisions. 
The information is intended to help the land users identify and reduce the effects of 
soil limitations on various land uses. The landowner or user is responsible for 
identifying and complying with existing laws and regulations.

Although soil survey information can be used for general farm, local, and wider area 
planning, onsite investigation is needed to supplement this information in some 
cases. Examples include soil quality assessments (http://www.nrcs.usda.gov/wps/
portal/nrcs/main/soils/health/) and certain conservation and engineering 
applications. For more detailed information, contact your local USDA Service Center 
(https://offices.sc.egov.usda.gov/locator/app?agency=nrcs) or your NRCS State Soil 
Scientist (http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?
cid=nrcs142p2_053951).

Great differences in soil properties can occur within short distances. Some soils are 
seasonally wet or subject to flooding. Some are too unstable to be used as a 
foundation for buildings or roads. Clayey or wet soils are poorly suited to use as 
septic tank absorption fields. A high water table makes a soil poorly suited to 
basements or underground installations.

The National Cooperative Soil Survey is a joint effort of the United States 
Department of Agriculture and other Federal agencies, State agencies including the 
Agricultural Experiment Stations, and local agencies. The Natural Resources 
Conservation Service (NRCS) has leadership for the Federal part of the National 
Cooperative Soil Survey.

Information about soils is updated periodically. Updated information is available 
through the NRCS Web Soil Survey, the site for official soil survey information.

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its 
programs and activities on the basis of race, color, national origin, age, disability, 
and where applicable, sex, marital status, familial status, parental status, religion, 
sexual orientation, genetic information, political beliefs, reprisal, or because all or a 
part of an individual's income is derived from any public assistance program. (Not 
all prohibited bases apply to all programs.) Persons with disabilities who require 
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alternative means for communication of program information (Braille, large print, 
audiotape, etc.) should contact USDA's TARGET Center at (202) 720-2600 (voice 
and TDD). To file a complaint of discrimination, write to USDA, Director, Office of 
Civil Rights, 1400 Independence Avenue, S.W., Washington, D.C. 20250-9410 or 
call (800) 795-3272 (voice) or (202) 720-6382 (TDD). USDA is an equal opportunity 
provider and employer.
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How Soil Surveys Are Made
Soil surveys are made to provide information about the soils and miscellaneous 
areas in a specific area. They include a description of the soils and miscellaneous 
areas and their location on the landscape and tables that show soil properties and 
limitations affecting various uses. Soil scientists observed the steepness, length, 
and shape of the slopes; the general pattern of drainage; the kinds of crops and 
native plants; and the kinds of bedrock. They observed and described many soil 
profiles. A soil profile is the sequence of natural layers, or horizons, in a soil. The 
profile extends from the surface down into the unconsolidated material in which the 
soil formed or from the surface down to bedrock. The unconsolidated material is 
devoid of roots and other living organisms and has not been changed by other 
biological activity.

Currently, soils are mapped according to the boundaries of major land resource 
areas (MLRAs). MLRAs are geographically associated land resource units that 
share common characteristics related to physiography, geology, climate, water 
resources, soils, biological resources, and land uses (USDA, 2006). Soil survey 
areas typically consist of parts of one or more MLRA.

The soils and miscellaneous areas in a survey area occur in an orderly pattern that 
is related to the geology, landforms, relief, climate, and natural vegetation of the 
area. Each kind of soil and miscellaneous area is associated with a particular kind 
of landform or with a segment of the landform. By observing the soils and 
miscellaneous areas in the survey area and relating their position to specific 
segments of the landform, a soil scientist develops a concept, or model, of how they 
were formed. Thus, during mapping, this model enables the soil scientist to predict 
with a considerable degree of accuracy the kind of soil or miscellaneous area at a 
specific location on the landscape.

Commonly, individual soils on the landscape merge into one another as their 
characteristics gradually change. To construct an accurate soil map, however, soil 
scientists must determine the boundaries between the soils. They can observe only 
a limited number of soil profiles. Nevertheless, these observations, supplemented 
by an understanding of the soil-vegetation-landscape relationship, are sufficient to 
verify predictions of the kinds of soil in an area and to determine the boundaries.

Soil scientists recorded the characteristics of the soil profiles that they studied. They 
noted soil color, texture, size and shape of soil aggregates, kind and amount of rock 
fragments, distribution of plant roots, reaction, and other features that enable them 
to identify soils. After describing the soils in the survey area and determining their 
properties, the soil scientists assigned the soils to taxonomic classes (units). 
Taxonomic classes are concepts. Each taxonomic class has a set of soil 
characteristics with precisely defined limits. The classes are used as a basis for 
comparison to classify soils systematically. Soil taxonomy, the system of taxonomic 
classification used in the United States, is based mainly on the kind and character 
of soil properties and the arrangement of horizons within the profile. After the soil 
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scientists classified and named the soils in the survey area, they compared the 
individual soils with similar soils in the same taxonomic class in other areas so that 
they could confirm data and assemble additional data based on experience and 
research.

The objective of soil mapping is not to delineate pure map unit components; the 
objective is to separate the landscape into landforms or landform segments that 
have similar use and management requirements. Each map unit is defined by a 
unique combination of soil components and/or miscellaneous areas in predictable 
proportions. Some components may be highly contrasting to the other components 
of the map unit. The presence of minor components in a map unit in no way 
diminishes the usefulness or accuracy of the data. The delineation of such 
landforms and landform segments on the map provides sufficient information for the 
development of resource plans. If intensive use of small areas is planned, onsite 
investigation is needed to define and locate the soils and miscellaneous areas.

Soil scientists make many field observations in the process of producing a soil map. 
The frequency of observation is dependent upon several factors, including scale of 
mapping, intensity of mapping, design of map units, complexity of the landscape, 
and experience of the soil scientist. Observations are made to test and refine the 
soil-landscape model and predictions and to verify the classification of the soils at 
specific locations. Once the soil-landscape model is refined, a significantly smaller 
number of measurements of individual soil properties are made and recorded. 
These measurements may include field measurements, such as those for color, 
depth to bedrock, and texture, and laboratory measurements, such as those for 
content of sand, silt, clay, salt, and other components. Properties of each soil 
typically vary from one point to another across the landscape.

Observations for map unit components are aggregated to develop ranges of 
characteristics for the components. The aggregated values are presented. Direct 
measurements do not exist for every property presented for every map unit 
component. Values for some properties are estimated from combinations of other 
properties.

While a soil survey is in progress, samples of some of the soils in the area generally 
are collected for laboratory analyses and for engineering tests. Soil scientists 
interpret the data from these analyses and tests as well as the field-observed 
characteristics and the soil properties to determine the expected behavior of the 
soils under different uses. Interpretations for all of the soils are field tested through 
observation of the soils in different uses and under different levels of management. 
Some interpretations are modified to fit local conditions, and some new 
interpretations are developed to meet local needs. Data are assembled from other 
sources, such as research information, production records, and field experience of 
specialists. For example, data on crop yields under defined levels of management 
are assembled from farm records and from field or plot experiments on the same 
kinds of soil.

Predictions about soil behavior are based not only on soil properties but also on 
such variables as climate and biological activity. Soil conditions are predictable over 
long periods of time, but they are not predictable from year to year. For example, 
soil scientists can predict with a fairly high degree of accuracy that a given soil will 
have a high water table within certain depths in most years, but they cannot predict 
that a high water table will always be at a specific level in the soil on a specific date.

After soil scientists located and identified the significant natural bodies of soil in the 
survey area, they drew the boundaries of these bodies on aerial photographs and 
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identified each as a specific map unit. Aerial photographs show trees, buildings, 
fields, roads, and rivers, all of which help in locating boundaries accurately.

Custom Soil Resource Report
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Soil Map
The soil map section includes the soil map for the defined area of interest, a list of 
soil map units on the map and extent of each map unit, and cartographic symbols 
displayed on the map. Also presented are various metadata about data used to 
produce the map, and a description of each soil map unit.
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MAP LEGEND MAP INFORMATION

Area of Interest (AOI)
Area of Interest (AOI)

Soils
Soil Map Unit Polygons

Soil Map Unit Lines

Soil Map Unit Points

Special Point Features
Blowout

Borrow Pit

Clay Spot

Closed Depression

Gravel Pit

Gravelly Spot

Landfill

Lava Flow

Marsh or swamp

Mine or Quarry

Miscellaneous Water

Perennial Water

Rock Outcrop

Saline Spot

Sandy Spot

Severely Eroded Spot

Sinkhole

Slide or Slip

Sodic Spot

Spoil Area

Stony Spot

Very Stony Spot

Wet Spot

Other

Special Line Features

Water Features
Streams and Canals

Transportation
Rails

Interstate Highways

US Routes

Major Roads

Local Roads

Background
Aerial Photography

The soil surveys that comprise your AOI were mapped at 
1:12,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause 
misunderstanding of the detail of mapping and accuracy of soil 
line placement. The maps do not show the small areas of 
contrasting soils that could have been shown at a more detailed 
scale.

Please rely on the bar scale on each map sheet for map 
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL: 
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator 
projection, which preserves direction and shape but distorts 
distance and area. A projection that preserves area, such as the 
Albers equal-area conic projection, should be used if more 
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as 
of the version date(s) listed below.

Soil Survey Area: Northampton County, Pennsylvania
Survey Area Data: Version 12, Sep 17, 2019

Soil map units are labeled (as space allows) for map scales 
1:50,000 or larger.

Date(s) aerial images were photographed: Sep 20, 2010—Aug 
28, 2016

The orthophoto or other base map on which the soil lines were 
compiled and digitized probably differs from the background 
imagery displayed on these maps. As a result, some minor 
shifting of map unit boundaries may be evident.
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Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI

UudB Urban land-Udorthents, 
limestone complex, 0 to 8 
percent slopes

0.4 4.8%

WaA Washington silt loam, 0 to 3 
percent slopes

5.7 63.6%

WaB Washington silt loam, 3 to 8 
percent slopes

2.8 31.5%

Totals for Area of Interest 8.9 100.0%

Map Unit Descriptions
The map units delineated on the detailed soil maps in a soil survey represent the 
soils or miscellaneous areas in the survey area. The map unit descriptions, along 
with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more 
major kinds of soil or miscellaneous areas. A map unit is identified and named 
according to the taxonomic classification of the dominant soils. Within a taxonomic 
class there are precisely defined limits for the properties of the soils. On the 
landscape, however, the soils are natural phenomena, and they have the 
characteristic variability of all natural phenomena. Thus, the range of some 
observed properties may extend beyond the limits defined for a taxonomic class. 
Areas of soils of a single taxonomic class rarely, if ever, can be mapped without 
including areas of other taxonomic classes. Consequently, every map unit is made 
up of the soils or miscellaneous areas for which it is named and some minor 
components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the 
map unit, and thus they do not affect use and management. These are called 
noncontrasting, or similar, components. They may or may not be mentioned in a 
particular map unit description. Other minor components, however, have properties 
and behavioral characteristics divergent enough to affect use or to require different 
management. These are called contrasting, or dissimilar, components. They 
generally are in small areas and could not be mapped separately because of the 
scale used. Some small areas of strongly contrasting soils or miscellaneous areas 
are identified by a special symbol on the maps. If included in the database for a 
given area, the contrasting minor components are identified in the map unit 
descriptions along with some characteristics of each. A few areas of minor 
components may not have been observed, and consequently they are not 
mentioned in the descriptions, especially where the pattern was so complex that it 
was impractical to make enough observations to identify all the soils and 
miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the 
usefulness or accuracy of the data. The objective of mapping is not to delineate 
pure taxonomic classes but rather to separate the landscape into landforms or 
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landform segments that have similar use and management requirements. The 
delineation of such segments on the map provides sufficient information for the 
development of resource plans. If intensive use of small areas is planned, however, 
onsite investigation is needed to define and locate the soils and miscellaneous 
areas.

An identifying symbol precedes the map unit name in the map unit descriptions. 
Each description includes general facts about the unit and gives important soil 
properties and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for 
differences in texture of the surface layer, all the soils of a series have major 
horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness, 
salinity, degree of erosion, and other characteristics that affect their use. On the 
basis of such differences, a soil series is divided into soil phases. Most of the areas 
shown on the detailed soil maps are phases of soil series. The name of a soil phase 
commonly indicates a feature that affects use or management. For example, Alpha 
silt loam, 0 to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas. 
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate 
pattern or in such small areas that they cannot be shown separately on the maps. 
The pattern and proportion of the soils or miscellaneous areas are somewhat similar 
in all areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or 
miscellaneous areas that are shown as one unit on the maps. Because of present 
or anticipated uses of the map units in the survey area, it was not considered 
practical or necessary to map the soils or miscellaneous areas separately. The 
pattern and relative proportion of the soils or miscellaneous areas are somewhat 
similar. Alpha-Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas 
that could be mapped individually but are mapped as one unit because similar 
interpretations can be made for use and management. The pattern and proportion 
of the soils or miscellaneous areas in a mapped area are not uniform. An area can 
be made up of only one of the major soils or miscellaneous areas, or it can be made 
up of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.

Some surveys include miscellaneous areas. Such areas have little or no soil 
material and support little or no vegetation. Rock outcrop is an example.

Custom Soil Resource Report
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Northampton County, Pennsylvania

UudB—Urban land-Udorthents, limestone complex, 0 to 8 percent 
slopes

Map Unit Setting
National map unit symbol: 227x6
Elevation: 300 to 1,000 feet
Mean annual precipitation: 36 to 50 inches
Mean annual air temperature: 46 to 57 degrees F
Frost-free period: 140 to 200 days
Farmland classification: Not prime farmland

Map Unit Composition
Urban land: 80 percent
Udorthents, limestone, and similar soils: 15 percent
Minor components: 5 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Urban Land

Setting
Landform: Hills, valleys
Landform position (two-dimensional): Summit, shoulder, backslope, footslope
Landform position (three-dimensional): Interfluve, side slope, nose slope, head 

slope
Down-slope shape: Linear, convex
Across-slope shape: Convex, linear
Parent material: Pavement, buildings and other artifically covered areas

Typical profile
H1 - 0 to 6 inches: variable

Properties and qualities
Slope: 0 to 8 percent
Depth to restrictive feature: 10 to 99 inches to lithic bedrock
Available water storage in profile: Very low (about 0.0 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 8s
Hydric soil rating: No

Description of Udorthents, Limestone

Setting
Landform: Valleys, hills
Landform position (two-dimensional): Shoulder, footslope, backslope, summit
Landform position (three-dimensional): Interfluve, side slope, nose slope, head 

slope
Down-slope shape: Linear, convex
Across-slope shape: Convex, linear
Parent material: Graded areas of argillaceous limestone

Typical profile
H1 - 0 to 6 inches: clay loam

Custom Soil Resource Report
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H2 - 6 to 60 inches: clay

Properties and qualities
Slope: 0 to 8 percent
Depth to restrictive feature: 20 to 99 inches to lithic bedrock
Natural drainage class: Moderately well drained
Runoff class: Very high
Capacity of the most limiting layer to transmit water (Ksat): Moderately low to 

moderately high (0.06 to 0.20 in/hr)
Depth to water table: About 6 to 24 inches
Frequency of flooding: None
Frequency of ponding: None
Available water storage in profile: High (about 10.2 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 7s
Hydrologic Soil Group: C/D
Hydric soil rating: No

Minor Components

Duffield
Percent of map unit: 5 percent
Landform: Hills
Landform position (two-dimensional): Summit
Landform position (three-dimensional): Interfluve
Down-slope shape: Linear
Across-slope shape: Linear
Hydric soil rating: No

WaA—Washington silt loam, 0 to 3 percent slopes

Map Unit Setting
National map unit symbol: l7dt
Elevation: 200 to 1,500 feet
Mean annual precipitation: 32 to 50 inches
Mean annual air temperature: 46 to 57 degrees F
Frost-free period: 120 to 200 days
Farmland classification: All areas are prime farmland

Map Unit Composition
Washington and similar soils: 90 percent
Minor components: 10 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Washington

Setting
Landform: Valleys

Custom Soil Resource Report
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Landform position (two-dimensional): Shoulder, backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Colluvium derived from limestone and/or old glacial drift

Typical profile
H1 - 0 to 9 inches: silt loam
H2 - 9 to 42 inches: clay loam
H3 - 42 to 61 inches: gravelly loam
H4 - 61 to 71 inches: bedrock

Properties and qualities
Slope: 0 to 3 percent
Depth to restrictive feature: 60 to 99 inches to lithic bedrock
Natural drainage class: Well drained
Runoff class: Low
Capacity of the most limiting layer to transmit water (Ksat): Moderately low to high 

(0.06 to 2.00 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Available water storage in profile: High (about 10.2 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 1
Hydrologic Soil Group: B
Hydric soil rating: No

Minor Components

Clarksburg
Percent of map unit: 5 percent
Landform: Valley flats
Landform position (two-dimensional): Toeslope, footslope
Landform position (three-dimensional): Base slope
Down-slope shape: Concave, linear
Across-slope shape: Linear, concave
Hydric soil rating: No

Ryder
Percent of map unit: 3 percent
Landform: Hills
Landform position (two-dimensional): Backslope, shoulder, summit
Landform position (three-dimensional): Side slope, interfluve
Down-slope shape: Convex, linear
Across-slope shape: Linear, convex
Hydric soil rating: No

Thorndale
Percent of map unit: 1 percent
Landform: Depressions
Landform position (two-dimensional): Footslope
Landform position (three-dimensional): Base slope
Down-slope shape: Concave
Across-slope shape: Linear, concave
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Hydric soil rating: Yes

Penlaw
Percent of map unit: 1 percent
Landform: Swales
Landform position (two-dimensional): Toeslope, footslope
Landform position (three-dimensional): Base slope
Down-slope shape: Concave
Across-slope shape: Concave
Hydric soil rating: No

WaB—Washington silt loam, 3 to 8 percent slopes

Map Unit Setting
National map unit symbol: l7dv
Elevation: 200 to 1,500 feet
Mean annual precipitation: 32 to 50 inches
Mean annual air temperature: 46 to 57 degrees F
Frost-free period: 120 to 200 days
Farmland classification: All areas are prime farmland

Map Unit Composition
Washington and similar soils: 90 percent
Minor components: 5 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Washington

Setting
Landform: Valleys
Landform position (two-dimensional): Shoulder, backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Colluvium derived from limestone and/or old glacial drift

Typical profile
H1 - 0 to 9 inches: silt loam
H2 - 9 to 42 inches: clay loam
H3 - 42 to 61 inches: silt loam

Properties and qualities
Slope: 3 to 8 percent
Depth to restrictive feature: 60 to 99 inches to lithic bedrock
Natural drainage class: Well drained
Runoff class: Medium
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to 

high (0.60 to 2.00 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
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Available water storage in profile: High (about 10.2 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 2e
Hydrologic Soil Group: B
Hydric soil rating: No

Minor Components

Clarksburg
Percent of map unit: 2 percent
Landform: Valley flats
Landform position (two-dimensional): Toeslope, footslope
Landform position (three-dimensional): Base slope
Down-slope shape: Concave, linear
Across-slope shape: Linear, concave
Hydric soil rating: No

Loudonville
Percent of map unit: 1 percent
Landform: Till plains
Landform position (three-dimensional): Head slope
Down-slope shape: Convex
Across-slope shape: Convex
Hydric soil rating: No

Ryder
Percent of map unit: 1 percent
Landform: Hills
Landform position (two-dimensional): Backslope, shoulder, summit
Landform position (three-dimensional): Side slope, interfluve
Down-slope shape: Convex, linear
Across-slope shape: Linear, convex
Hydric soil rating: No

Thorndale
Percent of map unit: 1 percent
Landform: Depressions
Landform position (two-dimensional): Footslope
Landform position (three-dimensional): Base slope
Down-slope shape: Concave
Across-slope shape: Linear, concave
Hydric soil rating: Yes
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E. Existing Conditions Stormwater Management 

Map



WaA

WaB

SITE-BASIN

SITE-SWALE-2

SITE-BASIN SWALE-1

SITE-BYPASS

SITE-SWALE-3

S

I

T

E

-

S

W

A

L

E

-

4

SITE-BYPASS

SITE-TRENCH

OFFSITE-BYPASS SWALE-1

OFFSITE-BYPASS SWALE-2

4

0

0

4

0

0

3

9

9

3

9

8

4
0
0

4

0

5

4

0

4

4

0

3

4

0

2

SCALE: 1" = 125'

2501250

N

S

EW

CHURCH ROAD INTERCONNECT -

EXISTING CONDITIONS

DRAINAGE AREA MAP

Legend

Tc Path

Drainage Area

MEAD

GRV

Contours



33 | Mott MacDonald | Post Construction Stormwater Management Report 
 

353754-MM-EN-CO-013 | February, 2020 
 
 

F. Proposed Conditions Stormwater 

Management Map 
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G. Infiltration Memo 
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H. Model Input and Model Output Report 
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I. PCSM Drawings (Attached) 
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J. Offsite Stormwater Discharge Plan (Attached) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


