10.1

Module 10: Operational Information
[§§77.452/77.456/77.563/77.564]

Equipment and Operation Plan

For each phase of mining, identify the type and method of mining; engineering techniques; major equipment to be used; starting
point; and the anticipated sequence in which the phases are to be mined.

This surface mining portion of this operation will be completed in one phase. The site will
be divided into two sub-phases (Pit #1 Area and Pit #2 Area). The underground mining portion
of this operation will also be completed in one Phase, however, there may be “Sub-Phases”
within the underground mine itself. One of these sub phases would be the installation of
openings on the southern side of the operation as shown on the maps. This is labeled as
surface mining pit #3. It is not a part of the initial bonding. The surface mining is
ongoing, as of April 2023, the work at Pit#2 is almost complete while the work at Pit #1 is
ongoing. The Clyde holding addition to the mining permit added area extending northwest
from pit#l1 and work in this area is to continue until the underground permit is to go
active. Once the underground permit is active and the Clyde holding addition is completed
the surface mining will be completed.

Access to the site will be gained from the existing access road for SMP No. 63100401
(Maggie Lynn Quarry) located off the west side of SR 2041 (Morey Road) approximately 700
feet north of the intersection of Morey Road and Pump Station Road.

SURFACE MINING PIT #1 AREA. The Pit#l Benwood Limestone mining area is located at the
Northwest end of the surface site boundary. The maximum distance of the additional mining
will be 500 feet and will be achieved by a continuation of the existing pit/highwall via a
block-cut method to approximately 170 feet of cover. The layout will continue into the
Clyde Holdings addition area. Collection Ditch CD-1 and Diversion Ditch D-1 will each be
extended to cover the Clyde Holdings Inc. addition area and Pond P-1 will be enlarged to
handle the expanded area from the Pit #1 additional mining area.

The potential for flooding impacts from Tenmile Creek on the Pit #1 area is minimal. The
base of the Benwood Limestone is 825.4 msl at Hole #1 while Monitoring Point MP-1 on Tenmile
Creek is 815 msl. The ongoing mining plan has left 5 feet of solid limestone so the actual
lowest pit floor elevation will be approximately 830 msl at the northwestern end of Pit #1
area, more than 10 feet above MP~1 and the normal level of Tenmile Creek. The 100-year
flood limit has been obtained from the FEMA Flood map for this area and has been added to
the Exhibit 9: Operations map. The 100-year flood elevation at the upstream end of the
permit is 829 msl and within the underground mine area is 826 msl, 4 feet below the expected
lowest pit floor elevation. Also, as evidenced by the progression of mining over the last 2
years, the trend of the actual mining footprint has been further away from Tenmile Creek,
thereby resulting in reduced potential of flooding on the mine site due to the presence of a
substantial competent low wall between mining and Tenmile Creek. However, if any flooding
appears imminent, it would be temporary in nature. If this were to occur, all mining
activities in the potential flood area of the pit will cease until flooding subsides.

Regarding the Benwood limestone removal. There will be no removal below the normal pool
elevation of Tenmile Creek. There will be a solid fifteen-foot-thick section of the Benwood
Limestone left intact above the underground mined section. There will be a solid five-~foot-
thick section of the Benwood Limestone left intact below the underground mine section.

There will be a one-hundred-and-fifty-foot barrier between Tenmile Creek and the underground
mining section in the area indicated on the Module 15.2 mapping.

As per the September 6, 2017, inspection report, a seepage event occurred in the area where
Tenmile Creek was at the closest point to the mining activities. It is believed that the
seepage occurred mostly as a result of weathering effects and water infiltration through
incompetent Benwood Limestone in low cover just outside the 100-foot barrier of Tenmile
Creek. The issue was temporary in nature and has not occurred since. Subsequent mining
activities have moved further away from Tenmile Creek.

In regard to the Pit #1 area, the topography is such that there will be a considerable
lowwall (ranging from 20 feet in height at its lowest point up to 60 feet at its
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highest) along Tenmile Creek and, as such, it is probable that the Benwood limestone will be
more competent within the pit area. This should help reduce the potential for seepage
through the lowwall.

To minimize any adverse impacts to Tenmile Creek from the Pit #1 area, Neiswonger
Construction, Inc. will inspect the lowwall area periodically for incompetent areas and will
place clay along the lowwall if needed. Please also note that Neiswonger Construction, Inc.
proposes a Super Silt Fence along the outcrop of the Benwood Limestone. This feature will
prevent any sediment problems to Tenmile Creek.

SURFACE MINING PIT #2 AREA. The Pit #2 area is located northeast of the Equitrans H-103 16~
gas line and just northwest of the existing haul road as shown on the exhibit maps. The
People 4” gas line will be relocated as per the signed agreement between Neiswonger and
Peoples Gas as depicted on the exhibit 9: Operations Map. The Benwood Limestone will be
mined in this area. The mining will enter from the haul road near the bottom of the existing
hill between the current gas lines and the unnamed Tributary “E” shown on the exhibit maps.
Neither the gas lines nor the stream will be disturbed as isolation distances to both will
be maintained. The mining will move in a northern direction as the isolation distance
between Tributary “E” and the gas lines allows for a maximum earth disturbance of 110’ from
east to west. As the mining advances to the northwest a low wall will be developed due to
mining downward almost 60’ to the elevation of the final pit floor. The pit will be
developed toward the northwest until reaching the final highwall height of approx. 170 feet.
A 35’ wide bench will be installed immediately above the top of the Benwood Limestone.

The gas line barriers, the UNT “E” and associated wetland barrier and the 25-foot highwall
setback will be marked in the field by utilizing wooden stakes with ribbon and/or marking
paint, as field conditions warrant.

The width of the initial pit will be a little under 100 feet which will expand to
approximately 140 feet at the highwall on the northwest section of the proposed revision
area. While care will be needed to ensure safety for all personnel during the opening of the
pit, the width of the pit (i.e. 100 feet wide) is comparable to the width of sections of the
existing pit on the northwest side of the active quarry as it was being developed and, as
such, it is feasible to mine the Benwood Limestone in the proposed revision area. The
equipment that will be utilized with mining is listed below.

Once mining is completed in the pit #2 area it may be used for soil storage prior to
backfilling. This is shown on the exhibits. Collection Channel CD-2 will be installed to
carry all site runoff from the Pit #2 Area to sediment pond P-1.

POTENTIAL MINE OPENING PIT #3 AREA. This area is to be set aside for mine portal openings
numbered five through seven. The openings are considered part of a second phase on the
mining and are shown on the exhibits directly east of pit area #2. These openings are
planned as they may help to alleviate possible ventilation issues while granting additional
access to the mine. 1Its installation would include a maximum of 225’ of earth removal to
get to the level of the Benwood limestone at this location.

The controls for all the earth disturbance including all the surface pits both currently
planned or as areas set aside for possible future addition will be accommodated with
collection channels and the upsizing of the existing sedimentation pond P-1 as shown in
module 13.

UNDERGROUND MINING AREA. The type of mining will be room and pillar as described in Module
15, however, there will also be some preparatory surface mining work to establish the
underground mine portals and stabilize the highwall. All necessary erosion and
sedimentation controls will already be in place since the portals to the underground mine
will be in the surface mining Pit #1 Area. Initial mining will be along the strike of the
limestone. The existing lack of groundwater/pit water at the Maggie Lynn quarry suggests
there should be either no or minimal discharges from the underground portals, however, if
this were to occur, the water would be directed to sedimentation pond P-1 as necessary.

There will be two sets of mine portals. The main mine portals, number one through four on
the exhibits are to be opened to initiate the underground mining operation will be located
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on the southwestern section of the site along the highwall created by surface mining in the
Pit #1 Area. There will be three portal openings to initiate the mining as portal opening
number four may not be installed. The owner may wish to install three other openings
depending on variables such as access and air ventilation. Openings five through seven may
be opened as mining progresses. These underground mine openings are to be southwest of the
main haul road across from the surface mining Pit #2 area. If the installation of portals
beyond the initial four installed in mining pit #1 occurs, then it is a part of the phase II
mining and additional bonding will become necessary to install portal openings numbered five
through seven.

The proposed thickness of the Benwood Limestone to be removed is 25 feet. This is done with
the assurance that there will be 5 feet of limestone cover below the removal area. Based on
boreholes the minimum limestone depth is 41.2’ at B~1. With the thickness of the minable
limestone ranging from 41.2' to 55’ based on boreholes, the thickness of the roof will
typically vary from 15’ to 25’ in depth. The exception is the area near the entries where
the roof is to be glued and bolted. The only two boreholes in the underground mine area
that show a depth under 45’, which creates the minimum roof thickness of 15’ are at B-1 and
BH-3 (44.6’). These areas are near the glued and bolted mine openings. This will ensure
taking the lowest and strongest area of the limestone There will be no removal of
limestone below the normal level of Tenmile Creek. The normal flow level of the stream is
816 feet msl. There is to be no removal of any limestone below an elevation of 820 msl.
Please see Module 15 for further details concerning all aspects of underground mining.
Currently, the proposed initial annual production will be 250,000 tons. The tonnage will
gradually increase up to 900,000 tons due to the anticipated increase in demand. At this
rate, the anticipated life of this operation will be 30 to 35 years. See Exhibit 9 and 15.2
maps for site layout, work direction and details.

There are several items included in the operations plan to minimize any adverse
environmental impacts from the proposed underground mining of the Benwood limestone. They
include, but are not limited to, the following:

e There will be no removal of the Benwood Limestone below the level of Ten Mile Creek.

e There will be a solid fifteen (15) foot thick section of the Benwood Limestone left
intact above the underground mined section of the mine.

e There will be a solid five (5) foot thick section of the Benwood Limestone left intact
below the underground mined section of the mine.

¢ There will be a one hundred fifty (150) foot barrier between Tenmile Creek and the
underground mining section of the mine, as shown on the Exhibit 15.2 mapping.

Please see Module 15 for a detailed explanation of the above referenced operational items
to be employed at this proposed mine site. Electricity to the site was installed with
overhead powerline owned by Neiswonger Construction Inc.

EQUIPMENT LIST FOR SURFACE AND UNDERGROUND MINING. The equipment to be utilized in the
surface mine operation include 2 rock drills, 2 rock trucks, 2 track hoes, a D-10 dozer and
2 loaders.

The typical major pieces of equipment anticipated to be utilized in the underground
operation include a jumbo drill, rock trucks, scaler, and front—end loader.

The typical major pieces of equipment anticipated to be utilized in the processing

operations include an impact crusher, a jaw crusher, vibratory screens and a radial
stacker.
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10.2

Pit Configuration

a)

b)

Identify the maximum depth of mining and the elevation of the pit floor at the maximum depth of mining for each mining
phase.

PIT #1 AREA. The lowest elevation of the pit floor will be approximately 830 msl and
the maximum highwall will be approximately 170 feet in the eastern section of the Pit #1
Area. The maximum low-wall in the western section will range from 20 feet in height at
its lowest point up to 60 feet at its highest due to the topography and the
configuration of the mining area.

PIT #2 AREA. The maximum depth of mining in the Pit #2 Area will be approximately
160" near the northern-most area of the mining. The elevation of the pit floor will
be ~842 on the southeastern side of the pit and ~835 at the northwestern section near
the highwall.

POTENTIAL MINE OPENING PIT #3. This may be created for the potential installation of
portals numbers five, six and seven. The maximum depth of Pit #3 Area will be
approximately 225’ near the northeastern side. The elevation of the pit floor will be
850 msl. Initial bonding does not include this portal opening.

UNDERGROUND MINING AREA. A maximum thickness of 25 feet of the Benwood limestone will
be removed from the underground section of the mine. The maximum cut height of the
highwall above the underground mine portals will be approximately 140 feet. The
elevation of the pit floor will be approximately 840 msl at the mine portals.

If mining consolidated rock, identify the maximum highwall height and the benching interval to include the distance
between the benches measured vertically (i.e. height of the working face of the bench) and the width of the benches.

PIT #1 AREA. The maximum highwall height in the Pit #1 area will be approximately 170
feet. See the drawing below depicting configuration of the highwall for is area.

25’ minimum
to the bonded area

Safety Berm
High Wall
Configuration 50°
25°
Step elevations A
and depths 25
are shown’ 40°

25°

40’ Working Face
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PIT #2 AREA. The maximum highwall height in the Pit #2 area will be approximately
160" at the northern-most point. A 25’ wide bench will be installed immediately
above the top of the Benwood limestone. See the drawing below depicting

configuration of the highwall for is area.
25’ minimum
to the bonded area

Safety Berm
High Wall
Configuration 50’
25°
Step elevations 35
and depths
are shown’ 30°

35

40’ Working Face

POTENTIAL MINE OPENING PIT #3. This may be created for the potential installation of
portals numbers five, six and seven, which are a considered phase II of the mining
project. The maximum depth of Pit #3 Area will be approximately 225’ near the
northeastern side. The elevation of the pit floor will be 850 msl.

25’ minimum
to the bonded area

25°

Safety Berm

27

High Wall Configuration
To pit entry floor

Step elevations
and depths
are shown’ 50°

27

50° Underground
Mine Entry
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10.3

10.4

10.5

UNDERGROUND MINING AREA. The maximum thickness of limestone to be removed during the
underground mining portion will be 25 feet as described in Module 10.1. A 25-foot wide
bench will be maintained at the interface between the Benwood limestone and the
overlying shale/siltstone (approximately 45 feet above the final pit floor). A 25-foot
wide bench will be maintained at the rock/soil interface.

¢)  If mining consolidated rock and the reclamation plan is an alternative to approximate original contour involving restoration
of the pit floor and final working face, identify the total acreage of pit floor and final graded slopes.

The alternative reclamation contours are shown on Exhibit 18. The final
highwall will be achieved via highwall blasting during final reclamation
activities once the underground mining is completed. The pit floor will have a
final reclaimed slope of 1% in a general southern direction to maintain
positive drainage. The total acreage of the pit floor on the exhibits is 14.5
acres.

Existing Structures

Identify and describe the intended use of all existing structures or facilities to be used in connection with or to
facilitate mineral removal activities. (Common existing structures include impoundments, stream crossing
facilities, water obstructions and processing waste dams.)

Several structures designed, constructed, and used for SMP No. 63100401 (Maggie
Lynn Quarry) will continue to be used for this permit. These include Sediment
Pond P-1 and corresponding collection ditches CDb-1, CD-2, diversion ditch DD-1,
the stream crossing for the haul road and the haul road erosion and sedimentation
control structures this includes road ditches RD-1, RD-3, RD-4 RD-6, RD-7, as
well as culvert crossings C-1, C-2 and C-3, , a scale house, a job trailer, and
fuel tanks.

Overburden Piles

Provide a narrative plan for reclamation of overburden piles specifying the timing and extent of overburden piles
returned to the pit and final grading of the overburden pile areas for blending into existing contours.

Due to the nature of the site (limestone quarry transitioning into a limestone
underground mine with a large processing area,) a significant portion of the site
cannot be reclaimed until all underground mining is completed. However,
reclamation of all other areas will be accomplished as much as possible during
surface mining activities. This will surely include mining pit #2 and any area of
pit #1 not used for limestone storage.

Final Grade and Drainage

Identify the final grading and drainage pattern, including topographic contours on Exhibit 18 and a description of
compaction and stabilization techniques. Provide cross-sections or a contour map showing permit line setback(s),
final postmining slopes, postmining watertable and safety benches.

PIT #1 AREA. The final grade proposed for the Pit #1 Area is a straightforward
one, common to stone removal sites. The final contours presented on Exhibit 18
indicate a 3:1 slope will be established along the eastern final highwall
transitioning into a much gentler slope across the pit floor with positive
drainage toward the southwest. The 3:1 slope will be stable and will not require
any safety benches.

PIT #2 AREA. As presented on Exhibit 18 final reclamation of the Pit #2 Area will
replace an existing knoll on the southeast side of the hill with a new constant
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10.6

slope of approximately 20% that will steadily fall toward unnamed tributary “E”.
The projected post-mining water table is depicted on the Geologic Cross Sections.

Compaction of the site prior to topsoil redistribution will be accomplished by
making repeated passes over the backfilled material with the heavy equipment on-
site until the desired compaction is achieved. Stabilization will be achieved by
revegetating the site in accordance with Module 23.

Included with this application are requests to allow Erosion/Sedimentation
controls in after mining completion, a request to allow other than approximate
original contour backfilling and a request to keep the haul road after mining
completion. Copies of these are given as part of Appendix B, and the originals on
file under SMP#63100401.

PIT #3 AREA. This is presented as a potential additional future entry way into
the underground mine. It is deemed as a phase II part of the underground mining
and will not be bonded initially.

Reclamation Timetable

Provide a sequence of operations for the accomplishment of major stages in the reclamation plan demonstrating
compliance with the concurrent reclamation requirements in 25 Pa Code 77.595. Include an estimated timetable
for reclamation which is tied to the mining phases and the termination of mineral extraction.

The expected remaining life of the surface mining operation is less than five years
depending on market conditions. The operation will begin transitioning to
underground mining as soon as this permit is issued. Reclamation of the site is an
on-going process and is staying concurrent with mining as much as feasibly
possible. The face-up area for the underground mine cannot be reclaimed until the
underground mining is completed which, expected to last at least 30 years. The
general reclamation timetable for this site is as follows:

Final Regrading - After the final limestone product has been removed from the pit,
backfilling of the pit will commence. Final regrading should take 1 to 2 months.

Replacing Top Strata - After backfilling is completed, the top strata material
will be spread over the backfill. Top strata materials are those that make up the
subsoil and topsoil which typically make up the A and B soil horizons. Replacement
of the top strata should take approximately one week to complete.

Revegetation - Application of suitable amounts of soil supplements, seed and mulch
will occur immediately following replacement of top strata. Revegetation should
take approximately one week to complete, during the planting season.

Tree Seedlings - Planting of tree seedlings will be accomplished on this area,
designated to be reclaimed as forestland, during the first spring planting season
following the establishment of a satisfactory stand of grasses. Seedlings will
not be planted after May 20 of any year. Planting of seedlings should take
approximately one week to complete.

Reclamation of the face-up area will take place after the underground mining of
limestone has been completed. It will take approximately 6 to 12 months after the
underground mine is closed to complete reclamation. The underground mine openings
will be sealed, and spoil placed against the seals. The general reclamation timetable
presented above will also apply to the face-up area.
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10.7

10.8

10.9

Identification of Toxic Materials

When applicable (e.g., noncoal operation in coal measures) provide a detailed description of the methods used in
the identification of potentially acid and toxic forming materials (boney, rooster, blossom or other inferior coal and
noncoal strata) which will be encountered and separately handled. Correlate and identify these strata in the test
hole data.

Not Applicable. Although the Waynesburg and Waynesburg "A" coal seams were
encountered in some of the drill holes, they are both located above the maximum
highwall height associated with the face-up area and will not be encountered. The
Sewickley Coal found below the Benwood Limestone will not be mined. As a result,
no special handling plan is needed. The Waynesburg coal seam around potential pit
#3 was mined out with the “Bugger No 1” SMP 63110101 between the fall of 2013 and
the summer of 2016.

Special Handling of Toxic Material

When applicable (e.g. noncoal operation in coal measures) provide a detailed description of the methods to
be used in the separation and handling of acid and toxic forming materials. Include transportation, storage,
treatment and return of the material to the backfill. Identify the amount and source of clean fill to be placed
above and below the material and the compaction and other methods to preclude combustion of the material
and prevent groundwater contamination. Indicate all disposal areas on Exhibits 9 and 18.

Not Applicable. Although the Waynesburg and Waynesburg "A" coal seams were
encountered in some of the drill holes, they are both located above the maximum
highwall height associated with the face-up area and will not be encountered.
The Sewickley Coal found below the Benwood Limestone will not be mined. As a
result, no special handling plan is needed. The Waynesburg coal seam around of
potential pit #3 was mined out with the “Bugger No 1” SMP 63110101 between the
fall of 2013 and the summer of 2016. If material that is dark in nature (coal,
dark shale, etc.)is encountered care will be taken to isolate that material as
it is uncovered

Oil and Gas Wells

Where mining activities are proposed to be conducted within 125 feet of any oil or gas well, identify the location
on Exhibits 6, 9 and 18 and provide a description of the activity. Provide a demonstration that the well has been
sealed; or describe the measures to be taken to insure the integrity of the well, access to the well at all times and
the well operator's consent to the proposed activity.

All existing and proposed gas wells, including two wells that were permitted but
not drilled, based on a search of emapPA and on-site reconnaissance, have been
identified and are shown on the table of the following pages. The wells drilled
are shown on exhibits 6.2, 9, 15.2, 16 and 18.

No gas wells currently exist within 125 feet of either the Pit #1, Pit #2 or the
potential Pit #3 areas. The nearest gas well to the Pit #1 Area and the Pit #2
Area is Diversified 0il & Gas, LLC'’s Fitzwater #4 well, permit #125-22693, located
approximately 960’ northeast of the Pit #1 Area and approximately 1,260’ north-
northwest of the Pit #2 Area. The Kriebel Well, permit #125-23187 is located
approximately 610’ east of the potential mine openings of pit #3

Twenty gas wells are located within the limits of the underground mining. Prior

to underground mining within 150 feet of any of the following gas wells, the well
will be surveyed, and applicable barriers will be established.

10-8 Revised: April 2024



Operator / Well Name

Permit No. or ID No.

Coordinates

Map Status

40° 00" 27.4"

Shown on the

Abandoned Gas Well ID #9627 80° 02' 50.2" o
exhibits
Surveyed
. e , 40° 00" 29.7"
Dlver51f1§d 0il & Gas 125-22690 80° 02' 04.9" Shown.op the
LLC / Fitzwater 1 - exhibits
Exhibit
o 1 "
Diversified 0il & Gas 400 OO, 28'2" Shown on the
. 125-22691 80° 02' 18.8 o
LLC / Fitzwater 2 — exhibits
Exhibit
o [] [
Diversified 0il & Gas 400 OO, 19'7" Shown on the
: 125-22692 80° 02' 06.7 s
LLC / Fitzwater 3 s exhibits
Exhibit
. e . 40° 00' 24.8"
Diversified 0il & Gas ° ' " Shown on the
LLC / Fitzwater 4 125-22693 80" 02' 36.5 exhibits
Surveyed
40° 00' 35.2" sh th
Farmline Gas Well ID #FM-2224 80° 02' 20.3" own on the
exhibits
eMap
40° 00' 21.1" Sh h
Farmline Gas Well ID #EM-2227 | 80° 02' 00.0" own on the
exhibits
eMap
. 40° 00' 22.1"
Farmline Abandoned Gas ID #FM-2572 80° 02' 19.5" Shown.op the
Well exhibits
eMap
40° 00' 22.4" sh th
Farmline Gas Well ID #FM-2573 | 80° 02' 34.2" own on the
exhibits
eMap
. 40° 00' 28.1"
Farmline Abandoned Gas ID #FM-2577 80° 02' 04.8" Shown.og the
Well exhibits
eMap
40° 00' 25.3" Sh h
Historic Gas Well ID #538 80° 02' 23.5" own on the
s exhibits
urveyed
o [] "
Historic Gas Well, No 400 OO, 19'8" Shown on the
ID #539 80° 02' 07.5 A
Record exhibits
eMap
4 o ] .an
Plugged Gas Well ID #R-88 88° 82, 28 2" Shown on the
Emap Historic Well #617 436-B-WAS e exhibits
Exhibit
40° 00' 24.8"
. . ID #R-89 Shown on the
Historic Gas Well 80° 02" 4"
443-B-WAS . 92 4 exhibits
Exhibit
40° 00' 18.5"
Plugged Gas Well ID #M-142 80° 01' 57.2" Shown on the
330-B-GRE D exhibits
Exhibit
40° 00" 18.1"
Plugged Gas Well ID #M-176 80° 02' 09.1" Shown on the
446-B-WAS c . exhibits
Exhibit
. . 40° 00' 18.7"
Hist G Well
istoric Gas Well, No ID #625 80° 01' 55.0" Shown on the

Record

eMap

exhibits

Abandoned Gas Well

40° 00" 11.3"
80° 01' 43.0"
Exhibit

Shown on the
exhibits
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Operator / Well Name Permit No. or ID No. Coordinates Map Status
Kriebel Wells Dissolution 40° 00" 08.1" Shown on the
Co. LLC / J. Kosky 125-23187 80° 02' 06.5" S
Contracting 001 Exhibit exhibits
Kriebel Wells 40° 00' 07.4" Shown on the
Dissolution Co. LLC / 125-23818 80° 01' 52.6" g
Kosky J & S 001 Exhibit exhiblits
. . 40° 00' 17.5"
Kriebel Minerals, Inc. / 125-23819 80° 01' 45.1" Not shown on the
Kosky J & S 002 Not drilled eMap ’ exhibits
° v "
Kriebel Minerals, Inc. / 125-23201 280 88, 12'2" Not shown on the
J. Kosky Contracting 002 Not drilled eMap ’ exhibits

10.10 Welis, Exploration Holes and Bore Holes

Identify the type and location of wells, exploration holes, bore holes and monitoring wells and provide a
description of the manner in which each will be cased, sealed or otherwise managed.

All exploration holes and boreholes were drilled using an air rotary drill and were
sealed by backfilling the entire depth of the hole with drill cuttings. Any holes
that are drilled in the future will be sealed in accordance with regulation. The
exception is the monitoring well NW-1, as it was buried and is no longer accessible.
Four additional monitoring wells have been added and are shown on the exhibit 6.2.
Three are MW-TH-2, MW-TH-4, and MW-TH-6. Also, MW-WPW has been added. It is the
wash plant well located on the Hawkins permit. This well will monitor the water
level in the Clyde Mine.

Any bore hole that intercepts the Clyde Mine or the proposed mining area will be
backfilled with portland cement-based grouts, “bentonite” clay or a combination of
these substances. It is known that MW-WPW does intercept the Pittsburgh mine void
and would also be sealed with one of these grout combinations.

10.11 Underground Mines

Where proposed surface mining activities will be conducted within 500 feet of any point of either an active or
abandoned underground mine (coal or noncoal), provide a description of the nature, timing, and sequence of
the operation. Identify the location of each underground mine opening and the manner in which the opening will
be sealed or otherwise managed including appropriate cross sections and design specifications for mine seals.
Provide a description of the potential hydrologic impacts of the proposed activities, the effects on the existing
groundwater system, and the effect the proposed activities will have upon abatement of pollution or the
elimination of hazards to the health and safety of the public.

The Benwood Limestone is stratigraphically located in the middle of the
Pittsburgh Formation, closely overlying the Sewickley coal seam. The base of the
Benwood Limestone lies approximately one hundred thirty (130’) feet above the
Pittsburgh coal seam which was room and pillar mined under the entire permit area
(MonValley Steel - Clyde Mine). The Waynesburg coal seam lies approximately one
hundred seventy (170’) feet above the top of the Benwood Limestone. The
Waynesburg coal seam appears to have a few very small country bank mines in it,
but it has not been extensively underground mined in this area. There is an entry
into the country bank mine near sample point 9 on the eastern branch of Unnamed
Tributary “D”. A second entry is located just upstream from sample point 5 on
the eastern branch of Unnamed Tributary “E”. The third Waynesburg entry is
located in the northwestern corner of the proposed permit area and is identified
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as sample point 72. This entry is in association with Unnamed Ephemeral
Tributary “H”. No existing or abandoned underground mines will be encountered at
his operation so no mine seals are proposed.

The proposed activities should have little if any effect on the hydrology of the
region due to the relatively small area of the job. Likewise, the effects on

groundwater should be minimal since no potentially acidic or toxic producing
materials will be encountered.

Please also see Module 8 and Module 15.6 for a more thorough discussion on the

hydrology and potential impact to the “"Clyde” Pittsburgh coal seam underground
mine.

10.12 Public Highways

Where opening or expansion of pits are proposed within 100 feet of the outside right-of-way of a public highway,
or a relocation of a public highway is proposed, identify the name and section of the public highway involved, a
description of the activities to be conducted and detailed plans and cross-sections of the proposed activities.
Include the written approval of the government agency having jurisdiction over the highway.

(Note: If the initial public notice advertisement does not contain a notice of the variance request, attach the proof
of publication for advertisement of the variance.)

No surface mining activities are proposed within 100 feet of any public highways.
PennDOT was contacted regarding the proposed underground mining under SR 2041 (Morey
Road) in both 2018 and 2020. The materials submitted in 2020 include the PennDot reply

of 2018. These materials are given as part of Appendix E.

10.13 Public Parks and Historic Places

Where the proposed mining activities may affect any public park or historic place, provide a demonstration of the
measures which will be taken to minimize or prevent adverse impacts.

Not Applicable
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10.14

10.15

Utilities

Where the proposed mining activities may adversely affect services provided by oil, gas, and water wells; oil and
gas pipelines; railroads; utility lines; and water and sewage lines, provide a demonstration of the measures which
will be taken to minimize or prevent these impacts. wWith regards to the surface mining portion of
this permit:

The (formerly Equitrans now Peoples) 2" line (WM 102) that was in the surface
permit area has been relocated parallel to the Equitrans 16" line (H-103) that
runs NW to SE. An abandoned portion was mined out by Neiswonger Construction,
Inc. as surface mining progressed through the abandoned 2” gas line. An Agreement
with John Kosky granting permission to relocate the line is dated December 23,
2010. A pipeline Easement and Right of way agreement is dated January 2011, and
transfer rights to Neiswonger Construction Inc. was completed on July 24, 2012.
All agreements are shown in Appendix C. on pages C-1 to C-15, and the originals on
file under SMP#63100401.

The operator received agreements with (formerly Equitrans now Peoples), Equitable
Gas (gas line since removed) for haul road crossings. The agreement to John Kosko
January 5, 2011 and the transfer to Neiswonger Construction Inc are shown in
Appendix C. on pages C-18 to C-25, and the originals on file under SMP#63100401.

The (formerly Equitrans now Peoples) H-103 16" gas line will be protected by
maintaining a 25' wide barrier between excavations and the pipeline. A 40' wide
berm/topsoil storage area will be maintained. The variance agreement dated July
2, 2012 is included in Appendix C. on pages C-26 to C-34, and the originals on
file under SMP#63100401.

The operator has received a variance for haul road and relocation agreement with

the Kreibel dated July 5, 2012. This is in Appendix C on pages C-35 to C-41. The
Kreibel gas distribution line running west from the J. Kosky Contracting 001 gas

well (permit #125-23187) has been abandoned. The documentation of this was given
via Email and is on page C-42, and the original is on file under SMP#63100401.

With regards to the underground mining portion of this permit:

There is no public sewage within the boundary of the underground permit.

A certified letter was sent to the Southwestern Pennsylvania Water Authority given
in Appendix C pages C-43 to C-45. The original copy of their response is on page
C-46.

A certified letter was sent to West Penn Power. That letter is in Appendix C on
pages C-47 and C-48 There was no response to this inquiry.

A brief report that gives the sizing of the pillars and the depth to limestone
requesting a waiver to take limestone under SR2041 has been sent to the
Pennsylvania State Department of Transportation. As mentioned in section 10.12,
copies of this documentation are given in Appendix E.

Bonding Calculations

Attach a completed Bond Calculation Summary-Noncoal for consolidated (5600-FM-BMP0474) or unconsolidated
(5600-FM-BMP0473) material (sand, gravel, shale, soil). Complete a Bonding Increment Application and
Authorization To Conduct Noncoal Mining Activities (5600-FM-BMP0304).

Please see the completed Bond Calculation Summary-Noncoal for consolidated material
(5600-FM-BMP0474) and the completed Bonding Increment Application and Authorization
to Conduct Noncoal Mining Activities (5600-FM-BMP0304)in Appendix A.
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MODULE 10 Appendices

APPENDIX A. Bonding Information

APPENDIX B. Request for Items to Remain After Mining

APPENDIX C. Gas Company Agreements, Power & Water Notifications

APPENDIX D. Pipeline Crossing Agreements (2023)

APPENDIX E. PennDot Submission
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5600-FM-BMPQ304 Rev, 1012012

pennsylvania
IE .M?M DEPARTMENT OF ENVIRONMENTAL PROTECTION peduEoy
BUREAU OF MINING PROGRAMS No.
BONDING INCREMENT APPLICATION AND Band No.
AUTHORIZATION TO CONDUCT Filing Fee
NONCOAL MINING ACTIVITIES < :
Date Rocolved
Instructions

No portion of the pemnil area shall be affected by noncoal mining activities unless the operator has pravidad a bond to the
Department and the Department has approved the bond and Issued a written autharization to affect such area,

Submit the original of this application and two copies. The affidavit {Past F) must be properly signed and executed.

Include proper bond endorsemeant documenis for the type of bond being used.
Part A GENERAL

Applicant  Nelswonger Construction, Inc. Mine Drainage Permit No
Address 17592 Route 322 or
Surface Mining Permit No. 83182001
vills, PA_16258 Operation Name  Maggia Lynn Underground Permit
Telephon  814-784-3455% Municipality Deemsion Borough
e
County  Washingtan
Name of Landowner Municipality County Acres to be Affected
John Kosky Contracling, Inc. Deemston Borough Washington 98.9
John and Stacy Kosky Deemslon Borough Washington 4.8
Clyde Holdings, Inc, __Deemslan Borough Washinglon 5.3

PartB Consent of Landowner Form (check appficable)

R The Consent of Landowner Farm is attachad and it has bean recorded with the Recorder of Deeds. Clyda Haldipgs, Ine,
John Alan & Stacy A Kasky

03 The Consent of Landowner Form was filed with Bonding tmtement and Mining Authorization No. The otig!nal Cqmnn
of Landowner Forms for John Kosky Contracting Inc. & inc. are on file under SMP
ned Joinlly by John and Stacy Kosky will be filed undu SMP #63182001 and it has been rewrded wi!h thﬁ
Recorder of Deads.

[J Not filing Consent of Landowner Form bacause lease was in existence prior fo January 4, 1972, Operator must
provide 1) a trus and correct copy of the lease; 2) execute & Consent of Landowner Form as Lesses; and 3) provide a
Chaln of Title for the Lesse. The lease, Consent of Landowner Form, and Chain of Title have been recorded with tha
Recorder of Deeds.

PartC Map

Altach a copy of Exhibit 8. Operations Map indicating sach area where mining authorization has been granted, and tha
area whare this bonding incrament approval and mining authorization is being requested.

PartD  Additional iInformation
1, Are you revising your erosion and sediment control plan? Oves & No
if yes, briefly describe the revisions and complete the appropriate modules and submit with this apglication.

2.  Briefly describe any proposed revisions to the surface mining pemmit. Includa application modules and plans for the
revision and professional cerlification whaere apprepriate. If the revisions are subject to public notlce or a siream or
road varance is being requosted, the proof of publication must be subsiited lo the Dapariment prior to any mining
authorization being granted.

3.  Are you modifying your spproved biasting plan for this bonding incremani? COyes X Ne
1.
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$600-FM-BMPOI0S Rev. 1W2012

PartE Bonding
Type of Bond O sumsty [ Coliateral [ PiLB Other {Specify)

Bond Amount

1.  Bonding Calculations - Consolidated Noncoal
is the Bond Calculation Summary {5600-FM-MR0474) for consolidated Noncoal mining operations attached?
B ves [Jno

2,  Bonding Calculations — Unconsolidated Noncoal (sand & gravel, unconsoiidated shale, clay, etc.)

is the Bond Calculetion Summary (5600-FM-MR0473) for unconsolidated noncoal mining operations
attached? [] Yes [ No

3. Bond calculation is nol applicable with this submittal, [[] Date of cuent bond calculation June 1, 2023 .

PartF  Application Fee

There Is a fee required under 25 PA Code Chapter 77,106 for each bonding increment application. The fee ks $450. is
the fee being submitied with the application? [ Yes X No

PartG  Affidavit
Commonwealth of Pennsytvania, County of Clarion

{, vincent C. Nelswonger belng duly swom, according to law, deposa

and say that | (am-the-applisant) (am an officer or officlal of the applicant) (have-the-autherly-to-make-this-application)
and that the plans, reports and documents submitted as part of tha application are trus and correct 1o the best of my
knowledge and belief. | am awarc that there are significant penalties for submilling false information, including the
possibility of fine and imprisonment. (cross oul inapplicable portions in parenthesis)

Swom and Subscnbed to Before Me This

W oo  NOV 2023 W

(month) {year) Signatura of Applicant or Responsible Official

Vincent C. Neiswonger

Nama (Typed)
President S 7 17952 Route 322, Strallarwiile, PA 16258
Title and Seal Address

Commenwaalth of Pennsyivanis - Natary Seal
Marissa R. McClain, Notary Publ
Clasion County
My commieaion expiras February 8, 2025
Commissionnumber 1305487

Meniber, Pemmsyivania Association of Nolares
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5600-FM-BMP0474 12/2013 COMMONWEALTH OF PENNSYLVANIA

DEPARTMENT OF ENVIRONMENTAL PROTECTION
l@% m:%&miwu BUREAU OF MINING PROGRAMS
' PROTECTION

BOND CALCULATION SUMMARY-NONCOAL CONSOLIDATED
These are phase One bond Calculation using the 2024 BRGs

Permittee: Neiswonger Construction, Inc. Date: April 2024
Permit#: 63192001 |Mine Name: Maggie Lynn Underground Mine
Mnicipality: Deemston Borough County: Washington
(see aﬁagl'?:éa:;?:ulations) Quantity Units Rate $/Unit Bond Amount
g“fr:é?r?gx::e(tﬁib ':)'"°’ 9.5 Acres $3,500 $33,250
Support Area (revegetation) 54.8 Acres $1,830 $100,284
Earthmoving (>500'/<1000’) 107,341 Cubic yards $2.50 $268,353
Earthmoving (<2500") 42,674 Cubic Yards $3.04 $129,729
Highwall Blasting
Up to 20 ft Height 0 Linear foot $10 0

>20 up to 30 Height 670 Linear foot $20 $13,400

>30 up to 40 Height 700 Linear foot $40 $28,000

>40 up to 50 Height 1030 Linear foot $55 $56, 650

>50 Height Linear foot $75
Mine Sealing 4 Calculation $44,696 $178, 784
Ponds 2 No of Ponds $3,800 $7,600
Demolition of Structures Lump Sum Calculation $24,048
Large Tires 40 Each $300 $12,000
Other Costs — Mine borehole Seal See A-8 Filling cost/ft. 363/ ft. $8,153
$1,850 min

Other Costs — Replace Riparian 8.3 Acres $2,250 s18, 675
Buffer
tor;r:r Costs — Replant Forest land 38.0 Acres s f? 80) $25,840
Topsoil to Pit #2 7,583 Cubic yards $2.50 $18,958
Subtotal $923,724
Mobilization/Demobilization Lump Sum Calculation 4% $36,949
Total Reclamation Cost 7960, 673

- Bonding based on Noncoal Bond Rate Guideline (BRGs) dated April 1, 2024
- Bond rates are for phase one of the mining and do not include Pit

A-4
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Date of Calculation |

Neiswonger Construction,

Revised April, 2024

1

| County Washington

|

Inc. - Maggie Lynn Mine Underground Mine

] Bonding Qmma
T T!ezat number of acres bondedfi:r mnng] O
| f High wall H eight |
- Total numiber of acres bonded for support|
B i Category E Dollar amotint N
| _[Mining Ar!ea 9.5 acres ] [ $332%0 |
M - _ [Support Area 54 8 acres i3101‘.),284 ]
B  |ond s beckT s , §398.082
H - Redanat!ion for unconsolidated material )
jr | Blaslmti) achieve reclamation siopes $98.050 :
e : i
- - Secﬁmﬂﬂti Pond and Treatment Pond Ct?a l $7.600 4
| |CargeTires 1 | $12000) |
__|Load/ Haull Dump/Grade Pit #2 Topsoi $18958 |
k_ ~ [Mine Earlehde sealing costs $8,153 “7_‘; ]
| ~ |Costto re!place Riparian Buffer $18,675 _T“ ]
| Costto re:ptant forrestland trees $25.840 { ]
" Demolition Costs {Enter costs estimated using |
L |Means H:eavyConstmction Costs) e |
}__ | ISub Tota: $923.724 T
| ohiizsn Cons l —S%%9 | “7‘
TOTAL BOND LIABILITY $960,673 :
__EXISTING BOND ON SITE ol
ADDITIONAL BOND RE QUIRED sse06s| 00 ]
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Neiswonger Construction, Inc. - Maggie Lynn Mine Underground Mine

PIT #1 - Highwall Blasting
l i Use separate calculation foreachpit | |
8] pit length(ft
| pit Width()
Ol pit Depth(f)
O|Cubic feet]
42,674 |Cubic Yards

$129,729|Bac kfilling Cost Pit #1 @ $3.04/c.y. 129,729

Pit #2 - Please see the attached calculations

Use separate calculation for each pit | (

| l
i _ Olpitiength(m)
~ Olpitwidinm
RS 0] pit Depth(®)
0|Cubic feet]
107 ,341|Cubic Yards
$268,353 Bacifilling Cost Pit #2 @ $2.50/c.y. 268,353

——
SRR o
o

| | Use separate caiculation for each pit

7 dlpitiengtnm
Width(#)
it Depth(ft)
Cubic feet]
Cubic Yards
Backfilling Cost Pit #3

8lole

Total cubic yards

Total Bond Amount for Backfilling: | $398,082 '
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Neiswonger Construction, Inc.
Maggie Lynn Underground Kine

— S B
| Blastu}ag tioAchiev]e &cmnmtmnJ i SItlpe I j
i 1] I i ! i |
Calculated x;sing the length ofthe highwall or bezltch mutﬁpﬁed! by the height[ of the highwall or bench
Highwall/ibench Height (feet) — 1”"“’;:'2?”‘9”:“”.;:?"“&“0“ - Cost
up to Lo feet MH
Greater than mibmmman 30 m
Greater than Mlbm tess than 40 528,000
Greater than wlbm less than 50 356 650|
g R i ot A
ot LD Bench 1mea;;:o; “@h;un:t: :emsenon 4 Cost
um:[m feet m
Greater than mlbm tessthan 30 m&
Greater than 3o§bm lessthan 40 “j
Greater than w[but fessthan 50 50
50 feet %r greater $0
Total Cost to blast in order t achieve reciamation oI $98.050

Revised: April 2024



Neiswonger Construction, Inc. - Maggie Lynn Mine Underground Mine

‘ i [
T “ — _ - - ’V o "‘i""“" 2 'T o
| [ I ]
Cropland Soil Reconstmctlon Costs ﬁ
———. =S = — ——— e |
I - T S S E—
_ 1 — N
___0iPrime Farmiand Ages . | N N I
_0|Sqil Thickness () - ) o
0.0{Cubic Yards - I I R
$0.00(Total Topsoil Handling Costs |
___——_ e
Pond Removal »
l [ 1 T T ]
2|# of Sediment Ponds to be Removed
_|# of Treatment Ponds to be removed

Total cost for removing Sediment Ponds

$0.00 Total cost for removing Treatment Ponds

Jomi | |

—

——

‘mLumber of Tires

512 ,000.00| Total Cost

OTHER COST - BOREHOLE SEAL

Borehole Hole Depth x6.5(cost) Total (1,850 min)
TH-2 255’ $1,658 $1,850
TH-4 305’ $1,983 $1,983
TH-6 380’ $2,470 $2,470
WPW Approx 230’ $1,495 $1,850

TOTAL $8,153
A-8
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Neiswonger Construction, Inc. -

Maggie Lynn Mine Underground Mine

Maximum Pit #2 Volume - Between Gas Line and UNT E

Perpendicular to the Topographic Contours

Final Reclaimed Surface

0 14y | T ~
| T —
’ :68' : ; T T — —_—
—25 a5 ! I ! '5$ ! T —— e
l } '87l ' . :-v% % el
s=]| 0| Fihved | Low Wall Void '} _
30 | 113 Backfilled Spoil
{ I
-25 %o,
40' I 30.0°
Pit Floor e
~ 120'
1" = 60'
(Average Pit Width = 100"
Max Pit Floor Void = [((127'+113") / 2) x 120' x 100] + 27 = 53,333 Cubic Yards
1st Bench Void = [((98'+87) / 2) x 25' x 100'] + 27 = 8,565 Cubic Yards
2nd Bench Void = [((77'+68") / 2) x 25' x 1007 + 27 = 6,713 Cubic Yards
3rd Bench Void = [((50'+42') / 2) x 25' x 100'] + 27 = 4,258 Cubic Yards
Low Wall Void = [({(113'"2) x (sin 83.8°) x (sin 60.0°)) /(2 x sin 36.2°)) x 1007 + 27 = 34,471 Cubic Yards

TOTAL

Pit #2 Spoll Load / Haul / Dump / Grade (>500' / <1000') unit rate = $2.50/yd®

107,341 y&® X $2.50/yd" = $268,353

Pit #2 Topspoil Load / Haul / Dump { Grade (>500' / <1000') unit rate = $2.50/yd>
4.7 acres needing 1 ft. of topsoil material

(4.7 acres X 43,560 ft¥/acre X 1 ft. topsoif) / 27 = 7,583 yd®
7,583 yd® X $2.50/yd° = $18,058

of topsoil

= 107,341 Cubic Yards

Revised 6/2023; 11/2023
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Neiswonger Construction, Inc. - Maggie Lynn Mine Underground Mine

Highwall Backfilling Cost

280’ section of Pit#1 to be backfilled

\\ Quarry Floor

—_— 4

Area to be backfilled over 280’

Area = ¥%bh = %(TAN 35°) x 170' = %4(.7) x 170 = 10,115 ft>The area is reduced by the
benches

8,925 ft2 - (25'120') - (25'x80") - (25'x40") = 4,115 12

Area in cubic feet
4,115 ft2 x 280' = 1,152,200 f3 or 42,674 yd®

Pit #2 Spoil Load/ Haul/Dump/Grade (RS Means 31 23 23.30 9014) unit rate = 53.04/yd3
42,674 yd x $3.04/yd> = $129,729

Added 11/2023
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Neiswonger Construction, Inc.
Maggie Lynn Underground Mine, Permit #63192001
Deemston Borough, Washington County

Mine Sealing Bonding Calculations

Bonding for the mine seals are based on four portal openings that are 25’ x 35’ in size. All
calculations are for the mine seals to be 26’ x 36 in size. The seals are to be placed 10 feet
inside the portal openings. There will ten feet of fill within the portal opening and which will
have a 2:1 slope. A diagram of the completed mine seal is given below and a PE Certified design
is shown on page 15-21.

Existing Highwall
Fill outside of existing highwall il 'y
installed at an approx. 2:1 slope = Mine Seal
BE 25’
] v
+—— 5 >+— 10 —»

Fill Material and Earth work to be done at a single portal is calculated as follows:

10’ x 25’ x 35" = 8,750 ft* in addition to % x 50’ x 25’ x 35’ = 21,875 ft3

The Total amount of fill to be installed is 8,750 + 21,875 = 30,625 ft3 or|1,134 yards of fill.

Masonry work to be done with the installation of the mine seal wall.

The wall with each mine seal is to be 26’ feet high extending into the portal roof, and 36’ in
width extending into the side wall.

The total square footage of the wall is 26’ x 36’ =|936 ft2
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Concrete work to be done with installation of the mine seal.

The concrete base will consist of a footer 18” x 30” in size under the concrete block wall. In
addition, there will be grout of 1” to 2” between the block wall and the concrete blocks are to
be fill with grout. Based on the square footage of the mine seal there are 2106 (8" x8”x16”
concrete blocks) the would make up a 36’ x 26’ double side wall. The grout fill in each lock are
two (5” x 6” x 8”) opening in each block.

Concrete foundation volume

30" x 18” x 36’ concrete foundation is 2.5’ x 1.5’ x 36’ = 135 ft3 or 135 or 5.0 yards

Concrete blocks full of grout. Two cells per block, each cell 5”x 6” @ 8” in depth

2(5/12 x 6/12 x 8/12) = .2778 ft3 per block with 2106 blocks = 585 ft3 or 21.7 yards

Grout in Cavity between blocks using a 2 inch average

2/12 x 26 x 36 = 156 ft3 or 5.8 yards

Total Concrete and grout to be used: 5.0 + 21.7+ 5.8 = 32.5 yards

Total Bond per mine portal per table 2. Mine sealing bond rates schedule, March 13, 2021

Fill Material and Earth work $19.00 per yard x 1,134 $21,546
Masonry work $16.50 per ft2  x 936 $15,444
Concrete work Sl14 peryard x32.5 $3,705
Concrete blocks $1.90 per block x 2106 $4,001

Total Bond per Seal $44,696

Total cost to bond all 4 portals 4 x $44,696 $178,784
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Neiswonger Construction, Inc.
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APPENDIX B. Request for Items to Remain After Mining
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COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION
NEISWONGER CONSTRUCTION, INC.
MAGGIE LYNN UNDERGROUND MINE, SMP #63192001

Request To Allow Erosion/Sedimentation Control Structures
To Remain Following the Completion of Mining

Upon completion of mining activities on the John Kosky Contracting, Inc. property
in Deemston Borough, Washington County, identified as property _ 1 __on Exhibit maps
prepared in conjunction with the Maggie Lynn underground mine, SMP #63192001, for
Neiswonger Construction, Inc., | do hereby request that sedimentation pond P-1 and its
associated collection ditches be allowed to remain in place following the completion of
mining activities. | agree to be responsible for all maintenance and liability on the
erosion/sedimentation control structures at the completion of the mining operation.

By:
STATE OF PENNSYLVANIA :
. 88
COUNTY OF /4}[691‘&;/ :
Onthis,the 4" day of Aowalts 2023, before me, the

undersigned Notary, personally appeared, John A. Kosky, who acknowledged himself to
be the President of John Kosky Contracting, Inc., a corporation, and that he as such
officer, being authorized to do so, executed the forgoing statement on behalf of the said
corporation.

IN WITNESS WHEREOF, | hereunto set my hand and official seal.

oy

—
Commanwealth of Pannayivania - Notary Seal gd"lﬁﬂ. T . M'f ar
Steven J. Dobis i, Notary Public
Allegheny Counly
My commisslon expires Movembaer 7, 2025
Commission number 1040838
Mambaes, Pennsyivanis Assoclstion of Nelanes
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COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION
NEISWONGER CONSTRUCTION, INC.
MAGGIE LYNN UNDERGROUND MINE, SMP #83182001

Regquest To Allow Other Than Approximate Original Contour Backfiiling

I, John A, Kosky , am the President of John Kosky Contracting, Inc. which s the
property owner of a tract of land in Deemston Borough, Washington County, identified as
property #1 on maps prepared in conjunction with the Neiswonger Construction, Inc.
Maggie Lynn underground mining permit # 63192001, | do hereby consent to a post
mining contour variance from approximate original contour to the proposed post mining
contours depicted on the Maggie Lynn Quarry Exhibit 18: Land Use and Reclamation
Map. This variance supersedes the variance | signed on July 26, 2012 and May 3, 2019
as my future plans for the site have changed due to (a) significant changes in the mining
operation under SMP#83100401 and (b) the current proposal for the “long term” Maggle

Lynn Underground Mine, SMP#63192001

(signature)
ohn A
(print)
ammenweiih of Panasyivania - Sesl
STATE OF PENNSYLVANIA : Harasar wecian, um'ﬁ'f'-’:m
. 88: Ay commiseion expires February 8.
! . Commission number 1305487
COUNTY oF _cmm——— ' Wombor, Ponnuyivatia ARsatinion of Notries
Onthis,the __ 9 dayof __ U, 2023, before me, the

undersigned Notary, personally appeared, John A. Kosky, who acknowledged himself to
be the President of John Kosky Contracting, Inc., a corporation, and that he as such
officer, being authorized to do so, executed the forgoing statement on behalf of the said
corporation.

IN WITNESS WHEREOF, | hereunto set my hand and
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COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION
NEISWONGER CONSTRUCTION, INC.
MAGGIE LYNN UNDERGROUND MINE, SMP #63192001

Request To Allow Erosion/Sedimentation Control Structures
To Remain Following the Completion of Mining

Upon completion of mining activities on the John Alan and Stacy A. Kosky
property in Deemston Borough, Washington County, identified as propety _ 5 on
Exhibit maps prepared in conjunction with the Maggie Lynn underground mine, SMP
#83182001, for Neiswonger Construction, Inc., We do hereby request that the haul road
and its associated collection ditches be allowed to remain in place following the
completion of mining activities. We agree to be responsible for all maintenance and
liability on the erosionfsedimentation control structures at the completion of the mining

operation.
Stacy A. Kosky
(print)
STATE OF PENNSYLVANIA :
: 88
COUNTY OF Alestany ;
i
Onthis,the €' dayof Mwenler _, 2023, before me, the

undersigned Notary, personally appeared, John Alan Kosky and Stacy A. Kosky, known
to me (or satisfactorily proven) to be the persons whose name is subscribed to this
document, executed the forgoing statement.

IN WITNESS WHEREOF, | hersunto ﬂly hand and official seal.

Commonwgalih of Penn; yivania - Notary Se
Stavond, Dobiell Notary Pubtic

Allegheny Coun
Mmebeionmrzst:ymr?,ms S e j b‘ba‘: o
Commission number 1040838
Mambet. Panneyivania Assoaiation of Notarios
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COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION
NEISWONGER CONSTRUCTION, INC,
MAGGIE LYNN UNDERGROUND MINE, SMP #63192001

Request To Allow Electric Poles and Lines
To Remain Following the Completion of Mining Activities

Upon completion of mining activities on the Clyde Holding, Inc. property in
Deemston Borough, Washington County, identified as property _ 2 _on Exhibit maps
prepared in conjunction with the Maggie Lynn underground mine, SMP #83192001, for
Neiswonger Construction, Inc., | do hereby request that the electric poles and lines
supplying electrical service to this property remain in place following the completion of
mining activities. | agree to be responsible for all maintenance and liability on the
electrical structures at the completion of the mining operation.

C oldi nc.
Landowner

By:ww

(signature)

Vincent C. Neiswonger, President
(print)

Commonwealth ol Pennsylvanla - Notary 8aal
Marisga R. McCilain, Notary Pub)
STATE OF PENNSYLVANIA d Cation County
88| Mrommsn e ety 208
A r n
COUNTY OF _Cﬂﬂﬂ’l__ : Mamber. Pennsyivania Associalion of Notarios

Onthis,the _ |A  dayof _NAMIDAL | 2023, before me, the

undersigned Notary, personally appeared, Vincent C. Neiswonger, who acknowledged
himself to be the President of Clyde Holding, Inc., a corporation, and that he as such
officer, being authorized to do so, executed the forgoing statement on behalf of the said

corporation,
IN WITNESS WHEREOF, | hereunto set my hand and gfficial seal.
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COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION
NEISWONGER CONSTRUCTION, INC.
MAGGIE LYNN UNDERGROUND MINE, SMP #83182001

Request To Allow Electric Poles and Lines
To Remain Following the Completion of Mining Activities

Upon completion of mining activities on the John Kosky Contracting, Inc. property
in Deemston Borough, Washington County, identified as property _1__on Exhibit maps
prepared in conjunction with the Maggie Lynn underground mine, SMP #63182001, for
Neiswonger Construction, Inc., | do hereby request that the electric poles and lines
supplying electrical service to this property remain in place following the completion of
mining activities. | agree to be responsible for all maintenance and liability on the
electrical structures at the completion of the mining operation.

By:
(print)
STATE OF PENNSYLVANIA ‘
‘ : 88
county oF _Alleg heay :
b
On this, the 39’ day of Nm ber , 2023, before me, the

undersigned Notary, personally appeared, John A. Kosky, who acknowledged himself to
be the President of John Kosky Contracting, inc., a corporation, and that he as such
officer, being authorized to do 8o, executed the forgoing statement on behalf of the said

corporation.
IN WITNESS WHEREOF, | hereunto set my hand and official seal.
yay.
Abdary Publie

o Pennsyiania - Notary Seal
Staven J, Dobis I, Notary Public

Commission numbsr 040636
Mambar, Pennsylvania Association of Notaries
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COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION
NEISWONGER CONSTRUCTION, INC.
MAGGIE LYNN UNDERGROUND MINE, SMP #63192001

Haul Road Request

We, John Alan Kosky and Stacy A. Kosky , are the property owners of the land
situate on the above referenced mine site. | request the haul road constructed on my
property remain permanent after mining. We agree to be responsible for all maintenance
and liabliity on the haut road at the completion of the mining operation.

{print)
By: o
(sighature) 6
(print)
STATE OF PENNSYLVANIA 2
: 88:
COUNTY OF /) Hoghuoy ;
Onthis, the &' day of Moveaber 2023, before me, the

undersigned Notary, personally appeared, John Alan Kosky and Stacy A. Kosky, known
to me (or satisfactorily proven) to be the persons whose name is subscribed to this
document, executed the forgoing statement.

IN WITNESS WHERECF, | hereunto set my hand and official seal.

= LD L

o Panngy
Staven J. Db ”m ”'-"Ws'hl
1 Myﬁommimgmm.“w'ml :
- MIbnw”me 02
nbsr, Pennayive

nla Assoclaflon of Notarios
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Commonwealth of Penneyivania
Depariment of Environmental Protaction

Application No. (Dept. use only)

NON AOC REQUEST

Re: Neiswonger Construction, Inc.
Maggie Lynn Mine
SMP 63100401
Deemston Borough
Washington County

To Whom it May Concern:

|, the undersigned properly owner, do hereby request that the above
referenced operator backfill our property to other than approximate original
contour during reclamation of the site. We are requesting that final slopes t be
3H:1V or more gentie, when mining activities By them are completed. | will
assume responsibility for maintenance and lability of the properly when the

above referenced operator's bonds are released.

I understand that the Surface Mining Conservation and Reclamation Act
obligates the above referenced operator for liabillly for at least five years

following and the proposed land use will be developed and
ma/i%d h at least the fifth year following reclamation.
(Signature)

Pennsylvania
Courty of
Sworn and subscriped to before me this M dayof@ 2042,

Commormcalih of Pennsyivania

hey Cornmisaion Expine) Movessiber 07, 013
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COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION
NEISWONGER CONSTRUCTION, INC.
MAGGIE LYNN UNDERGROUND MINE, SMP #63192001

Hau! Road Request

I, John A Kosky . am the President of John Kosky Contracting, Inc. which is the
property cwner of the land situate on the above referenced mine site, | request the hau!
road constructed on my property remain permanent after mining. | agree to be
responsible for all maintenance and liability on the haul road at the completion of the

mining operation.
By:
Commonwealth of Pannuylvania - Notery S48l
STATE OF PENNSYLVANIA : m“méﬂ&m;m Pustic
- I —C g
COUNTY OF _CML[QU_ “Mamber, Pennayivoria Asaocieiion of Notanes

On this, the 9 day of i IU!E , 2023, before me, the
undersigned Notary, personally app John A. Kosky. who acknoudedged himself to
be the President of John Kosky Contmcting. Inc., a corporation, and that he as such

officer, being authorized to do 80, executed the forgoing statement on behalf of the said
corporation.
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NEGATIVE PRIME FARMLANDS & HAUL ROAD TO REMAIN
LANDOWNER STATEMENT

To: Commonwealth of Pennsyivania
Department of Environmental Protection
Bureau of District Mining Operations

RE: Pennsylvania Coal Reclamation, Inc. -~ Maggie Lynn Quarry

I, John A. Kosky, am the President of John Kosky Contracting, Inc. which is the
property owner of a tract being located directly north of Deemston, south of
Buckingham Road (SR 2024} and west of Morey Road (SR 2041) in Deemston
Borough, Washington County, PA. Pennsylvania Coal Reclamation, Inc.
(operator), plans to operate a large non-coal surface mine site on my property
where they will be axcavating and storing topsoll. | hereby state that the areas
shown as prime farmiand within the permit area have NOT produced a crop for
five (5) or more of the last ten (10) years. A large portion of the prime farmiand
soll has been supporting mature trees for many years. Consequently, its prime
farmland designation is negated.

in addition, | uld like the constructed haul road into my property to remain post
gV | can continue to have suitable access into my property.

I it gskye— President of John Kosky Contracting, Inc.
-:; ?‘:{2‘0 5 voy -‘; "'fg
S RIS SR o
P 4 ,j_ﬁ_f:f" 65‘_?
j‘V( 'BN_\?‘;\‘&?
Notary " e o
& [ ’ ‘.“'r
' i F
4
County of Mlesl\e«}( e .
¥ b

Before me, the undersigned notary, personally appeared John A. Kosky, known
to me (or satisfactorily proven) to be the person subscribed to in this instrument

and who executed the same, this _2 8"
day of (chber , 2010.

-'*"“"'” X
R e
BRG0P Cos of bt
|5 * » "4y s Y
q':fa' . 2l NOTARIAL BEAL
AR }Sn PN SO Steven J, Dobls If, Notary Public
EL ot i B né$ ' SOUTH FAYETTE TWNEP, ALLEGNENY OOUNTY
L e e My & Expirea Noverber 07, 203
S Sl L SV 5 7
24 —_‘.ﬁ"’ﬁ E
= O RN
2t Yoo
v, Rl g, !
) :“:g .a,&"”
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APPENDIX C. Gas Company Agreements, Power & Water Notifications
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1710 Pennsylveni Avenuc

T Chasleston, WY 235328
E ) 304-348-3800
w M

January 4, 2011

John Kosky

John Koaky Contracting; Inc,
619 Millers Run Road
Cuddy, PA 15031

RE: Pipeline Relocation and Road Crossing Agreement, WM102, 2 inch,
Deemston, Washington County, Penusylvania

Dear Mr, Kosky:

Enclosed is an executed Pipeline Relocation and Road Crossing Agreement betwesn
Fquitrans, LP snd John Kosky Contracting, Inc. for the above referenced project. This

ariginal is for your files.
If you have any questions ot require additional information, please contact me.
Sincerely,

A Bl

%seph B. Gilmore g10 233
Regional Land Director
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PIPELINE RELOCATION AND ROAD CROSSING AGREEMENT

This PIPELINE RELOCATION AND ROAD CROSSING AGRENXMENT (this “Agreement”)
is madc and eatered into this the 23™ day of Des , 2010, by and between EQUITRANS, L.P., a
Pennsylvania timnited partnership, with sa offico at 1710 Pennsylvania Avenue, Charleston, West Virginia,
25302, party of the first part (hereinafter referred to as “BQT™) and JOHN KOSKY CONTRACTING,
INC., a Pennylvania cacparation, with an address of 619 Millers Run Road, Cuddy, PA 15031, party of the
sevond part, (heveinafter refarred to as "Kosky").

WHERKAS, BQT is the owner of a certain pipeline kmown as the WM102 2 inch, a portion of
which is located near Deemston, Washington County, tvania (the “Pipeline”); and

Kosky has requested that EQT ebandon in place, relocate, and replace spproximately
1,900 feet of the Pipeline (as identified on the “Exhibit A”, attached heretd), and construct a road crossing
over a segwent of the relocated Pipeline to sccommadate Kosky’s minlng operations (the “Crossing”, as
shown on Exhibit A).

EQT aud Kosky agrea as follows:

1. PmsmuttoﬁwtmmhmoﬁEangmtoahaudmhphmnppmximmlywﬂOfeﬂ.md
relocate und replace approximately 1,900 feet of the Pipcline, and construct the Crossing, as shown on
MWAmwmmmmmmmwmemmmmm,@hmmNm
erossing construction are hierelnaftor collectively referred to as the “Work™),

2 KoskyammmhnbumEQTﬁornﬂcomhwmedbyEQTinﬂmek,whichmﬁmmdmm
are identified on the attechicd “Exhibit B,” which costs inchude, but are not limited i, costs of contractors,
labor, materials, sapplies, testing, purging of lines and reclamation. Kosky shall also he responsible for say
and all future costs incurred by BQT necessary to sintain or repair the crossing at the Crossing.

3. Upon receipt of an exetuted originsl of this Agreement, the {nsurmce certificates required
huwnm,awmmmdmeommfoﬁhmMiiB,EQ’l‘willini‘lintetheka. In the event the
actual costs excosd the estimate, Kosky agrees to pay 4ll of the sdditionsl cost within thirty (30) days
aﬁcrmeiptafanimnﬂzedinvoioeﬁumEQT.AnynmouutmmidbyKommdomdmbymmthm
ﬁﬁeen(lﬁ)dmshallbwrimstummumrmeotwwmt(m%)ﬁmnﬂmmﬂwsmmm
w&sﬁlstmm‘ladbyEQT.!nﬂwwentMamlwsmmlossﬁmnﬂmesﬁmatn,BQTshaﬂreimbmsGKosky

the differences.

4, Kosky shall have nbuolute, sole and complets responsibility of ensuring that it is and its
employees, agents, contructors and subcontractars are fally sware of the exact location of the Pipelinc
and Crossing Kosky sball advise all of its employecs, contractors, subcoutractors and agents of the
location of the Pipeline and Crossing and ghull ensure that the Pipeline and Crossing remain clearly
marked and identified ar all times during mining operations. Kosky and its employees, agents,
contractors andl subcontractors shall not travel across the Pipeline with equipment or

(inoluding but not Limited to heavy equipment and mining equipment/machinery), except at the Crossing
once the Crogsing hes been completed and EQT bas s0 advised Kosky. BQT has designed M.CWDG
in sovordance with Kosky's ioformation as to the equipment that will be utilizing the Crossing. The
&osﬁnsddlmhuﬁﬁudwmuipmntmhhhgmtmmmmm Kosky

Page 1 of 7
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agrees that it shall have sole responsibility and shall be solely liable for any and all damages 43 a result of
its fhilure, or the failure of its agents, employees, contractors and subcontrastors, to comply with the
obligations and requirements in this Agreement, and agrees to compensate EQT for any damage or claims
resulting from its said failure.

S Kosky shall protect, defend, indemuify, relcase, and hold harmless EQT, its parcat companies,
subsidiaries, ageats, attorneys, representatives, sistor companics, related companies, insurers, reinsurets,
advisors, assigns, successors, predecessars, affiliated companics, co-owners, co-lessees, contractors and
subcontractors, and the directors, officers, employees, agents, and repregentatives of the foregoing from
and against any and all claims, domands, causes of action, demages, linbilities, judgments, losses, fines,
awards, penalties, costs and expenses, including attorneys’ fees and other costs of defense, that arise
from or are agsociated with the Work, Pipeline, or Crossing, to the extent that the same are caused or
occasioned by Kosky’s actions, inactions, negligence, gross negligence, or misconduct,

6. Kosky's failure to comply with the tsrns of this Agreament, or Kosky’s filing for bankruptey, shall
result in the immediate termination of this Agreement at BQT's option. Upon the termination of this
Agreement, EQT shall have no obligation to undertake or complete any of the Work, The payment,
damages, Insurance, and indemmity provisions of this Agreemcat shall survive the termination of this

Agreement,
7. Kosky agrees to seoure and aoquire all Rights of Way or Eascnents necessary, on EQT approved

Right of Way Agreement forms, for the relocation of the Pipeline and location of the Crossing, aud to
seltle and pay any and all surface damagss associated with the Wark to be performed hereunder.

8 Kosky agrees to maintain and/or restore any EQT access roads or provide suitable alternate
access, mcluding thie securing of legal rights of way on BQT approved forms for any such sltemate
aocess roads. Such alternate eccess shall be provided by Kosky prior to impacting any existing access
road.

9, In case EQT fails to perform the Work, and such failure is due to acts of God or & public enemy,
sttikes, riots, infunctions, or other interference through legal proceedings, washouts, coal mining, timber
operations, earthquakes, storms or the compliance with any state or federal statuto, or with any order of the
state or foderal govermment or other branch thereof] or to any causes not due to the fault of EQT, such
frilure shall not be a violation by EQT of this Agreement. :

10, All natices shall be in writing and may be given by personal defivery, facsimile ransmission, -
mail, or by certified or registercd United States mail.

11.  If Kesky fails to comply with any of its obligations herein, EQT shall be entitled to recover its
reasonable expenses ihcurred in seeking enforcement of Kosky's obligations, including attorney*s fees and
court costs.

12.  The terms, provisions, covenants and condifions contained herein shall control in the eveat of any
conflict with any term, provision, covenant or condition in smy other agreement or document. This
Agreement constitutes the entirc agresriont between the parties and supersedes auy previous oral
undérstanding as to the subject matter hereof, and may not be medified or amended by any party unless
dome 50 in writing and signed by all patties.

Page 2 of 7
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13, No failure or delay ou the part of EQT in excicisiog any right, power or privilage heraunder and no
courss of dealting between Kosky and BQT shail opesate ag a waiver thereof,

14. M any provision herein is held to be partially or campletely contracy fo law snid/ar unenforceable,
then this Agreement shall be deemed fo be amended to partially or completely modify such provision or
portion thereof to the extent necessary to make it enforceable, or, if necessary, this Agreement shall be
deemed to be amended to delote the uneaforceablo provision or portion thereof,

15, This Agreement shall not be assigned by Kosky without BQT"s written consent.

16.  Without BQT’s prior written consent, which shall be grasted or not at EQT"s sole discretion for any
reagon whatsosver, Kosky shal] not disclose any information concerning this Agreement, ar the terms or
form hereof, and shall keep the same sidctly confidential, exoept Kosky may make disclosures of
information a2 reasonabily required to ite directors, officers, employees, or other representatives having 2
need 0 know or which may be legally compelled, provided however that said persons shall be bound to the

confidentiality provisions hescof,
17.  Insurance. Kosky shall comply with the requirements set forth on the attached Exhibit C.
IN TESTIMONY WHEREOF, BT and Kosky ba this Agrcement as of the dato first
ahove written.
JOHN KOSKY CONTRACTING, INC.
By okl Kl
Iis: éWf

(oCh

By: (R Q-AS A (LBDS
w:__ SVP Qperm'nowg
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SEXHIBIY B” - COSTS

*Inatall approximately 1,900 of two (2) inch plastic pipeline and
install a twa (2) ineh 40 foot road crossing: $ 4,000.00

State of PA Corporate Tax 3 56400
Overhead (17,5%) $ 70000
Total Bstimated Cost; § 5,264.00

*NOTE: The cost of installing the 2” pipslive is for materials and company hbqrmdixhased on the
excavation and replacement of the material for both the road crossing-and pipeline being performed by John
Kosky's company under the supervisian of EQT.

Page 5 of 7
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“EXHIBIT C” - INSURANCE

8. Coverage Roquired. Unless otherwise specified in writing by BQT, Kosky shall carry
the following minimum coverages during the term of this Agreement and shall require jts contractors and
subcontructors to carry the smne coverages.

i Warkers compensation insurance with statutory limits in full complinne with
the workers’ compensation #nd ocoupational disease act of the State in which the Work is being
perfrmed; and employer's lisbility insurance with limits of lability of not less than ons million doliars
($1,000,000.00). The policy or policies shall contain a waiver of subrogation against EQT.

i Commercisl Geasral Lisbility Insurance inchuling Premises and Operations,
Products and Completed Operations, Blanket Contractoal Lisbility, Stop-Gap for monopolistic workers’
compensation states, Proparty Damage, Independent Contractors, Personal and Advertising Injury, Broed
Form Property Damage, Cross Liability, Hostile Fire, Underground, Bxplosion and Collapse aa well as
Care, Custody and Control covetages with & combined single limit of not Jess than five million dollars
($5,000,000.00) per acourrence, including primary end excess liability policies.

i Comumercinl Automobile Liability Insutance covering all owned, hired, and non-
owned autamobiles with combined Bodily Injury sud Property Damage combined single limit of not loas
than five million dollers ($5,000,000.00) per cccurrence including primary and excess Hability policics.
In all stades that have no-fault insumnace laws, the policies obtained shall contain provisions that forbid

b. All jnsurance coverages must be placed with insuratice carviess that have & minimum AM
Best rating of A. The poticies required shave (except for workers compensation insurance) shall be
endorsed to name EQT, its parent companics, subsidiarics, rélated companics snd their affiliates as
additional insureds. Insurance required under this Agreement shall remain in effect until one year aftex
the expiration of the statote of limitations for any clulns arising from or hissd upon the Work, The
insurance shall be equally available to sy anid all “additional insureds” designated on the certificate of
insurance isvued to emid “additional insureds.”

. Primary Covorage. The coverages roquired by this Agreement shall be primary and non-
contributory. Any insurance or self-insurance maintained by BQT, its parent companies, affiliated and
relnted companiss, and subsidiaries shall be exosss of Kosky's insurance uatil all of Kosky’s applicable
and available insurance, inoluding umbrella and excess lisbility policies, is exhausted. The intent iy for
Kosky’s insurance policies to be primary regardless of any “Other Insurance” or other methods of sharing
Ianguage contained in Kosky’s inswanca policy or policics. Kosky shall waive all rights of subrogation
and contribution against sll additiona] insareds. Kosity shall be solely responsible for any deductible or
self-insured retontion under its mgurance.

d. Insurance Certificates, Endorsements, Policies. Prior to commencing the Work, Kosky
aball provide BQT with Certificates of Insurance specifically evidencing the coverages required by this
Aproement, mﬁﬁgthepoﬂoynumbmmdmeimegﬁmmdapimﬁmdmufuﬂpoﬁoiumd
providing for thirty (30) days® prior written notico to BQT by certified mail, retam receipt requested, of
any cancellation, non-renewsl, or material alterstion of any policy.

e The failure of EQT to pursue or obtain any cestificate of inswrance, endorsement or to
point out any non-compliance of any certificate of insurance, cadorsement or broker's lettor shafl not
constitute a waiver of any of the requirements of this Insurance Section or relieve Kosky of amy of its
obligations hereunder. Upon BEQT’s roquest at any time, Kosky shall provide EQT with copies of any or
all of the policies required herein.

f Failure to Comply. In the cvent that the insurauce policics secured by Kosky do not
comply with these insance requitements, then EQT shall have the right to suspend the Work until all

Page Gof 7
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provisions of these insurance requiraments have been complied with or to tenminate the Agrecient, at
EQT"s sole discretion.

Page 7 of 7
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PIFELINE EASEMENT AND RIGHT OF WAY )

This FIPELINE EASEMENT AND RIGHT OF WAY AGREEMENT (“Agrosmuent™) ta made and snterad
mwsm@wmzoxl.WMhmmmmm@md i
mmmnm,mm.uﬁm ard represenimtives, hereinafier referred to (whether singular or plural)
oolientively us GRA_N'I‘O& MWML&,&PWWWM%N@&MM&M%
Libeoty Avenu¢, Suite 1700, Pittsburgh, Pennrylvania 15222, its succagsors, assigng, agents, contractare and affilistes,
harainafiar refared (o collectively a3 GRANTEE, ‘

Formdinmpsiﬁmﬁa of the swun of One Thousmd Doltam ($1,000,00) sd other veluabie consldetation paid,
the recedpt of whish is hesoby, Grantor, herchy grants and corveys, to Grantes, an exclusive option (the “Option") far a
pariod of twelve {12) monthy begloning on the dute bereof (the “Option Pedod®; as may be extended pursnant to e
balow terms), 10 acquire an “Besernenr and Right of Way.” The “Easament and Right of Way”* shall mean a papetual
tight of wey end casement to I8y, onstruct, maintain, oparats, rencw, alter, improve, protest, repalr, 1, sd remove 2
pipeline for the trausportstion of of), natural gas, and their byproducis, and other liquids, gasss, and soids, together with
mmwmmmnwmwmummmmmmmmm
upon and sccoss (he Jands of the Granter lying, tn Degmston Botg., Washinaton County,
theroof wizo conveyed to Gramtor fram Robert B Slone; Jesry Stackmen dbe Blaclkantns Contrebting Services decds dated
the December 20, 1996 and reacrded Deed Book 3238, Page 4 and Dead Boalk 3024, page 4 in the Office of the Recorder
of Washinglos; and fhe right of ingreas snd egeess to and from wid Essemant and Right of Way and to use the Easament
and Right of Wey herein grated for purposes of actesting and/or ttsnsporting pipe, people, materials, mechinery, and
equipmant 1o and from other lands. The Bassment and Righi of Way's omterline js mom generally desoribed on Exhiblt A
sttachied hersto for W-102 and H-103, being Tax Map Nos. 220-008-00-00-0024-00 snd 220-004-00- 00-0034.00 -

Tt is understood and agroed by Grantor and Orimbee ot tio Bassment md Right of Way is for an 15
&unfmwmytaammommmmnncfﬂaw!mﬁpdhmmncldaen-icspipgthn@t way, and
that Granes's right of way shall bo an ddidonul fifty (30) fist in width for the purposes of the Jaying, construction,
patnbonancs, opesation, fenswal, altoration, improvement, protection, rapalr, replacament ap removal of she pipeliae and
full and unimpeded acoess thorsto. Gramtes shall have & temporury easament of twanty five (25) fost on dther side of the
peraanant Bassmant and Right of Way for all sotvities related fo the laying, comstructicn, and maintenmnce of the
pipeline, No structures, equipmen, buildings, or obstructions shall he piaced or meintsined md no curth shall be
removed fom or fllled upon sald Easement and Right of Way by Grantor or Hts boirs, agents, of assigne or any parson pot
working ca behalf of Grantse or its miceessors or assigns, Grantes thall have the right lo toaintain said Basement and
RishtofWaybymwina.mhg.mdmﬁngnﬂt&,ﬁmhs.mdmw:hmdhnﬁw&hinmwofm
Grantee, might inicribre with the use of sald Basament and Right of Way, Grantor shall 4t operate or allow 10 bo
mdmmmuuwwmdmmwwammmmniQRoermmM

notification and writien approval from Grantee. ?

Giritee, 1t swocessors ar assigns, is further grmited the right 10 replace all o any part of tie pipeline or any
paortion (hereof by luying sush replacement n61 more than fifieen (15) fost from the seotion of pipeline being mglmad.
Geantee, s sucsessors nd nssigns, is aleo given the right to inaréase ar decreass the diemetir of any replacement pips.

Por (ha considerstion herein recited Grantors does heraby, give, gract, and convey uato Granfes, its Suscasscrs

MNMaﬁﬂwm:mwﬁmnummmwﬁm,lohy,mmxh.Mrm.mhnprwa.pmm,

repiiy and remove ans additional pipeline, and all neccssary oquipment and eppurienanees thereto, 44 it may desire upan
the paymsal, Pcreuhﬁﬁﬁmﬂp&p&&mtubshidofanmmmlmﬂuamomtofcoﬂdmﬁmpsidfm‘ﬂn
Enmmmdkigmofw'ywuhmntaﬁ.m)'addiﬁmlwabalaldapmdmmlymlmlgunﬁrnﬁnglnid.
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(,.._ ( -

. Orantss has negotisted a propayment for surface dumages nssocisted with the constrastion snd laying of the
pipeline, and also agruea (o pay the Grantor for suy surfhor damages (defined solely ap surfioe damage or [njury (o
{rowing crops, tress, and fonces) upon sald fand that ocour after the reclamation of the pipeline’s canstruction which are
caused by entry of Grantoe on the land thoroon for the exercise of the rights herein grantsd. If much fumre surfice
damnges are not mutnally agreed upon, then the 8ame are to be mediated by the perties before a mediation pansl of thres
waﬁﬁddﬂsﬁm“tadpummwbnppoimedbymemidGmmm.mwmeamuqummwm;wm

appointed,

TO HAVE AND TO HOLD the ssid Basement und Right of Way unto Granges
WITNESS WHEREOF, the parties have exceuted this Agroament 83 of the dute set i

its suoosssors and assigns, N

LALL, a Notary Public, in end for seid State and Connty, do horsby certify that
Jobm Kosky , the Pl < drn _ of Johm Kotky Contracting, ko, personally knowa to be the
same persons whose names are subscribed to the tostrument, sppeared before me this dey in person in the state
and opunty aforesaid, and acknowiedged and delivered the sald nstroment to be their free act and deeds for uses and

purposes thereln sut forth.
Given under my heod (his .3 day of January, 2011,

My Commission mxpires: W

This iealumaw way eoematl [ binnk by Gogmin M, Soltivan, Esg., Bquiserns, LP. 1710 Fermpyivirds Avenes, Clodesaon, WV 25302
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